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SELECTION OF PICTURES FOR DISPARITY
VECTOR DERIVATION

This application claims the benefit of:

U.S. Provisional Application 61/703,190 filed 19 Sep.
2012; and

U.S. Provisional application 61/709,839, filed 4 Oct. 2012,
the entire content of each of which is incorporated by refer-
ence herein.

TECHNICAL FIELD

This disclosure relates to video coding and, more particu-
larly, to techniques for coding multiview and three-dimen-
sional (3D) video data.

BACKGROUND

Digital video capabilities can be incorporated into a wide
range of devices, including digital televisions, digital direct
broadcast systems, wireless broadcast systems, personal digi-
tal assistants (PDAs), laptop or desktop computers, tablet
computers, e-book readers, digital cameras, digital recording
devices, digital media players, video gaming devices, video
game consoles, cellular or satellite radio telephones,
so-called “smart phones,” video teleconferencing devices,
video streaming devices, and the like. Digital video devices
implement video compression techniques, such as those
described in the standards defined by MPEG-2, MPEG-4,
ITU-T H.263, ITU-T H.264/MPEG-4, Part 10, Advanced
Video Coding (AVC), the High Efficiency Video Coding
(HEVC) standard presently being finalized, and extensions of
such standards. The video devices may transmit, receive,
encode, decode, and/or store digital video information more
efficiently by implementing such video compression tech-
niques.

Video compression techniques perform spatial (intra pic-
ture) prediction and/or temporal (inter-picture) prediction to
reduce or remove redundancy inherent in video sequences.
For block-based video coding, a video slice (i.e., a video
frame or a portion of a video frame) may be partitioned into
video blocks, which may also be referred to as treeblocks,
coding units (CUs) and/or coding nodes. Video blocks in an
intra-coded (I) slice of a picture are encoded using spatial
prediction with respect to reference samples in neighboring
blocks in the same picture. Video blocks in an inter-coded (P
or B) slice of a picture may use spatial prediction with respect
to reference samples in neighboring blocks in the same pic-
ture or temporal prediction with respect to reference samples
in other reference pictures. Pictures may be referred to as
frames, and reference pictures may be referred to a reference
frames.

Spatial or temporal prediction results in a predictive block
for a block to be coded. Residual data represents pixel difter-
ences between the original block to be coded and the predic-
tive block. An inter-coded block is encoded according to a
motion vector that points to a block of reference samples
forming the predictive block, and the residual data indicating
the difference between the coded block and the predictive
block. An intra-coded block is encoded according to an intra-
coding mode and the residual data. For further compression,
the residual data may be transformed from the pixel domainto
a transform domain, resulting in residual transform coeffi-
cients, which then may be quantized. The quantized trans-
form coefficients, initially arranged in a two-dimensional
array, may be scanned in order to produce a one-dimensional

10

15

25

30

35

40

45

50

55

60

65

2

vector of transform coefficients, and entropy coding may be
applied to achieve even more compression.

SUMMARY

This disclosure describes techniques related to multiview
video coding, and more particularly, this disclosure describes
techniques in which a video coder (e.g., video encoder or
video decoder) determines a disparity vector for a current
block within a current picture of a current view. The video
coder, in some examples, may determine the disparity vector
for the current block based on a disparity motion vector of
another block, including a block in one of one or more dif-
ferent pictures than the picture that includes the current block
in the same view.

The techniques described in this disclosure may signifi-
cantly reduce the number of pictures, that the video coder
needs to access to determine the disparity vector for the
current block to derive an accurate disparity vector. For
example, there may be two pictures that the video coder needs
to access to determine whether a block in these pictures is
inter-predicted with a disparity motion vector. If such a dis-
parity motion vector exists, the video coder may utilize the
disparity motion vector to derive the disparity vector for the
current block.

In one example, the disclosure describes a method for
decoding a bitstream that includes multiview video data that
includes multiple views. The method includes applying a
neighboring block based disparity vector (NBDV) generation
process for purposes of deriving a disparity vector for a cur-
rent block of a current picture, wherein the NBDV generation
process relies on motion vectors of neighboring blocks for
deriving the disparity vector for the current block of the
current picture. Also, applying the NBDV generation process
comprises selecting a candidate picture to determine if a
block in the candidate picture is inter-view predicted with a
block in a view other than a view that includes the candidate
picture of the multiview video data, wherein the candidate
picture is from one of one or more random access point view
component (RAPVC) pictures, and one or more pictures hav-
ing a lowest temporal identification value, determining
whether a video block in the selected candidate picture is
inter-predicted with a disparity motion vector, wherein the
disparity motion vector refers to the block in the view other
than the view that includes the selected candidate picture of
the multiview video data, and determining the disparity vec-
tor for the current block of the current picture, as part of the
NBDV generation, based on the disparity motion vector if the
video block in the selected candidate picture of the multiview
video data is inter-predicted with the disparity motion vector.
The method also includes inter-prediction decoding the cur-
rent block based on the determined disparity vector.

In one example, the disclosure describes a method for
encoding multiview video data that includes multiple views
in bitstream. The method includes applying a neighboring
block based disparity vector (NBDV) generation process for
purposes of deriving a disparity vector for a current block of
a current picture, wherein the NBDV generation process
relies on motion vectors of neighboring blocks for deriving
the disparity vector for the current block of the current picture
relative to another view of the multiview video data. Also
applying the NBDV generation process comprises selecting a
candidate picture to determine if a block in the candidate
picture is inter-view predicted with a block in a view other
than a view that includes the candidate picture of the multiv-
iew video data, wherein the candidate picture is from one of
one or more random access point view component (RAPVC)
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pictures, and one or more pictures having a lowest temporal
identification value, determining whether a video block in the
selected candidate picture is inter-predicted with a disparity
motion vector, wherein the disparity motion vector refers to
the block in the view other than the view that includes the
selected candidate picture of the multiview video data, and
determining the disparity vector for the current block of the
current picture, as part of the NBDV generation, based on the
disparity motion vector if the video block in the selected
candidate picture of the multiview video data is inter-pre-
dicted with the disparity motion vector. The method also
includes inter-prediction encoding the current block based on
the determined disparity vector.

In one example, the disclosure describes a device coding
video data for multiview video. The device includes a video
coder configured to apply a neighboring block based disparity
vector (NBDV) generation process for purposes of deriving a
disparity vector for a current block of a current picture,
wherein the NBDV generation process relies on motion vec-
tors of neighboring blocks for deriving the disparity vector for
the current block of the current picture relative to another
view of the multiview video data. To apply the NBDV gen-
eration process, the video coder is configured to select a
candidate picture to determine if a block in the candidate
picture is inter-view predicted with a block in a view other
than a view that includes the candidate picture of the multiv-
iew video data, wherein the candidate picture is from one of
one or more random access point view component (RAPVC)
pictures, and one or more pictures having a lowest temporal
identification value, determine whether a video block in the
selected candidate picture is inter-predicted with a disparity
motion vector, wherein the disparity motion vector refers to
the block in the view other than the view that includes the
selected candidate picture of the multiview video data, and
determine the disparity vector for the current block of the
current picture, as part of the NBDV generation, based on the
disparity motion vector if the video block in the selected
candidate picture of the multiview video data is inter-pre-
dicted with the disparity motion vector. The video coder is
also configured to inter-prediction code the current block
based on the determined disparity vector.

In one example, the disclosure describes a computer-read-
able storage medium having instructions stored thereon that
when executed by one or more processors of a device for
video coding for multiview video cause the one or more
processors to apply a neighboring block based disparity vec-
tor (NBDV) generation process for purposes of deriving a
disparity vector for a current block of a current picture,
wherein the NBDV generation process relies on motion vec-
tors of neighboring blocks for deriving the disparity vector for
the current block of the current picture relative to another
view of the multiview video data. The instructions that cause
the one or more processors to apply the NBDV generation
process comprise instructions that cause the one or more
processors to select a candidate picture to determine if a block
in the candidate picture is inter-view predicted with a block in
aview other than a view that includes the candidate picture of
the multiview video data, wherein the candidate picture is
from one of one or more random access point view compo-
nent (RAPVC) pictures, and one or more pictures having a
lowest temporal identification value, determine whether a
video block in the selected candidate picture is inter-predicted
with a disparity motion vector, wherein the disparity motion
vector refers to the block in the view other than the view that
includes the selected candidate picture of the multiview video
data, and determine the disparity vector for the current block
of'the current picture, as part of the NBDV generation, based
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on the disparity motion vector if the video block in the
selected candidate picture of the multiview video data is
inter-predicted with the disparity motion vector. The instruc-
tions also cause the one or more processors to inter-prediction
code the current block based on the determined disparity
vector.

In one example, the disclosure describes a device for cod-
ing video data for multiview video, the device comprising
means for applying a neighboring block based disparity vec-
tor (NBDV) generation process for purposes of deriving a
disparity vector for a current block of a current picture,
wherein the NBDV generation process relies on motion vec-
tors of neighboring blocks for deriving the disparity vector for
the current block of the current picture. The means for apply-
ing the NBDV generation process comprises means for
selecting a candidate picture to determine if a block in the
candidate picture is inter-view predicted with a block in a
view other than a view that includes the candidate picture of
the multiview video data, wherein the candidate picture is
from one of one or more random access point view compo-
nent (RAPVC) pictures, and one or more pictures having a
lowest temporal identification value, means for determining
whether a video block in the selected candidate picture is
inter-predicted with a disparity motion vector, wherein the
disparity motion vector refers to the block in the view other
than the view that includes the selected candidate picture of
the multiview video data, and means for determining the
disparity vector for the current block of the current picture, as
part of the NBDV generation, based on the disparity motion
vector if the video block in the selected candidate picture of
the multiview video data is inter-predicted with the disparity
motion vector. The device also includes means for inter-
prediction coding the current block based on the determined
disparity vector.

The details of one or more examples are set forth in the
accompanying drawings and the description below. Other
features, objects, and advantages will be apparent from the
description and drawings, and from the claims.

BRIEF DESCRIPTION OF DRAWINGS

FIG. 1 is a block diagram illustrating an example video
encoding and decoding system that may utilize the techniques
described in this disclosure.

FIG. 2 is a graphical diagram illustrating an example
encoding or decoding order, in accordance with one or more
examples described in this disclosure.

FIG. 3 is a conceptual diagram illustrating an example
prediction pattern.

FIG. 4 is a conceptual diagram illustrating an example of
picture types.

FIG. 5 is a conceptual diagram illustrating an example of a
network abstraction layer (NAL) unit header.

FIG. 6 is a conceptual diagram illustrating a current block
and five spatial neighboring blocks.

FIG. 7 is a conceptual diagram illustrating a manner in
which motion vector information is stored.

FIG. 8 is a conceptual diagram illustrating an example of a
candidate picture list construction process in accordance with
some other techniques.

FIG. 9 is a conceptual diagram illustrating a co-located
region in a candidate picture.

FIG. 10 is a block diagram illustrating an example video
encoder that may implement the techniques described in this
disclosure.
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FIG. 11 is a block diagram illustrating an example video
decoder that may implement the techniques described in this
disclosure.

FIG. 12 is a flowchart illustrating an example operation in
accordance with one or more example techniques described
in this disclosure.

FIG. 13 is a flowchart illustrating an example operation of
a video encoder in accordance with one or more example
techniques described in this disclosure.

FIG. 14 is a flowchart illustrating an example operation of
a video decoder in accordance with one or more example
techniques described in this disclosure.

DETAILED DESCRIPTION

The techniques described in this disclosure are related to
disparity vector derivation, and generally provide for a low-
complexity disparity vector derivation scheme that may be
utilized in various video coding standards such as the
3D-HEVC (High Efficiency Video Coding). The techniques
should not be considered limited to the 3D-HEVC standard
and may be applicable to other 3D or multiview video coding
standards, or non-standards based video coding techniques
for 3D or multiview video.

In multiview video, there are multiple views, and each view
includes a plurality of pictures. One picture from a first view
and one picture from a second view are displayed at the same
time. These two pictures include similar video content, but
the video blocks in the pictures are displaced (generally hori-
zontally displaced) relative to one another. For example, the
location of a video block in the picture in the first view may be
different (generally along the x-axis) then a video block with
similar video content in the picture in the second view. This
displacement of the video blocks within the two views causes
a viewer to perceive 3D video.

A disparity vector provides a measure of the displacement
of'a video block in a first view relative to the corresponding
video block in the second view. For example, the disparity
vector for the video block of the picture in the first view may
identify the location of the video block of the picture in the
second view.

In the techniques described in this disclosure, a video coder
(e.g., video encoder or video decoder) may code (e.g., encode
or decode) a bitstream that includes multiview video data that
includes multiple views. For example, a video coder (e.g.,
video encoder or video decoder) may apply a neighboring
block based disparity vector (NBDV) generation process for
purposes of deriving a disparity vector for a current block of
a current picture. The NBDV generation process relies on
motion vectors of neighboring blocks for deriving the dispar-
ity vector for the current block of the current picture relative
to another view of based on disparity motion vectors of neigh-
boring blocks.

A disparity motion vector is a vector that identifies a pre-
dictive block for coding a current block. Thus, a disparity
motion vector is similar to a conventional motion vector in the
sense that it is used to identify a predictor block for coding the
current video block. The disparity motion vector is different
from a conventional motion vector, however, in that it iden-
tifies the predictor from a different view associated with the
same instance of time. In other words, a motion vector con-
ventionally points to a predictor block in different pictures
that precede or follow the picture associated with the block
being coded, whereas a disparity motion vector points to a
predictor block of a different view associated with the same
instance of time as the video associated with block being
coded.
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In multiview video coding, inter-view prediction is
allowed among pictures associated with a same or substan-
tially similar time instance, but are of different views (i.e.,
within the same access unit). For example, a current picture in
a first view may depend upon one or more pictures in at least
one of a set of reference views. The set of reference views
refer to views other than the first view, which includes the
current picture, and whose pictures may be used for inter-
prediction of the current picture.

The video coder may include the picture that is in the other
view in the reference picture list(s) of the current picture at
any location similar to examples where inter-view prediction
is not used. For example, a conventional motion vector refers
to a block of a picture in the same view, and when the con-
ventional motion vector is used to inter-predict a block, the
inter-prediction of the block may be referred to as motion-
compensated prediction (MCP). A disparity motion vector
refers to a block of a picture in another view, and when the
disparity motion vector is used to inter-predict a block, the
inter-prediction of the block may be referred to as disparity-
compensated prediction (DCP).

The disparity motion vector and the disparity vector should
not be confused. The video coder uses the disparity motion
vector to identify a video block whose pixel values are used to
inter-predict another video block. The video coder need not
necessarily use the pixel values of the block referred to by the
disparity vector to inter-predict another video block; rather,
the disparity vector provides a measure of the displacement of
the video block in the other view. In other words, the video
block to which the disparity motion vector refers need not be
the same as the video block to which the disparity vector
refers (although it may be possible that both refer to the same
video block in some cases).

Examples of neighboring blocks, used for NBDV, include
spatially neighboring blocks (i.e., blocks in the same picture
as the block being coded) and temporally neighboring blocks
(i.e., blocks in another picture as the block being coded). The
temporally neighboring blocks may be “co-located” within a
different picture relative to the current picture with the current
video block, or may be blocks that spatially neighbor the
co-located block within a different picture. The video coder
may determine whether any of these neighboring blocks is
inter-predicted with a disparity motion vector and utilize the
disparity motion vector to determine the disparity vector of
the current block. In some examples, in addition to determin-
ing whether any of the neighboring blocks is inter-predicted
with a disparity motion vector, the video coder may also
determine whether a disparity vector was derived for any of
the neighboring blocks. In some examples, the video coder
may utilize the derived disparity vector for a neighboring
block to determine the disparity vector of the current block.

In general, the number of neighboring blocks that the video
coder needs to access to determine whether any of the neigh-
boring blocks is inter-predicted with a disparity motion vector
may be relatively large. For instance, for temporally neigh-
boring blocks, there may be X number of pictures each with
N number of neighboring blocks, resulting in a worst-case-
scenario of X*N evaluations that the video coder needs to
make to determine whether any of the temporally neighboring
blocks is inter-predicted with a disparity motion vector.

The techniques described in this disclosure may limit the
number of pictures that the video coder needs to access to
identify a disparity motion vector. Such pictures typically
could include all temporal reference pictures (within the same
view) of the current picture or all pictures of the same view in
the decoded picture buffer (DPB). For example, the number
of'pictures that the video coder accesses and evaluates may be
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limited to two. In this disclosure, the pictures used to identify
the neighboring temporal blocks for the purpose of checking
the existence of disparity motion vectors are called candidate
pictures. In one example, the video coder may identify up to
two candidate pictures, a first candidate picture is the co-
located picture used for temporal motion vector prediction
(TMVP), which is identified by the syntax elements in the
slice header of the current slice. In the same example, the
video coder may be configured to determine the second of the
two candidate pictures in accordance with the following tech-
niques. The second candidate picture is chosen to be the one
that is more likely to use inter-view prediction thus contain
more disparity motion vectors. Since the co-located picture
used for TMVP will already be accessed for TMVP, only one
additional candidate picture needs to be accessed for disparity
vector derivation.

The video coder may utilize TMVP as part of advanced
motion vector prediction (AMVP) or merge/skip. In AMVP
and merge/skip, the video decoder determines a motion vec-
tor for the current block based a motion vector of neighboring
blocks. For example, the video encoder and the video decoder
each construct a list of candidate motion vector predictors,
where the motion vector predictors are motion vectors of
neighboring blocks. In these examples, the video encoder
signals an index into the list of candidate motion vector pre-
dictors, and the video decoder identifies the motion vector
predictor from the signaled index. The video decoder then
determines the motion vector for the current block based on
the motion vector predictor. For instance, in merge mode, the
video decoder adopts the motion information of the motion
vector predictor as the motion information for the current
block. In AMVP, the video encoder additionally signals a
motion vector difference (MVD) between the current block
and the motion vector predictor, information indicating a
reference picture list, and a reference index. The video
decoder determines the motion vector for the current block
based on the MVD and the motion vector predictor (e.g., by
adding the MVD to the motion vector predictor to determine
the motion vector for the current block).

The list of candidate motion vector predictors that the
video encoder and video decoder construct include motion
vectors for spatially neighboring blocks and a temporally
neighboring block. The motion vector for the temporally
neighboring block is referred to as the temporal motion vector
predictor (TMVP). Because the temporally neighboring
block is located in a picture other than the current picture
(e.g., a co-located picture), the video encoder may signal
information that indicates in which co-located picture the
temporally neighboring block is located. For instance, the
video encoder may signal, in the slice header of the current
slice, a flag that indicates whether the co-located picture is
identified in a first reference picture list (RefPicList0) or a
second reference picture list (RefPicListl). The video
encoder also signals an index, in the slice header of the current
slice, which indicates where the co-located picture is identi-
fied in the reference picture list identified by the flag (e.g.,
RefPicList0 or RefPicListl). Based on flag identifying a ref-
erence picture list and the index value into the identified
reference picture list, the video decoder may determine the
co-located picture that includes the temporally neighboring
block whose motion vector forms the TMVP that the video
decoder includes the list of candidate motion vector predic-
tors for AMVP and merge/skip mode.

Because the video encoder and video decoder may already
identify the co-located picture for purposes of determining
the TMVP, the techniques described in this disclosure lever-
age that already determined co-located picture as a picture
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that is to be accessed for purposes of deriving the disparity
vector for a block. For example, one of the two candidate
pictures that is accessed for deriving the disparity vector for a
current block may be the co-located picture determined for
identifying the TMVP. Because the video encoder and the
video decoder may already access the co-located picture for
the TMPV, when coding the current block, the video encoder
and the video decoder may not need to access this picture
again for purpose of determining whether the temporally
neighboring block is inter-predicted with a disparity motion
vector for deriving the disparity vector of the current block.

The techniques described in this disclosure may be
directed to determining the other candidate picture that is to
be accessed for purposes of deriving the disparity vector for
the current block. For example, there may be up to two can-
didate pictures that need to be accessed for deriving the dis-
parity vector for the current block. The first candidate picture
may be the co-located picture that is already accessed for the
TMVP, and the techniques describe the manner in which the
video encoder and the video decoder determine the second
candidate picture.

The video coder may be configured to construct a reference
picture set (RPS). The RPS identifies pictures that can be used
to inter-predict the current picture that includes the current
video block and that can be used to inter-predict pictures that
follow the current picture in output or display order. The
output or display order of a picture is defined by a picture
order count (POC) value, where a picture with a smaller POC
value is outputted or displayed earlier than a picture with a
larger POC value. All pictures in a group of pictures may be
identified by unique POC values.

In one example, a candidate picture (e.g., the second can-
didate picture of the two candidate pictures) may be identified
from the RPS. In another example, a candidate picture may be
identified from the reference picture lists of the current pic-
ture. In yet another example, a candidate picture may be
identified in the decoded picture buffer (DPB) of the video
coder. The detailed descriptions below may assume the can-
didate picture is only from the RPS, only from the reference
picture lists, or only from the DPB, but the same method can
be generalized to identify the picture in reference picture lists,
RPS or DPB.

In the techniques described in this disclosure, the video
coder may determine whether any picture in the reference
picture list(s) for the current picture, or more generally in an
RPS or DPB of'the video coder, is a random access point view
component (RAPVC) picture (which is also used to refer to a
random access picture). A RAPVC picture is a picture from
which video coding can begin (e.g., without any previous
data). In HEVC and its extensions a RAPVC picture is iden-
tified with one of the NAL unit types assigned to pictures
called IRAP pictures (i.e., a NAL unit type equal to
BLA_W_LP, BLA_W_RADL, BLA_N_LP,
IDR_W_RADL, IDR_N_LP, RSV_IRAP_VCL22, RSV _I-
RAP_VCL23, or CRA_NUT). For example, no picture that
follows the RAPVC picture in coding order (which may be
different than display or output order) is inter-predicted with
any picture that precedes the RAPVC picture in coding order.
In this way, if video coding were to begin on a RAPVC
picture, the video coder can code pictures following the
RAPVC picture in coding order even if pictures that precede
the RAPVC picture in coding order are not available.

If the video coder identifies the RAPVC picture, the video
coder may be configured to set the RAPVC picture as a
candidate picture that is accessed and evaluated for identify-
ing a disparity motion vector. If there are multiple RAPVC
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pictures, the video coder may select one of the RAPVC pic-
tures that is closest in terms of display or output order distance
relative to the current picture.

If two of the RAPVC pictures have the same temporal
distance relative to the current picture based on display or
output order, the video coder may select one of these two
RAPVC pictures, as a candidate picture, based on the location
of the co-located picture, used in TMVP. For example, when
two RAPVC pictures are equally close to the current picture,
the video coder may set the picture that is opposite in direc-
tion than the co-located picture (i.e., opposite in direction
than the first candidate picture). Alternatively, the video coder
may set the picture that is in the same direction as the co-
located picture (i.e., same direction as the first candidate
picture).

For instance, if the co-located picture used in TMVP pre-
cedes the current picture in display or output order, then the
video coder may set the RAPVC picture that follows the
current picture in display or output order as the picture that is
accessed and evaluated for identifying a disparity motion
vector, or that precedes the current picture, as an alternate
example. If the co-located picture used in TMVP follows the
current picture in display or output order, then the video coder
may set the RAPVC picture with the lowest temporal identi-
fication value that precedes the current picture in display or
output order as the picture that is evaluated for identifying a
disparity motion vector, or that follows the current picture, as
an alternate example.

If, however, the video coder does not identify a RAPVC
picture (e.g., the reference picture list does not include the
RAPVC picture, RPS does notinclude the RAPVC picture, or
no RAPVC picture in the DPB), the video coder may be
configured to identify one picture with the lowest temporal
identification value (temporalld). The temporal identification
value indicates the level of temporal sub-layer the current
picture belongs to. A sub-bitstream is decodable when pic-
tures with a larger temporalld are extracted out. For example,
only pictures with temporal identification values less than or
equal to the temporal identification value of the current pic-
ture can be used to inter-predict the current picture. Picture
with temporal identification values greater than the temporal
identification value of the current picture cannot be used to
inter-predict the current picture.

In accordance with the techniques described in this disclo-
sure, if the video coder does not identify a RAPVC picture,
the video coder may determine which reference pictures in
the reference picture list include the lowest temporal identi-
fication values. If there is only one picture with the lowest
temporal identification value, the video coder may be config-
ured to set this picture as the second candidate picture that is
accessed and evaluated for identifying a disparity motion
vector.

However, if there are a plurality of reference pictures in the
reference picture list that include the lowest temporal identi-
fication value, then the video coder may determine which one
of these pictures is closest to the current picture in display or
output order (i.e., shortest display or output order distance
relative to the current picture). The video coder may be con-
figured to set the picture that is closed to the current picture in
display or output order as the second candidate picture that is
accessed and evaluated for identifying a disparity motion
vector.

In some examples, two pictures with the same lowest tem-
poral identification value may be equally close to the current
picture and the closest pictures among the rest of the pictures.
When two pictures with the lowest temporal identification
value are equally close to the current picture, the video coder
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may set the picture that is opposite in direction than the
co-located picture used for TMVP. For example, if the co-
located used for TM VP precedes the current picture in display
or output order, then the video coder may set the picture with
the lowest temporal identification value that follows the cur-
rent picture in display or output order as the picture to be
accessed and evaluated for identifying a disparity motion
vector. If the co-located picture used for TMVP follows the
current picture in display or output order, then the video coder
may set the picture with the lowest temporal identification
value that precedes the current picture in display or output
order as the picture to be accessed and evaluated for identi-
fying a disparity motion vector. As an alternative example, the
video coder may set the picture in the same direction as the
co-located picture used for TMVP when two pictures with the
lowest temporal identification value as equally close to the
current picture.

In this way, the number of candidate pictures that the video
coder needs to access may be drastically reduced from the
video coder evaluating all possible pictures. Usually, such
reduction in the number of candidate pictures to access may
potentially have an impact on coding quality; however, dis-
parity vector with similar or higher level of accuracy can be
derived due to the fact that the second candidate picture may
have more chance to contain disparity motion vectors.

In some current cases, for deriving the disparity vector of
the current block, the video coder may determine whether a
spatially neighboring block is inter-predicted with a disparity
motion vector, and whether a temporally neighboring block,
in one of the two candidate pictures, is inter-predicted with a
disparity motion vector. In some examples, during the coding
of the neighboring blocks, the video coder may have derived
a disparity vector for one or more of the neighboring blocks.
These derived disparity vectors for the neighboring blocks
may be referred to as implicit disparity vectors (IDVs). In
some examples, the video coder may potentially use an IDV
of a spatial or neighboring block to derive the disparity vector
of the current block (i.e., use the disparity vector that was
derived for a neighboring block to derive the disparity vector
for the current block).

In some cases, it may be possible for there to be an IDV for
each of the spatially and temporally neighboring blocks. For
instance, there may be an IDV for one or more of the blocks
that spatially neighbor the current block. There may also be an
IDV for one or more blocks in the candidate pictures that
temporally neighbor the current block.

The video coder may store the IDVs for each picture in the
DPB so that the IDVs for the temporally neighboring blocks
are available for deriving the disparity vector of the current
block. However, accessing the IDVs for blocks located in
pictures other than the current picture (e.g., IDVs for tempo-
rally neighboring blocks) may increase complexity due to the
compression utilized in storing the motion information for
blocks in picture other than the current picture. The tech-
niques described in this disclosure may remove the IDV's for
any picture that is not the current picture.

Therefore the DPB size can be reduced due to the fact that
the storage required to store the IDVs are never needed any-
more for any of the reference pictures in the DPB. For
instance, the IDVs for the temporally neighboring blocks in
the candidate pictures may not be available when the video
coder is coding the current picture. In this manner, when
applying the NBDV generation process, the video coder may
determine the disparity vector for the current block without
considering any of the IDVs for blocks that are not in the
current picture.
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FIG. 1 is a block diagram illustrating an example video
encoding and decoding system in accordance with one or
more examples described in this disclosure. For example,
system 10 includes source device 12 and destination device
14. Source device 12 and destination device 14 are configured
to implement multiview video coding in which source device
12 and destination device 14 each code pictures of different
views. When the pictures of the different views are viewed
together, the viewer perceives an image that encompasses a
3D volume, instead of an image that is constrained to the 2D
area of the display.

System 10 may operate in accordance with different video
coding standards, a proprietary standard, or any other way of
multiview coding. For example, video encoder 20 and video
decoder 30 may operate according to a video compression
standard, such as the include ITU-T H.261, ISO/IEC
MPEG-1 Visual, ITU-T H.262 or ISO/IEC MPEG-2 Visual,
ITU-T H.263, ISO/IEC MPEG-4 Visual and ITU-T H.264
(also known as ISO/IEC MPEG-4 AVC), including its Scal-
able Video Coding (SVC) and Multiview Video Coding
(MVCQ) extensions. The recent, publicly available joint draft
of the MVC extension is described in “Advanced video cod-
ing for generic audiovisual services,” ITU-T Recommenda-
tion H.264, March 2010. A more recent, publicly available
joint draft of the MVC extension is described in “Advanced
video coding for generic audiovisual services,” ITU-T Rec-
ommendation H.264, June 2011. A current joint draft of the
MVC extension has been approved as of January 2012.

In addition, there is a new video coding standard, namely
High Efficiency Video Coding (HEVC) standard presently
under development by the Joint Collaboration Team on Video
Coding (JCT-VC) of ITU-T Video Coding Experts Group
(VCEG) and ISO/IEC Motion Picture Experts Group
(MPEG). A recent Working Draft (WD) of HEVC, referred to
as HEVC WD8 is available, as of Sep. 18, 2013, from http://
phenix.int-evey.fr/jct/doc_end_user/documents/10_Stock-
holm/wgl1/JCTVC-J1003-v8.zip. Another recent draft of
the HEVC standard, referred to as “HEVC Working Draft 10”
or “WDI10,” is described in document JCTVC-L1003v34,
Bross et al., “High efficiency video coding (HEVC) text
specification draft 10 (for FDIS & Last Call),” Joint Collabo-
rative Team on Video Coding (JCT-VC) of ITU-T SG16 WP3
and ISO/IEC JTC1/SC29/W@G11, 12th Meeting: Geneva, CH,
14-23 Jan., 2013, which, as of Sep. 18, 2013, is downloadable
from http://phenix.int-evey.fr/jct/doc_end_user/documents/
12Geneva/wgl 1/JCTVC-L1003-v34.zip. Yet another draft of
the HEVC standard, is referred to herein as “WDI10 revi-
sions” described in Bross et al., “Editors’ proposed correc-
tions to HEVC version 1,” Joint Collaborative Team on Video
Coding (JCT-VC) of ITU-T SG16 WP3 and ISO/IEC JTC1/
SC29/WG11, 13 Meeting, Incheon, KR, April 2013, which
asof Sep. 18, 2013, is available from http://phenix.int-evry.fr/
jet/doc_end_user/documents/13_Incheon/wgl 1/JCTVC-
M0432-v3.zip.

For purposes of description, video encoder 20 and video
decoder 30 are described in context of the HEVC or the H.264
standard and the extensions of such standards. The techniques
of this disclosure, however, are not limited to any particular
coding standard. Other examples of video compression stan-
dards include MPEG-2 and ITU-T H.263. Proprietary coding
techniques, such as those referred to as On2 VP6/VP7/VPS,
may also implement one or more of the techniques described
herein.

The techniques of'this disclosure are potentially applicable
to several multiview coding and/or 3D video coding stan-
dards, including the HEVC-based 3D-Video coding (3D-
HEVC). The latest reference software description, as well as

20

30

40

45

50

12

the working draft of 3D-HEVC is available as follows: Ger-
hard Tech, Krzysztof Wegner, Ying Chen, Sehoon Yea, “3D-
HEVC Test Model Description draft 1,” JCT3V-A1005, Joint
Collaborative Team on 3D Video Coding Extension Devel-
opment of ITU-T SG 16 WP 3 and ISO/IEC JTC 1/SC 29/WG
11, 1st Meeting: Stockholm, SE, 16-20 Jul. 2012. The latest
reference software, namely HTM, which as of Sep. 18, 2013,
is available from https://hevc.hhi.fraunhofer.de/svn/
svn_3DVCSoftware/trunk.

The techniques of this disclosure may also be applicable to
the H.264/3D-AVC and H.264/MVC+D video coding stan-
dards, or extensions thereof, as well as other coding stan-
dards. The techniques of this disclosure may at times be
described with reference to or using terminology of a particu-
lar multiview coding or 3D video coding standard; however,
such description should not be interpreted to mean that the
described techniques are limited only to that particular stan-
dard.

As shown in FIG. 1, system 10 includes a source device 12
that generates encoded video datato be decoded at a later time
by a destination device 14. Source device 12 and destination
device 14 comprise any of a wide range of devices, including
a wireless handset such as so-called “smart” phones, so-
called “smart” pads, or other such wireless devices equipped
for wireless communication. Additional examples of source
device 12 and destination device 14 include, but are not lim-
ited to, a digital television, a device in digital direct broadcast
system, a device in wireless broadcast system, a personal
digital assistants (PDA), a laptop computer, a desktop com-
puter, a tablet computer, an e-book reader, a digital camera, a
digital recording device, a digital media player, a video gam-
ing device, a video game console, a cellular radio telephone,
a satellite radio telephone, a video teleconferencing device,
and a video streaming device, or the like.

Destination device 14 may receive the encoded video data
to be decoded via a link 16. Link 16 comprises any type of
medium or device capable of moving the encoded video data
from source device 12 to destination device 14. In one
example, link 16 comprises a communication medium to
enable source device 12 to transmit encoded video data
directly to destination device 14 in real-time. The encoded
video data may be modulated according to a communication
standard, such as a wireless communication protocol, and
transmitted to destination device 14. The communication
medium may comprise any wireless or wired communication
medium, such as a radio frequency (RF) spectrum or one or
more physical transmission lines. The communication
medium may form part of a packet-based network, such as a
local area network, a wide-area network, or a global network
such as the Internet. The communication medium may
include routers, switches, base stations, or any other equip-
ment that may be useful to facilitate communication from
source device 12 to destination device 14.

In some examples, encoded data is output from output
interface 22 to a storage device 33. Similarly, encoded data is
accessed from storage device 33 by input interface 28.
Examples of storage device 33 include any of a variety of
distributed or locally accessed data storage media such as a
hard drive, Blu-ray discs, DVDs, CD-ROMs, flash memory,
volatile or non-volatile memory, or any other suitable digital
storage media for storing encoded video data. In a further
example, storage device 33 corresponds to a file server or
another intermediate storage device that holds the encoded
video generated by source device 12. In these examples,
destination device 14 accesses stored video data from storage
device 33 via streaming or download. The file server is any
type of server capable of storing encoded video data and
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transmitting that encoded video data to the destination device
14. Example file servers include a web server (e.g., for a
website), an FTP server, network attached storage (NAS)
devices, or a local disk drive. Destination device 14 accesses
the encoded video data through any standard data connection,
including an Internet connection. This may include a wireless
channel (e.g., a Wi-Fi connection), a wired connection (e.g.,
DSL, cable modem, etc.), or a combination of both that is
suitable for accessing encoded video data stored on a file
server. The transmission of encoded video data from storage
device 33 may be a streaming transmission, a download trans-
mission, or a combination of both.

The techniques of this disclosure are not necessarily lim-
ited to wireless applications or settings. The techniques may
be applied to video coding in support of any of a variety of
multimedia applications, such as over-the-air television
broadcasts, cable television transmissions, satellite television
transmissions, streaming video transmissions (e.g., via the
Internet), encoding of digital video for storage on a data
storage medium, decoding of digital video stored on a data
storage medium, or other applications. In some examples,
system 10 is configured to support one-way or two-way video
transmission to support applications such as video streaming,
video playback, video broadcasting, and/or video telephony.

In the example of FIG. 1, source device 12 includes a video
source 18, video encoder 20 and an output interface 22. In
some cases, output interface 22 includes a modulator/de-
modulator (modem) and/or a transmitter. In source device 12,
video source 18 includes one or more of a source such as a
video capture device (e.g., a video camera), a video archive
containing previously captured video, a video feed interface
to receive video from a video content provider, and/or a
computer graphics system for generating computer graphics
data as the source video, a combination of such sources, or
any other source. As one example, if video source 24 is a
video camera, source device 12 and destination device 14
may form so-called camera phones or video phones. How-
ever, the techniques described in this disclosure are appli-
cable to video coding in general, and may be applied to
wireless and/or wired applications.

Video encoder 20 encodes the captured, pre-captured, or
computer-generated video. Output interface 22 of source
device 12 is configured to transmit the encoded video data to
destination device 14. The encoded video data may also (or
alternatively) be stored onto storage device 33 for later access
by destination device 14 or other devices, for decoding and/or
playback.

Destination device 14 includes an input interface 28, a
video decoder 30, and a display device 32. In some cases,
input interface 28 includes a receiver and/or a modem. Input
interface 28 of destination device 14 receives the encoded
video data over link 16 or from storage device 33. The
encoded video data communicated over link 16, or provided
on storage device 33, includes a variety of syntax elements
generated by video encoder 20 for use by a video decoder,
such as video decoder 30, in decoding the video data. Such
syntax elements may be included with the encoded video data
transmitted on a communication medium, stored on a storage
medium, or stored a file server.

Display device 32 may be integrated with, or external to,
destination device 14. In some examples, destination device
14 includes an integrated display device and also configured
to interface with an external display device. In other
examples, destination device 14 is a display device. In gen-
eral, display device 32 displays the decoded video data to a
user, and comprises any of a variety of display devices such as
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a liquid crystal display (LCD), a plasma display, an organic
light emitting diode (OLED) display, or another type of dis-
play device.

Video encoder 20 and video decoder 30 each may be imple-
mented as any of a variety of suitable encoder circuitry, such
as one or more microprocessors, digital signal processors
(DSPs), application specific integrated circuits (ASICs), field
programmable gate arrays (FPGAs), discrete logic, inte-
grated circuit (IC), software, hardware, firmware or any com-
binations thereof. In some examples, video encoder 20 and
video decoder 30 may be part of a wireless handset device.
When the techniques are implemented partially in software, a
device may store instructions for the software in a suitable,
non-transitory computer-readable medium and execute the
instructions in hardware using one or more processors to
perform the techniques of this disclosure. Each of video
encoder 20 and video decoder 30 may be included in one or
more encoders or decoders, either of which may be integrated
as part of a combined encoder/decoder (CODEC) in a respec-
tive device. Video encoder 20 is configured to encode video
data and video decoder 30 is configured to decode video data
in accordance with techniques described in this disclosure.

Although not shown in FIG. 1, in some aspects, video
encoder 20 and video decoder 30 are each integrated with an
audio encoder and decoder, and include appropriate MUX-
DEMUX units, or other hardware and software, to handle
encoding of both audio and video in a common data stream or
separate data streams. If applicable, in some examples,
MUX-DEMUX units conform to the ITU H.223 multiplexer
protocol, or other protocols such as the user datagram proto-
col (UDP).

FIG. 2 is a graphical diagram illustrating an example
encoding or decoding order, in accordance with one or more
examples described in this disclosure. For example, the
decoding order arrangement illustrated in FIG. 2 is referred to
as time-first coding. In FIG. 2, S0-S7 each refers to different
views of the multiview video. T0-T8 each represents one
output time instance. An access unit may include the coded
pictures of all the views for one output time instance. For
example, a first access unit includes all of the views S0-S7 for
time instance T0 (i.e., pictures 0-7), a second access unit
includes all of the views S0-S7 for time instance T1 (i.e.
pictures 8-15), and so forth. In this examples, pictures 0-7 are
at a same time instance (i.e., time instance T0), and pictures
8-15 are at a same time instance (i.e., time instance T1).

In FIG. 2, each of the views includes sets of pictures. For
example, view S0 includes set of pictures 0, 8, 16, 24, 32, 40,
48,56, and 64, view S1 includes set of pictures 1,9, 17, 25, 33,
41, 49, 57, and 65, and so forth. Each set includes two pic-
tures: one picture is referred to as a texture view component,
and the other picture is referred to as a depth view component.
The texture view component and the depth view component
within a set of pictures of a view may be considered as
corresponding to one another. For example, the texture view
component within a set of pictures of a view can be consid-
ered as corresponding to the depth view component within the
set of the pictures of the view, and vice-versa (i.e., the depth
view component corresponds to its texture view component
in the set, and vice-versa). As used in this disclosure, a texture
view component and a depth view component that correspond
may be considered to be part of a same view of a single access
unit. The views including both a texture view component and
a depth view component is not required in every example. In
some examples, the views may include only the texture view
component and no depth view component.

The texture view component includes the actual image
content that is displayed. For example, the texture view com-
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ponent may include luma (Y) and chroma (Cb and Cr) com-
ponents. The depth view component may indicate relative
depths of the pixels in its corresponding texture view compo-
nent. As one example, the depth view component may be
similar to a gray scale image that includes only luma values.
In other words, the depth view component may not convey
any image content, but rather provide a measure of the relative
depths of the pixels in the texture view component.

For example, a pixel value corresponding to a purely white
pixel in the depth view component may indicate that its cor-
responding pixel or pixels in the corresponding texture view
component is closer from the perspective of the viewer, and a
pixel value corresponding to a purely black pixel in the depth
view component may indicate that its corresponding pixel or
pixels in the corresponding texture view component is further
away from the perspective of the viewer. The pixel values
corresponding to the various shades of gray in between black
and white indicate different depth levels. For instance, a very
gray pixel in the depth view component indicates that its
corresponding pixel in the texture view component is further
away than a slightly gray pixel in the depth view component.
Because only one pixel value, similar to gray scale, is needed
to identify the depth of pixels, the depth view component may
include only one pixel value. Thus, values analogous to
chroma components are not needed.

The depth view component using only luma values (e.g.,
intensity values) to identify depth is provided for illustration
purposes and should not be considered limiting. In other
examples, any technique may be utilized to indicate relative
depths of the pixels in the texture view component.

In accordance with multiview video coding, the texture
view components are inter-predicted from texture view com-
ponents in the same view or from texture view components in
one or more different views. The texture view components
may be coded in blocks of video data, which are referred to as
“video blocks” and commonly called “macroblocks” in the
H.264 context. Other video coding standards, such as the
HEVC standard, may refer to video blocks as treeblocks or
coding units (CUs).

The pictures of any similar time instance may include
similar content. However, the video content of different pic-
tures in a similar time instance may be slightly displaced in
the horizontal direction relative to one another. For example,
if a block is located at (X, y) in picture 0 of view S0, a block
located at (x+x', y) in picture 1 of view S1 includes similar
video content as the block located at (X, y) in picture 0 of view
S0. In this example, the block located at (x, y) in picture 0 of
view S0 and the block located at (x+x', y) in picture 1 of view
S1 are considered as corresponding blocks. In some
examples, a disparity vector for the block located at (x+x', y)
in picture 1 of view S1 refers to the location of its correspond-
ing block. For example, the disparity vector for the block
located at (x+x', y) is (-x', 0).

In some examples, video encoder 20 or video decoder 30
may utilize the disparity vector of a block in a picture of a first
view to identify the corresponding block in a picture of a
second view. Video encoder 20 and video decoder 20 may, for
example, utilize the disparity vector when performing inter-
view motion prediction or inter-view residual prediction.
Video encoder 20 and video decoder 30 may, for example,
perform inter-view motion prediction by using information of
a reference block of a reference picture in a reference view
determined by the disparity vector of the current block.

FIG. 3 is a conceptual diagram illustrating an example
prediction pattern. In the example of FIG. 3, eight views
(having view IDs “S0” through “S7”) are illustrated, and
twelve temporal locations (“T0” through “T11”) are illus-
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trated for each view. That is, each row in FIG. 3 corresponds
to a view, while each column indicates a temporal location. In
the example of FIG. 3, capital “B” and lowercase “b” are used
to indicate different hierarchical relationships between pic-
tures, rather than different coding methodologies. In general,
capital “B” pictures are relatively higher in the prediction
hierarchy than lowercase “b” frames.

In FIG. 3, view S0 may be considered as a base view, and
views S1-S7 may be considered as dependent views. A base
view includes pictures that are not inter-view predicted. Pic-
ture in a base view can be inter-predicted with respect to other
pictures in the same view. For instance, none of the pictures in
view S0 can be inter-predicted with respect to a picture in any
of views S1-S7, but some of the pictures in view SO can be
inter-predicted with respect to other pictures in view S0.

A dependent view includes pictures that are inter-view
predicted. For example, each one of views S1-S7 includes at
least one picture that is inter-predicted with respect to a pic-
ture in another view. Pictures in a dependent view may be
inter-predicted with respect to pictures in the base view, or
may be inter-predicted with respect to pictures in other depen-
dent views.

A video stream that includes both a base view and one or
more dependent views may be decodable by different types of
video decoders. For example, one basic type of video decoder
may be configured to decode only the base view. In addition,
another type of video decoder may be configured to decode
each of views S0-S7. A decoder that is configured to decode
both the base view and the dependent views may be referred
to as a decoder that supports multiview coding.

Pictures in FIG. 3 are indicated at the intersection of each
row and each column in FIG. 3. The H.264/AVC standard
with multiview coding extensions may use the term frame to
represent a portion of the video, while HEVC standard may
use the term picture to represent a portion of the video. This
disclosure uses the term picture and frame interchangeably.

The pictures in FIG. 3 are illustrated using a shaded block
including a letter, designating whether the corresponding pic-
ture is intra-coded (that is, an I-picture), inter-coded in one
direction (that is, as a P-picture), or inter-coded in multiple
directions (that is, as a B-picture). In general, predictions are
indicated by arrows, where the pointed-to pictures use the
pointed-from picture for prediction reference. For example,
the P-picture of view S2 at temporal location T0 is predicted
from the I-picture of view S0 at temporal location T0.

As with single view video coding, pictures of a multiview
video coding video sequence may be predictively encoded
with respect to pictures at different temporal locations. For
example, the B-picture of view S0 at temporal location T1 has
an arrow pointed to it from the I-picture of view S0 at tem-
poral location T0, indicating that the b-picture is predicted
from the I-picture. Additionally, however, in the context of
multiview video encoding, pictures may be inter-view pre-
dicted. That is, a view component (e.g., a texture view com-
ponent) can use the view components in other views for
reference. In multiview coding, for example, inter-view pre-
diction is realized as if the view component in another view is
an inter-prediction reference. The potential inter-view refer-
ences are signaled in the Sequence Parameter Set (SPS) MVC
extension and can be modified by the reference picture list
construction process, which enables flexible ordering of the
inter-prediction or inter-view prediction references.

FIG. 3 provides various examples of inter-view prediction.
Pictures of view S1, in the example of FIG. 3, are illustrated
as being predicted from pictures at different temporal loca-
tions of view S1, as well as inter-view predicted from pictures
of views S0 and S2 at the same temporal locations. For
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example, the B-picture of view S1 at temporal location T1 is
predicted from each of the B-pictures of view S1 at temporal
locations T0 and T2, as well as the B-pictures of views S0 and
S2 at temporal location T1.

FIG. 3 also illustrates variations in the prediction hierarchy
using different levels of shading, where a greater amount of
shading (that is, relatively darker) frames are higher in the
prediction hierarchy than those frames having less shading
(that is, relatively lighter). For example, all I-pictures in FIG.
3 are illustrated with full shading, while P-pictures have
somewhat lighter shading, and B-pictures (and lowercase
b-pictures) have various levels of shading relative to each
other, but always lighter than the shading of the P-pictures and
the I-pictures.

In general, the prediction hierarchy may be related to view
order indexes, in that pictures relatively higher in the predic-
tion hierarchy should be decoded before decoding pictures
that are relatively lower in the hierarchy. Those pictures rela-
tively higher in the hierarchy can be used as reference pictures
during decoding of the pictures relatively lower in the hier-
archy. A view order index is an index that indicates the decod-
ing order of view components in an access unit. The view
order indices are implied in the sequence parameter set (SPS)
MVC extension, as specified in Annex H of H.264/AVC (the
MVC amendment). In the SPS, for each index i, the corre-
sponding view_id is signaled. The decoding of'the view com-
ponents shall follow the ascending order of the view order
index. If all the views are presented, then the view order
indexes are in a consecutive order from 0 to num_views_mi-
nus_1.

In this manner, pictures used as reference pictures are
decoded before pictures that depend on the reference pictures.
A view order index is an index that indicates the decoding
order of view components in an access unit. For each view
order index i, the corresponding view_id is signaled. The
decoding ofthe view components follows the ascending order
of the view order indexes. If all the views are presented, then
the set of view order indexes may comprise a consecutively
ordered set from zero to one less than the full number of
views.

For certain pictures at equal levels of the hierarchy, the
decoding order may not matter relative to each other. For
example, the [-picture of view S0 at temporal location T0 may
be used as a reference picture for the P-picture of view S2 at
temporal location T0, which, in turn, may be used as a refer-
ence picture for the P-picture of view S4 at temporal location
T0. Accordingly, the I-picture of view S0 at temporal location
T0 should be decoded before the P-picture of view S2 at
temporal location T0, which in turn, should be decoded
before the P-picture of view S4 at temporal location TO.
However, between views S1 and S3, a decoding order does
not matter, because views S1 and S3 do not rely on each other
for prediction. Instead views S1 and S3 are predicted only
from other views that are higher in the prediction hierarchy.
Moreover, view S1 may be decoded before view S4, so long
as view S1 is decoded after views S0 and S2.

In this manner, a hierarchical ordering may be used to
describe views S0 through S7. In this disclosure, the notation
“SA>SB” means that view SA should be decoded before view
SB. Using this notation, S0>S2>S4>56>S7, in the example
of FIG. 2. Also, with respect to the example of FIG. 2, S0>S1,
S2>81, S2>83, S4>83, S4>S5, and S6>S5. Any decoding
order for the views that does not violate this hierarchical
ordering is possible. Accordingly, many different decoding
orders are possible, with limitations based on the hierarchical
ordering.
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In some examples, FIG. 3 may be viewed as illustrating the
texture view components. In these examples, to implement
inter-view prediction (e.g. inter-view motion prediction or
inter-view residual prediction), video encoder 20 or video
decoder 30 may in some cases locate a corresponding block
using a disparity vector and utilize the motion vector of the
corresponding block as a motion vector predictor for the
current block that is to be inter-predicted. The techniques
described in this disclosure determine the disparity vector of
the current block without necessarily needing to derive the
depth view component, and without necessarily relying on a
global disparity vector.

A video sequence typically includes a series of video pic-
tures from a view (e.g., views illustrated in FIGS. 2 and 3). A
group of pictures (GOP) generally comprises a series of one
or more video pictures. A GOP may include syntax data in a
header of the GOP, a header of one or more pictures of the
GOP, or elsewhere, that describes a number of pictures
included in the GOP. Each picture may include picture syntax
data that describes an encoding mode for the respective pic-
ture. Video encoder 20 typically operates on video blocks
within individual video pictures in order to encode the video
data. A video block may correspond to a macroblock, a par-
tition of a macroblock, and possibly a sub-block of a partition,
as defined in the H.264/MVC standard or largest coding units
(LCUs), coding units (CUs), prediction units (PUs), or trans-
form units (TUs), as defined in the HEVC standard. The video
blocks may have fixed or varying sizes, and may differ in size
according to a specified coding standard. Each video picture
may include a plurality of slices. Each slice may include a
plurality of blocks.

As an example, the ITU-T H.264 standard supports intra
prediction in various block sizes, such as 16 by 16, 8 by 8, or
4 by 4 for luma components, and 8x8 for chroma components,
as well as inter-prediction in various block sizes, such as
16x16, 16x8, 8x16, 8x8, 8x4, 4x8 and 4x4 for luma compo-
nents and corresponding scaled sizes for chroma compo-
nents. In this disclosure, “NxN” and “N by N”” may be used
interchangeably to refer to the pixel dimensions of the block
in terms of vertical and horizontal dimensions (e.g., 16x16
pixels or 16 by 16 pixels). In general, a 16x16 block will have
16 pixels in a vertical direction (y=16) and 16 pixels in a
horizontal direction (x=16). Likewise, an NxN block gener-
ally has N pixels in a vertical direction and N pixels in a
horizontal direction, where N represents a nonnegative inte-
ger value. The pixels in a block may be arranged in rows and
columns. Moreover, blocks need not necessarily have the
same number of pixels in the horizontal direction as in the
vertical direction. For example, blocks may comprise NxM
pixels, where M is not necessarily equal to N.

When the block is intra-mode encoded (e.g., intra-pre-
dicted), the block may include data describing an intra-pre-
diction mode for the block. As another example, when the
block is inter-mode encoded (e.g., inter-predicted), the block
may include information defining a motion vector for the
block. This motion vector refers to a reference picture in the
same view, or refers to a reference picture in another view.
The data defining the motion vector for a block describes, for
example, a horizontal component of the motion vector, a
vertical component of the motion vector, a resolution for the
motion vector (e.g., one-quarter pixel precision or one-eighth
pixel precision). In addition, when inter-predicted, the block
may include reference index information such as a reference
picture to which the motion vector points, and/or a reference
picture list (e.g., RefPicList0 or RefPicListl) for the motion
vector.
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The JCT-VC is working on development of the HEVC
standard. The HEVC standardization efforts are based on an
evolving model of a video coding device referred to as the
HEVC Test Model (HM). The HM presumes several addi-
tional capabilities of video coding devices relative to existing
devices according to (e.g., [TU-T H.264/AVC). For example,
whereas H.264 provides nine intra-prediction encoding
modes, the HM may provide as many as thirty-three direc-
tional/angular intra-prediction encoding modes plus DC and
Planar modes.

The working model of the HM describes that a video pic-
ture may be divided into a sequence of treeblocks or largest
coding units (LCU) that include both luma and chroma
samples. A treeblock has a similar purpose as a macroblock of
the H.264 standard. A slice includes a number of consecutive
treeblocks in coding order. A video picture may be partitioned
into one or more slices. Each treeblock may be split into
coding units (CUs) according to a quadtree. For example, a
treeblock, as a root node of the quadtree, may be split into four
child nodes, and each child node may in turn be a parent node
and be split into another four child nodes. A final, unsplit child
node, as a leaf node of the quadtree, comprises a coding node
(i.e., a coded video block). Syntax data associated with a
coded bitstream may define a maximum number of times a
treeblock may be split, and may also define a minimum size of
the coding nodes. Treeblocks are referred to as LCUs in some
examples.

A CU includes a coding node and prediction units (PUs)
and transform units (TUs) associated with the coding node. A
size of the CU corresponds to a size of the coding node and
may square in shape. In some examples, the size of the CU
ranges from 8x8 pixels up to the size of the treeblock with a
maximum of 64x64 pixels or greater. In some examples, each
CU contains one or more PUs and one or more TUs. Syntax
data associated with a CU describe, for example, partitioning
of the CU into one or more PUs. Partitioning modes differ
between whether the CU is skip or direct mode encoded,
intra-prediction mode encoded, or inter-prediction mode
encoded. PUs can be partitioned to be non-square in shape, in
some examples. Syntax data associated with a CU also
describes, for example, partitioning of the CU into one or
more TUs according to a quadtree. A TU can be square or
non-square in shape.

The HEVC standard allows for transformations according
to TUs, which may be different for different CUs. The TUs are
typically sized based on the size of PUs within a given CU
defined for a partitioned L.CU, although this is not always the
case. The TUs are typically the same size or smaller than the
PUs. In some examples, residual samples corresponding to a
CU are subdivided into smaller units using a quadtree struc-
ture known as “residual quad tree” (RQT). The leaf nodes of
the RQT can be referred to as transform units (TUs). Pixel
difference values associated with the TUs are transformed to
produce transform coefficients, which are quantized, in some
examples.

A PU includes data related to the prediction process. For
example, when the PU is intra-mode encoded, the PU
includes data describing an intra-prediction mode for the PU.
As another example, when the PU is inter-mode encoded, the
PU includes data defining a motion vector for the PU. The
data defining the motion vector for a PU describes, for
example, a horizontal component of the motion vector, a
vertical component of the motion vector, a resolution for the
motion vector (e.g., one-quarter pixel precision or one-eighth
pixel precision), a reference picture to which the motion
vector points, and/or a reference picture list (e.g., List 0 or
List 1) for the motion vector.
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A TU is used for the transform and quantization processes.
A given CU having one or more PUs may also include one or
more transform units (TUs). Following prediction, video
encoder 20 may calculate residual values corresponding to
the PU. The residual values comprise pixel difference values
that may be transformed into transform coefficients, quan-
tized, and scanned using the TUs to produce serialized trans-
form coefficients for entropy coding. This disclosure typi-
cally uses the term “video block™ to refer to a coding node of
a CU. In some specific cases, this disclosure may also use the
term “video block™ to refer to a treeblock, i.e., LCU, ora CU,
which includes a coding node and PUs and TUs.

As an example, the HM supports prediction in various PU
sizes. Assuming that the size of a particular CU is 2Nx2N;, the
HM supports intra prediction in PU sizes of 2Nx2N or NxN,
and inter-prediction in symmetric PU sizes of 2Nx2N, 2NxN,
Nx2N, or NxN. The HM also supports asymmetric partition-
ing for inter-prediction in PU sizes of 2NxnU, 2NxnD,
nl.x2N, and nRx2N. In asymmetric partitioning, one direc-
tion of a CU is not partitioned, while the other direction is
partitioned into 25% and 75%. The portion of the CU corre-
sponding to the 25% partition is indicated by an “n” followed
by an indication of “Up”, “Down,” “Left,” or “Right.” Thus,
for example, “2NxnU” refers to a 2Nx2N CU that is parti-
tioned horizontally witha 2Nx0.5N PU on top and a 2Nx1.5N
PU on bottom.

In either the H.264 standard or the HEVC standard, fol-
lowing intra-predictive or inter-predictive coding, video
encoder 20 calculates residual data for the TUs of the CU, in
HEVC or for macroblock in H.264. The PUs comprise pixel
data in the spatial domain (also referred to as the pixel
domain) and the TUs comprise coefficients in the transform
domain following application of a transform (e.g., a discrete
cosine transform (DCT)), an integer transform, a wavelet
transform, or a conceptually similar transform to residual
video data. The residual data may correspond to pixel differ-
ences between pixels of the unencoded picture and prediction
values corresponding to the PUs in HEVC or prediction val-
ues for the macroblock in H.264.

Following any transforms to produce transform coeffi-
cients, video encoder 20 performs quantization of the trans-
form coefficients, in some examples. Quantization generally
refers to a process in which transform coefficients are quan-
tized to possibly reduce the amount of data used to represent
the coefficients, providing further compression. The quanti-
zation process reduces the bit depth associated with some or
all of the coefficients. For example, an n-bit value is rounded
down to an m-bit value during quantization, where n is greater
than m.

In some examples, video encoder 20 utilizes a predefined
scan order to scan the quantized transform coefficients to
produce a serialized vector that can be entropy encoded. In
other examples, video encoder 26 performs an adaptive scan.
After scanning the quantized transform coefficients to form a
one-dimensional vector, in some examples, video encoder 20
entropy encodes the one-dimensional vector according to
context adaptive variable length coding (CAVLC), context
adaptive binary arithmetic coding (CABAC), syntax-based
context-adaptive binary arithmetic coding (SBAC), Probabil-
ity Interval Partitioning Entropy (PIPE) coding or another
entropy encoding methodology, as a few examples. Video
encoder 20 also entropy encodes syntax elements associated
with the encoded video data for use by video decoder 30 in
decoding the video data.

To perform CABAC, video encoder 20 may assign a con-
text within a context model to a symbol to be transmitted. The
context may relate to, for example, whether neighboring val-
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ues of the symbol are non-zero or not. To perform CAVLC,
video encoder 20 may select a variable length code for a
symbol to be transmitted. Codewords in VL.C may be con-
structed such that relatively shorter codes correspond to more
probable symbols, while longer codes correspond to less
probable symbols. In this way, the use of VL.C may achieve a
bit savings over, for example, using equal-length codewords
for each symbol to be transmitted. The probability determi-
nation may be based on a context assigned to the symbol.

As described above, in 3D-HEVC, video encoder 20 and
video decoder 30 may inter-predict a current block within a
current picture of a first view with reference to a reference
block within a reference picture of a second view. Such inter-
prediction is referred to as inter-view prediction. The time
instance of the current picture and the reference picture may
be the same in respective views. In this example, video
encoder 20 or video decoder 30 perform inter-view prediction
across pictures in a same access unit, where pictures in the
same access unit are at the same time instance.

To perform inter-view prediction on the current block,
video encoder 20 or video decoder 30 construct reference
picture lists that identify reference pictures that can be used
for inter-prediction, including pictures that can be used for
inter-view prediction. Inter-prediction (or inter-prediction
encoding or decoding) refers to predicting a current block in
a current picture with respect to a reference block in a refer-
ence picture. Inter-view prediction is a subset of inter-predic-
tion in that in inter-view prediction, the reference picture is in
a view different than the view of the current picture. Accord-
ingly, for inter-view prediction, video encoder 20 and video
decoder 30 add the reference picture in the other view in one
or both of the constructed reference picture lists. The refer-
ence picture in the other view can be identified at any location
within the constructed reference picture lists. As used in this
disclosure, when video encoder 20 is performing inter-pre-
diction (e.g., inter-predicting) on a block, video encoder 20
may be considered as inter-prediction encoding a block.
When video decoder 30 is performing inter-prediction (e.g.,
inter-predicting) on a block, video decoder 30 may be con-
sidered as inter-prediction decoding a block.

In inter-prediction, a motion vector for the current block
identifies a location of the block that is to be used as the
reference block for inter-predicting the current block, and a
reference index into one or both of the constructed reference
picture lists identifies the reference picture that includes the
block that is be used as the reference block for inter-predict-
ing the current block. In multiview coding, there are at least
two types of motion vectors. A temporal motion vector refers
to a temporal reference picture, where a temporal reference
picture is a picture within the same view as the picture that
includes the block to be predicted, and where the temporal
reference picture is displayed earlier or later than the picture
that includes the block to be predicted. A disparity motion
vector refers to a reference picture in a view other than the
view in which the picture that includes the block to be pre-
dicted. When video encoder 20 or video decoder 30 utilizes
temporal motion vectors, video encoder 20 and video decoder
30 are considered as implementing motion-compensated pre-
diction (MCP). When video encoder 20 or video decoder 30
utilizes disparity motion vectors, video encoder 20 and video
decoder 30 are considered as implementing disparity-com-
pensated prediction (DCP), or inter-view prediction.

This disclosure describes techniques for applying a neigh-
boring block based disparity vector (NBDV) generation pro-
cess for purposes of deriving a disparity vector for a current
block ofa current picture. For example, the NBDV generation
process relies on motion vectors of neighboring blocks (e.g.,
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spatially and temporally neighboring blocks) for deriving the
disparity vector for the current block of the current picture.
The disparity vector for the current block of the current pic-
ture may be relative to another view of multiview video data.

For example, in applying the NBDV generation process,
video encoder 20 and video decoder 30 may determine a
disparity vector for a current block based on motion informa-
tion (e.g. a disparity motion vector) of spatial and/or temporal
neighboring blocks, and in some cases based on a derived
disparity vector for neighboring blocks. In other words, a
disparity vector for a current block may be determined by
analyzing the motion vectors of one or more spatial and/or
temporal neighboring blocks that are coded with DCP, and in
some examples, from a derived disparity vector of the neigh-
boring blocks. The techniques of this disclosure may be
implemented by one or both of video encoder 20 and video
decoder 30. These techniques may, for example, be used in
conjunction with HEVC-based multiview video coding and/
or HEVC-based 3D video coding.

Again, for DCP, there is a disparity motion vector that
refers to a block in another view. For example, a temporal
neighboring block may be located in a picture other than the
current picture. A disparity motion vector for the temporal
neighboring block may refer to a block in a view other than a
view that includes the picture that includes the temporal
neighboring block. In other words, the disparity motion vec-
tor refers to an inter-view reference picture that belongs to one
of the set of reference views.

As described above, the disparity motion vector and the
disparity vector should not be confused. Video encoder 20
and video decoder 30 use the disparity motion vector to
identify a video block of a picture in a different view than the
view that includes picture with the block to be predicted, and
uses the pixel values of the identified video block to inter-
predict the block. Video encoder 20 and video decoder 30
need not necessarily use the pixel values of the block referred
to by the disparity vector to inter-predict another video block;
rather, the disparity vector provides a measure of the displace-
ment of the video block in the other view

Examples of the neighboring blocks includes spatially
neighboring blocks (e.g., blocks that neighbor the current
video block that are in the same picture as the current video
block) or temporally neighboring blocks (e.g., blocks that
neighbor or are co-located with the current block but are in the
different picture than the current video block). The picture
that includes the temporally neighboring block is referred to
as a co-located picture. If any of these spatially neighboring
blocks or temporally neighboring blocks is inter-predicted
with a disparity motion vector, video encoder 20 and video
decoder 30 may set the disparity motion vector of one of the
neighboring blocks as the disparity vector for the current
block. In other words, as part of applying the NBDV genera-
tion process, video encoder 20 and video decoder 30 adopt the
disparity motion vector of one of the neighboring blocks as
the disparity vector of the current block. In this way, video
encoder 20 and video decoder 30 may determine the disparity
vector for the current block based on the motion vector infor-
mation of neighboring blocks that are inter-predicted with a
disparity motion vector.

If the disparity motion vector of a spatially neighboring
block is set as the disparity vector for the current block, the
disparity vector is referred to as a spatial disparity vector
(SDV). If the disparity motion vector of a temporally neigh-
boring block is set as the disparity vector for the current block,
the disparity vector is referred to a temporal disparity vector
(TDV).
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In some examples, techniques for using neighboring
blocks to determine the disparity vector are expanded to
include an implicit disparity vector (IDV). The IDV is a
disparity vector of a neighboring block that video encoder 20
and video decoder 30 determined from disparity motion vec-
tors of neighboring blocks of the neighboring block. For
example, during the coding process (e.g., encoding or decod-
ing), video encoder 20 or video decoder 30 may have deter-
mined a disparity vector for a neighboring block (e.g., a
spatially or temporally neighboring block) even if the dispar-
ity vector for the neighboring block was not subsequently
used to inter-predict the neighboring block. This disparity
vector for the neighboring block may potentially be the dis-
parity vector for the current block. For example, video
encoder 20 and video decoder 30 may adopt the derived
disparity vector for the neighboring block as the disparity
vector for the current block. If the derived disparity vector of
a neighboring block is set as the disparity vector for the
current block, the disparity vector is referred to as an implicit
disparity vector (IDV).

In this manner, video encoder 20 and video decoder 30 may
determine a disparity vector for the current block based on a
disparity motion vector for a spatially neighboring block, a
disparity motion vector for a temporally neighboring block,
or a derived disparity vector for a spatially neighboring block
or a temporally neighboring block. As described in more
detail, in some examples, the techniques may not rely on the
derived disparity vector of a temporally neighboring block to
derive the disparity vector for the current block. For instance,
in applying the NBDV generation process, video encoder 20
and video decoder 30 may determine the disparity vector for
the current block without considering any of the IDVs for
blocks that are not in the current picture. Determining the
disparity vector for the current block, with the techniques
described in this disclosure, may promote coding efficiencies
because video encoder 20 and video decoder 30 do not need
to first construct the depth view component to determine
depth, and then utilize the depth information to determine the
disparity vector for the current block.

For instance, for a multiview video sequence, different
views represent different projections of the same real world
scene, which are synchronously captured with multiple cam-
eras. The movement of an object in the real world scene is
projected into all views according to the scene geometry. The
geometry of a scene may be adequately represented by depth
data or disparity vectors. In multiview video coding, disparity
motion compensation is utilized where disparity motion vec-
tor may be chosen as the final motion vector in terms of
rate-distortion. In addition, neighboring blocks may share
almost the same motion information in video coding. More-
over, there may be a high correlation between the motion of
current block and that of temporal blocks in reference pic-
tures. Therefore, if the spatial/temporal neighboring blocks
utilize inter-view prediction, its disparity motion vector can
be treated as a good disparity vector predictor for current
block.

Video encoder 20 and video decoder 30 may define several
spatial and temporal neighboring blocks. Video encoder 20
and video decoder 30 may check the spatial and temporal
neighboring blocks in a pre-defined order based on the prior-
ity of the correlation between the motion information of them
and that of current block. Once a disparity motion vector (i.e.,
amotion vector points to an inter-view reference picture in the
other view) is identified, video encoder 20 and video decoder
30 may convert the disparity motion vector to a disparity
vector. In some examples, the techniques described in this
disclosure may be dependent with the camera parameters.
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Video encoder 20 and video decoder 30 may utilize the
determined disparity vector for the current block for various
purposes. As one example, video encoder 20 and video
decoder 30 may utilize the disparity vector to identify the
block to which the disparity vector refers, and identify the
motion vector for the block to which the disparity vector
refers. Video encoder 20 and video decoder 30 may utilize the
motion vector for the block to which the disparity vector
refers for predicting the motion vector of the current block, as
part of inter-view motion prediction. The concept of inter-
view motion prediction is described in more detail below. As
another example, video encoder 20 and video decoder 30 may
utilize the residual pixel values of the block that is referred to
by the disparity vector for inter-predicting the residual values
of'the current block, as part of inter-view residual prediction.
The disparity vector may be utilized for other coding tools as
well.

To determine which disparity motion vector should be set
as the disparity vector for the current block, video encoder 20
and video decoder 30 may evaluate the disparity motion vec-
tors in a certain order. For instance, video encoder 20 and
video decoder 30 may first determine whether any of the
spatially neighboring blocks are inter-predicted with a dis-
parity motion vector, and if so, set the disparity motion vector
of the spatially neighboring block as the disparity vector for
the current block and end the process of determining the
disparity vector for the current block. If none of the spatially
neighboring blocks are inter-predicted with a disparity
motion vector, video encoder 20 and video decoder 30 may
determine whether temporally neighboring blocks in one or
more candidate pictures are inter-predicted with a disparity
motion vector, and if so, set the disparity motion vector of the
temporally neighboring block as the disparity vector for the
current block and end the process of determining the disparity
vector for the current block. If none of the temporally neigh-
boring blocks are inter-predicted with a disparity motion
vector, video encoder 20 and video decoder 30 may determine
whether a disparity vector for one of the neighboring blocks
exists, and set that disparity vector as the disparity vector for
the current block.

There may be various drawbacks to the example tech-
niques described above. As one example, determining
whether a disparity vector for a neighboring block exists (i.e.,
whether the disparity vector for the current block is an IDV)
requires multiple calls to memory because the respective
memory of video encoder 20 and video decoder 30 (referred
to as a decoded picture buffer (DPB)) may store the disparity
vectors for the neighboring blocks. Such multiple calls to
memory leads to more memory consumption than desirable.

As another example, if video encoder 20 and video decoder
30 elects not to determine whether a disparity vector for a
neighboring block exists (to save memory consumption),
then the number of candidate pictures that video encoder 20
and video decoder 30 needs to access and evaluate to deter-
mine whether video blocks within these candidate pictures
are inter-predicted with a disparity motion vector rises dras-
tically (i.e., potentially all available pictures, and several
blocks within each of the pictures would need to be accessed
and evaluated).

In accordance with this disclosure, in applying the NBDV
generation process for determining the disparity vector for
the current block, video encoder 20 and video decoder 30 may
identify a limited number of pictures that video encoder 20
and video decoder 30 access and evaluate to determine
whether a block within the pictures is inter-predicted with a
disparity motion vector. Also, within the identified pictures,
video encoder 20 and video decoder 30 may access and evalu-
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ate a limited number of blocks to determine whether any of
the blocks in the pictures are inter-predicted with a disparity
motion vector.

Video encoder 20 and video decoder 30 may utilize these
techniques in examples where the IDV is not used and
examples where the IDV is used. For instance, in some
examples, video encoder 20 and video decoder 30 may
remove the IDV information for any picture that is not the
current picture (e.g., information of derived disparity vectors
for all blocks in pictures that are not the current picture). In
these examples, in applying the NBDV generation process,
video encoder 20 and video decoder 30 may not consider any
of the IDVs of temporally neighboring blocks (e.g., blocks
that are not in the current picture) for deriving the disparity
vector of the current block. However, the techniques
described in this disclosure may be applicable to examples
where IDVs of pictures other than the current picture are
maintained.

For example, in applying the NBDV generation process,
video encoder 20 and video decoder 30 may be limited to
identifying only two candidate pictures. In this example,
video encoder 20 may select a first candidate picture, and
signal information in a slice header of a current slice from
which video decoder 30 can determine the first candidate
picture. Video decoder 30 may identify the first candidate
picture from information signaled in the slice header, and
evaluate this first candidate picture to determine whether a
block within this first candidate picture is inter-predicted with
a disparity motion vector.

For instance, as described in more detail below, video
encoder 20 and video decoder 30 may determine a temporal
motion vector predictor (TMVP) as part of advanced motion
vector prediction (AMVP) or merge/skip. The TMVP is a
motion vector for a block in a picture other than the current
picture, and this picture other than the current picture may be
in the same view as the current picture. In some examples,
video encoder 20 and video decoder 30 may utilize the TMVP
to determine the motion vector for the current block, if the
TMVP is selected as the motion vector predictor that is to be
used for determining the motion vector of the current picture.

The picture that includes the block whose motion vector
may be used as the TMVP is referred to as a co-located
picture. In some examples, as part of coding the current block
of'the current picture, video encoder 20 and video decoder 30
may have needed to identify the co-located picture to identify
the TMVP. The techniques described in this disclosure may
leverage the condition that video encoder 20 and video
decoder 30 may already need to identify the co-located pic-
ture by assigning the co-located picture as the first candidate
picture. For instance, to determine the TMVP, video encoder
20 and video decoder 30 may already need to determine the
motion information of one or more temporally neighboring
blocks in the co-located picture. Therefore, video encoder 20
and video decoder 30 may not need to re-access and reevalu-
ate the temporally neighboring blocks of the co-located pic-
ture to determine whether the temporally neighboring blocks
are inter-predicted with a disparity motion vector.

In some examples, video encoder 20 may signal informa-
tion that video decoder 30 utilizes to determine the co-located
picture, which may also be referred to as the first candidate
picture used for disparity vector derivation. For instance,
video encoder 20 may signal a flag that identifies a reference
picture list (e.g., one of RefPicList0 and RefPicListl) and an
index value into the identified reference picture list. Video
decoder 30 utilizes the flag and index value to identify the
co-located picture, which is also one of the two candidate
pictures used for disparity vector derivation.
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In general, the manner in which video encoder 20 and
video decoder 30 select the first candidate picture may be
immaterial to the techniques described in this disclosure, and,
in general, video encoder 20 and video decoder 30 may utilize
any known or yet to be developed technique to select the first
candidate picture. In some examples, one limitation of the
first candidate picture may be that the first candidate picture is
atemporal reference picture. For example, the first candidate
picture may be a reference picture identified in one of the
reference picture lists (e.g., RefPicList0 or RefPicListl) that
video decoder 30 constructs for inter-predicting blocks
within a picture, and the first candidate picture may be in the
same view as the view that includes the block to be inter-
predicted.

The techniques described in this disclosure are directed to
the manner in which video encoder 20 and video decoder 30
may identify the second candidate picture that video encoder
20 and video decoder 30 access and evaluate to determine
whether a block in the second candidate picture is inter-view
predicted with a block in a view other than the view that
includes the second candidate picture. Again, the purpose of
determining whether a candidate picture includes a block that
is inter-view predicted with ablock in a view other than a view
that includes the candidate picture is to use the motion vector
forthe block (which is a disparity motion vector) to determine
the disparity vector of the current block.

For example, video encoder 20 and video decoder 30 deter-
mine one or more candidate pictures (e.g., the first and second
candidate pictures) that include the temporal neighboring
blocks that are to be accessed and evaluated to determine
whether a temporal neighboring block is inter-predicted with
a disparity motion vector. The disparity motion vector of the
temporal neighboring block may refer to an inter-view refer-
ence picture belonging to one of a set of reference views. As
described in more detail, video encoder 20 and video decoder
30 may receive information for one of the candidate pictures,
and may determine the other candidate picture using the
techniques described in this disclosure.

For instance, as described in more detail, for the other
candidate picture, video encoder 20 and video decoder 30
may select the candidate picture from a group of pictures to
determine if a temporal neighboring block in the candidate
picture contains a disparity motion vector that refers to an
inter-view reference picture belong to one of the sets of ref-
erence views based on the properties of each of the pictures of
the group of pictures. The properties of the pictures that video
encoder 20 and video decoder 30 utilize to determine the
candidate picture include one or more of: whether the picture
is a random access picture, the temporal level of the picture,
and the display order of the picture.

It should be understood that the techniques described in
this disclosure are not limited to examples where the first
candidate picture is identified by information signaled in the
slice header. In general, one or more of the techniques
described in this disclosure may be extended to examples
where a first candidate picture is not identified, and may be
extended to examples where a first candidate picture is iden-
tified, but not necessarily in the slice header. The techniques
may also be extended to examples where video encoder 20
and video decoder 30 identify additional candidate pictures
(i.e., the first candidate picture or other candidate pictures)
utilizing techniques other than techniques described in this
disclosure for identitying the second candidate picture.

For purposes of illustration only, the techniques described
in this disclosure are described with respect to video encoder
20 signaling information indicative of a first candidate picture
as part of the slice header, and video decoder 30 identifying
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the first candidate picture from the information signaled as
part of the slice header. However, the techniques may gener-
ally be directed to a manner in which video encoder 20 and
video decoder 30 identify a candidate picture that is accessed
and evaluated to determine whether one of its blocks is inter-
predicted with a disparity motion vector. These techniques
may be applicable regardless of whether video encoder 20
signals information for another candidate picture and regard-
less of whether video encoder 20 and video decoder 30 imple-
ment other techniques to identify additional candidate pic-
tures for access and evaluation.

As described above, the disparity motion vector for a block
in another picture that is used to determine the disparity
vector of the current block is referred to as a temporal dispar-
ity vector (TDV). Accordingly, the techniques described in
this disclosure for applying the NBDV generation process
may be considered as identifying a candidate picture that is
evaluated for TDVs to determine the disparity vector of the
current block. A first of the candidate pictures is identified by
information signaled in the slice header (e.g., the co-located
picture used for TMVP), and a second of the candidate pic-
tures is identified in accordance with the techniques described
in this disclosure.

The techniques for identifying the second candidate pic-
ture may be implicit techniques. For example, unlike the first
candidate picture, to identify the second candidate picture,
video encoder 20 may not need to signal information to video
decoder 30 identifying the second candidate picture. Rather,
video encoder 20 and video decoder 30 may implement sub-
stantially similar techniques, respectively, with substantially
similar information to identify the second candidate picture.
In this way, because video encoder 20 and video decoder 30
implement substantially similar techniques for identifying
the second candidate picture, video encoder 20 and video
decoder 30 may identify the same second candidate picture
without video encoder 20 signaling information identifying
the second candidate picture that video decoder 30 receives.

Once both the first and second candidate pictures are iden-
tified, video encoder 20 may first evaluate the first candidate
picture (e.g., the co-located picture used for TMVP) to iden-
tify a TDV (i.e., a block in the first candidate picture that is
inter-predicted with a disparity motion vector). It should be
understood that video encoder 20 and video decoder 30 may
have already evaluated the blocks within the co-located pic-
ture as part of determining the TMVP. Accordingly, the fol-
lowing description may be somewhat similar to the manner in
which video encoder 20 and video decoder 30 determine the
TMVP, but is described in the context of evaluating blocks for
the purposes of determining whether the blocks are inter-
predicted with a disparity motion vector for disparity vector
derivation for the current block.

In the NBDV generation process, there may be a limited
number of blocks that video encoder 20 evaluates in the first
candidate picture, as described in more detail, which again
may be part of determining the TMVP in some examples. Ifa
TDV exists in the first candidate picture, video encoder 20
utilizes the TDV as the disparity vector for the current block,
and implements various coding tools such as inter-view
motion prediction or inter-view residual prediction using the
disparity vector of the current block.

If no TDV exists in the first candidate picture, video
encoder 20 evaluates the second candidate picture to identify
a TDV (i.e., a block in the second candidate picture that is
inter-predicted with a disparity motion vector). As above,
there may be a limited number of blocks that video encoder 20
evaluates in the second candidate picture, as described in
more detail. If a TDV exists in the second candidate picture,
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video encoder 20 utilizes the TDV as the disparity vector for
the current block, and implements various coding tools such
as inter-view motion prediction or inter-view residual predic-
tion using the disparity vector of the current block.

In some examples, video encoder 20 may evaluate a first
block in the first candidate picture, and if the first block is not
inter-predicted with a disparity motion vector, may evaluate a
first block in the second candidate picture. If the first block in
the second candidate picture is not inter-predicted with a
disparity motion vector, video encoder 20 may evaluate a
second block in the first candidate picture. If the second block
in the first candidate picture is not inter-predicted with a
disparity motion vector, video encoder 20 may evaluate a
second block in the second candidate picture. At any time, if
video encoder 20 determines that a block in one of the first or
second candidate pictures is inter-predicted with a disparity
motion vector, video encoder 20 may cease the evaluation of
blocks in the candidate pictures, and use disparity motion
vector to derive the disparity vector for the current block.
Moreover, in some examples, video encoder 20 may start with
the second candidate picture, and then proceed to the first
candidate picture. Other permutations and combinations may
be possible.

Video decoder 30 may implement substantially similar
techniques as those of video encoder 20 to determine the
disparity vector for the current block. For example, video
decoder 30 may first evaluate the first candidate picture for a
TDV (in the same way as video encoder 20). If no TDV exists,
video decoder 30 may evaluate the second candidate picture
for a TDV (in the same way as video encoder 20). In this
manner, both video encoder 20 and video decoder 30 may
determine the same disparity vector for the current block
without video encoder 20 needing to signal the disparity
vector to video decoder 30. Because video encoder 20 and
video decoder 30 determine the same disparity vector for the
current block, video decoder 30 may be able to decode the
current block in the same way that video encoder 20 encoded
the current block (i.e., decoding with the reciprocal of the
encoding scheme of video encoder 20).

It should be noted that determining the TDV for determin-
ing the disparity vector ofthe current block is not necessary in
every example. For instance, as described above, video
encoder 20 and video decoder 30 may first evaluate spatially
neighboring blocks within the same picture as the block to be
inter-predicted, and if a disparity motion vector for a spatially
neighboring block is identified (i.e., a SDV is identified),
video encoder 20 and video decoder 30 may not proceed with
determining a TDV. In some cases, video encoder 20 and
video decoder 30 may identify an IDV, ifno SDV is identified,
prior to determining whether a TDV exists. I[f no SDV and no
1DV exists, then video encoder 20 and video decoder 30 may
proceed with determining whether a TDV exists. Again,
because video encoder 20 and video decoder 30 implement
the same techniques for identifying the disparity vector, video
encoder 20 need not signal information indicating the dispar-
ity vector of the current block to video decoder 30.

As described above, video encoder 20 signals information
identifying a first candidate picture (e.g., the co-located pic-
ture used for TMVP) for determining a TDV in a slice header
to video decoder 30, and video encoder 20 and video decoder
30 may implement the example techniques described in this
disclosure to identify a second candidate picture for deter-
mining a TDV. For example, video encoder 20 and video
decoder 30 may identify the second candidate picture from a
group of pictures to determine if a temporal neighboring
block in the second candidate picture is inter-predicted (e.g.,
contains) a disparity motion vector that refers to an inter-view
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reference picture belonging to one set of reference views. The
second candidate picture may be a picture stored in a decoded
picture buffer (DPB) of respective video encoder 20 and
video decoder 30. For example, the pictures stored in the DPB
of video decoder 30, when video decoder 30 is to decode the
current picture that includes the current block, may be same
pictures as stored in the DPB of video encoder 20 when video
encoder 20 encoded the current picture that includes the cur-
rent block.

In accordance with the techniques described in this disclo-
sure for applying the NBDV generation process, to identify
the second candidate picture for determining a TDV, video
encoder 20 and video decoder 30 may implement a hierarchi-
cal scheme. For instance, video encoder 20 and video decoder
30 may select the candidate picture from a group of pictures
based on properties of each of the pictures of the group of
pictures. Examples of the properties include one or more of
whether the picture is a random access picture (e.g., a random
access point view component (RAPVC) picture, temporal
level of the picture, and the display order of the picture, all of
which are described in more detail below).

In this hierarchical scheme, video encoder 20 and video
decoder 30 may determine whether a picture stored in the
respective DPB is a random access point view component
(RAPVC) picture, which is also an example of a random
access picture, and if there is a RAPVC picture in respective
DPBs, video encoder 20 and video decoder 30 may identify
the RAPVC picture as the second candidate picture. A
RAPVC picture is described in more detail below.

In some examples, rather than evaluating all of the pictures
in respective DPBs to determine whether a RAPVC picture
exists, video encoder 20 and video decoder 30 may evaluate
pictures identified in a reference picture set (RPS) to deter-
mine whether a RAPVC exists within the pictures identified
in the RPS. A reference picture set identifies pictures that can
be used to inter-predict the current picture and pictures that
follow the current picture in decoding order. All pictures in
the RPS, that can be used to inter-predict the current picture,
are available in the respective DPBs of video encoder 20 and
video decoder 30. However, not all pictures in the respective
DPBs of video encoder 20 and video decoder 30 are identified
in the RPS.

Video encoder 20 may signal information indicative of the
pictures that belong to the RPS to video decoder 30. From the
signaled information indicating which pictures belong to the
RPS, video decoder 30 may determine which pictures in the
RPS are reference pictures that can be used to inter-predict
only pictures following the current picture in decoding order
and which pictures in the RPS are reference pictures that can
be used to inter-predict the current picture.

Video encoder 20 and video decoder 30 may construct
respective reference picture lists (e.g., RefPicList0 or RefPi-
cList0 and RefPicList1) based on the pictures identified in the
RPS that can be used to inter-predict the current picture.
Video encoder 20 and video decoder 30 inter-predict encode
orinter-predict decode, respectively, the current picture based
on pictures identified in the reference picture lists. Not all
pictures in the RPS that can be used to inter-predict the
current picture need to be included in the reference picture
lists.

In some examples, video encoder 20 and video decoder 30
may determine whether a RAPVC picture exists in the entire
RPS. In some example, video encoder 20 and video decoder
30 may determine whether a RAPVC picture exists among
the pictures, identified in the RPS, which can be used for
inter-predicting the current picture, rather than among all
pictures in the RPS. In some examples, video encoder 20 and
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video decoder 30 may determine whether a RAPVC picture
exists in the constructed reference picture lists (e.g., RefPi-
cList0 and RefPicListl). In any of these examples, if video
encoder 20 and video decoder 30 identity a RAPVC picture,
video encoder 20 and video decoder 30 may select the
RAPVC picture as the second candidate picture.

In some cases, video encoder 20 and video decoder 30 may
identify more than one RAPVC picture in the DPB, in the
entire RPS, among the pictures, identified in the RPS, that can
be used for inter-predicting the current picture, or in the
reference picture lists (e.g., in a reference picture list other
than the reference picture list that includes the first candidate
picture, in the same reference picture list that includes the first
candidate picture, or in both reference picture lists). In these
cases, it may be unclear which one of the RAPVC pictures
should be the second candidate picture. If a situation arises
where video encoder 20 and video decoder 30 identify more
than one RAPVC picture, video encoder 20 and video
decoder 30 may determine the relative output or display order
distances between the identified RAPVC pictures and the
current picture. The relative output or display order distance,
in this disclosure, refers to the difference in the display or
output times. For example, if the difference in the time
between when a first picture is displayed or outputted and the
current picture is displayed or outputted is greater than the
different in time between when a second picture is displayed
or outputted and the current picture, then the first picture is
considered to be at a greater distance away from the current
picture than the second picture.

As described above, the picture order count (POC) value of
apicture indicates the display or output time of the picture. In
cases where video encoder 20 and video decoder identify two
or more RAPVC pictures, video encoder 20 and video
decoder 30 may determine the relative distances between the
identified RAPVC pictures and the current picture. Video
encoder 20 and video decoder 30 may select the RAPVC
picture with the shortest distance relative to the current pic-
ture as the second candidate picture.

As an illustrative example, assume that video encoder 20
and video decoder 30 identify a first RAPVC picture and a
second RAPVC picture among the pictures identified in the
RPS or the reference picture lists (as two examples) that can
be used to inter-predict the current picture. Also, assume that
the POC value for the first RAPVC picture is 5, the POC value
for the second RAPVC picture is 8, and the POC value for the
current picture is 6. In this example, the first RAPVC picture
is considered to be closer in distance to the current picture
than the second RAPVC picture because the distance
between the first RAPVC picture and the current picture is
one picture (i.e., 6-=5 equals 1) and the distance between the
second RAPVC picture and the current picture is two pictures
(i.e., 8-6 equals 2).

In some cases, when video encoder 20 and video decoder
30 identify more than two RAPVC pictures, it may be pos-
sible that two of the RAPVC pictures are equally distant from
the current picture and have the shortest distance among all of
the identified RAPVC pictures. In this case, video encoder 20
and video decoder 30 may need to determine which of the two
equally distant RAPVC pictures to select as the second can-
didate picture. It should be understood that for there to be two
RAPVC pictures that are equally distant from the current
picture, one RAPVC picture comes earlier than the current
picture in display or output order and the other RAPVC
picture comes later than the current picture in display or
output order.

Inthe situation where there are two equally distant RAPVC
pictures, video encoder 20 and video decoder 30 may select



US 9,319,657 B2

31
the RAPVC picture, between the two equally distant RAPVC
pictures, that is in the opposite direction from the first candi-
date picture. For example, if the first candidate picture (the
one identified in the slice header) is earlier than the current
picture in output or display order (as indicated by respective
POC values), video encoder 20 and video decoder 30 may
select the RAPVC picture that comes after the current picture
in output or display order as the second candidate picture.
Similarly, if the first candidate picture is later than the current
picture in output or display order, video encoder 20 and video
decoder 30 may select the RAPVC picture that comes prior to
the current picture in output or display order as the second
candidate picture. Other techniques to select one RAPVC
picture among two equally distant RAPVC pictures are pos-
sible (e.g., selecting the RAPVC picture that is in the same
direction as the first candidate picture as the second candidate
picture), and utilizing the location of the first candidate pic-
ture to select one RAPVC picture among two equally distant
RAPVC pictures is provided for purposes of illustration only.

A random access point view component (RAPVC) picture
is based on the random access concept of the HEVC standard
extended to multiview and 3DV extensions. Detailed defini-
tions of the random access point access units, as well as
random access view component are available in the MV-
HEVC working draft specification: JCT3V-A1004, which is
incorporated by reference herein in its entirety. The JCT3V-
A1004 document is available as follows: Gerhard Tech,
Krzysztof Wegner, Ying Chen, Miska Hannuksela, “MV-
HEVC Working Draft 1,” JCT3V-A1004, Joint Collaborative
Team on 3D Video Coding Extension Development of ITU-T
SG 16 WP 3 and ISO/IEC JTC 1/SC 29/WG 11, 1st Meeting:
Stockholm, SE, 16-20 Jul. 2012, and available as of Sep. 18,
2013 from http://phenix.int-evry.fr/jct2/doc_end_user/cur-
rent document.php?id=209.

In general, a RAPVC picture is a picture from which video
coding can begin. For example, no picture that follows the
RAPVC picture in decoding order (which may be different
than display or output order) is inter-predicted with any pic-
ture that precedes the RAPVC picture in decoding order. In
this way, if video encoding or video decoding were to begin
on a RAPVC picture, video encoder 20 can encode pictures
following the RAPVC picture in decoding order and video
decoder 30 can decode pictures following the RAPVC picture
in decoding order even if pictures that precede the RAPVC
picture in decoding order are not available.

In the multiview or 3D extensions of HEVC (e.g.,
3D-HECV), whether a view component is a random access
point ornot (i.e., whether a picture is a RAPVC picture or not)
may depend on the network abstraction layer (NAL) unit type
of'the view component. If the NAL unit type belongs to those
defined in the HEVC standard for random access point (RAP)
pictures, video encoder 20 and video decoder 30 may deter-
mine that the view component is a random access point view
component (or for simplicity, random access point picture of
the current view).

In some examples, the random access functionality may
only apply to the temporal prediction in a way that certain
predictions in the temporal dimension (thus inside a view) are
disabled or constrained similarly as in HEVC base specifica-
tion (i.e., WD 10). However, inter-view prediction for a
RAPVC picture is still possible, and may be typical, to
improve the coding efficiency, similar to the anchor picture in
H.264/MVC. In other words, a RAPVC picture may not be
inter-predicted with another picture in the same view, but may
be inter-view predicted with another picture in another view.
The display or output time of the picture in the other view
used to inter-view predict the RAPVC picture is generally the
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same as the display or output time of the RAPVC picture. In
examples where a RAPVC picture is inter-view predicted, the
RAPVC picture may be a P or B picture (i.e., inter-view
predicted with one other picture making it a P picture, or
inter-view predicted with two other pictures making it a B
picture).

In the above example, to select the second candidate pic-
ture (the information for the first candidate picture being
identified in the slice header), video encoder 20 and video
decoder 30 determine whether one or more RAPVC pictures
are available in the entire DPB, identified in the RPS, identi-
fied in the RPS among pictures in the RPS that are identified
as being used to inter-predict the current picture, or identified
in a reference picture list (e.g., in a reference picture list other
than the reference picture list that includes the first candidate
picture, in the same reference picture list that includes the first
candidate picture, or in both reference picture lists). However,
in some examples, it may be possible that no such RAPVC
picture exists.

If video encoder 20 and video decoder 30 are not able to
identify a RAPVC picture, video encoder 20 and video
decoder 30 may evaluate temporal identification values of
pictures stored in the DPB to select the second candidate
picture. For example, only pictures with temporal identifica-
tion values less than or equal to the temporal identification
value of the current picture can be used to inter-predict the
current picture. Pictures with temporal identification values
greater than the temporal identification value of the current
picture cannot be used to inter-predict the current picture.

The temporal identification values may be useful for pic-
ture extraction purposes. For example, if all pictures with the
highest temporal identification values are removed (i.e., to
reduce bandwidth consumption), then there may be no effect
on video coding because these pictures cannot be used to
inter-predict any of the remaining pictures. Similarly, if all
pictures with the two highest temporal identification values
are removed (i.e., to further reduce bandwidth consumption),
then there may be no effect on video coding because these
picture cannot be used to inter-predict any of the remaining
pictures. However, the removal of such pictures may affect
video quality.

In accordance with the techniques described in this disclo-
sure, if no RAPVC picture is available, video encoder 20 and
video decoder 30 may identify the pictures in the DPB with
the lowest temporal identification values. In some examples,
rather than evaluating all pictures in the DPB, video encoder
20 and video decoder 30 may identify pictures identified in
the RPS with the lowest temporal identification values. In
some examples, rather than evaluating all pictures in the RPS,
video encoder 20 and video decoder 30 may identify pictures
with the lowest temporal identification values from among
the pictures in the RPS that can be used to inter-predict the
current picture. In some examples, rather than evaluating all
pictures in the RPS that can be used to inter-predict the
current picture, video encoder 20 and video decoder 30 may
identify pictures in the reference picture list or lists with the
lowest temporal identification values.

Again, the RPS identifies pictures that can be used to
inter-predict the current picture and pictures following the
current picture in decoding order. Among the pictures iden-
tified in the RPS, some pictures may be used to inter-predict
the current picture and pictures following the current picture
in decoding order, and some picture may be used to inter-
predict only pictures following the current picture in decod-
ing order. Also, video encoder 20 and video decoder 30 may
be configured to construct reference picture lists (RefPicList0



US 9,319,657 B2

33
and RefPicListl), and use one or more of the pictures in
RefPicList0 and RefPicListl to inter-predict blocks of the
current picture.

In some examples, there may be only one picture with the
lowest temporal identification value, and video encoder 20
and video decoder 30 may select this picture as the second
candidate picture. However, in some cases, video encoder 20
and video decoder 30 may identity multiple pictures with the
lowest temporal identification value (e.g., multiple pictures
with the temporal identification value of 0). In these cases,
similarto the RAPVC picture examples above, video encoder
20 and video decoder 30 may identify the picture from among
the pictures with lowest temporal identification value that is
closest in relative output or display order distance to the
current picture based on POC values. If there is only one
picture from among the pictures with the lowest temporal
identification value that is closest to the current picture in
display or output order, video encoder 20 and video decoder
30 may select the picture with lowest temporal identification
value that is closest to the current picture in display or output
order as the second candidate picture.

In some cases, when video encoder 20 and video decoder
30 identify more than two pictures with the lowest temporal
identification value, it may be possible that two of the pictures
with the lowest temporal identification value are equally dis-
tant from the current picture and have the shortest distance
among all of the pictures with the lowest temporal identifica-
tion value. In this case, similar to the above example with
respect to RAPVC pictures, video encoder 20 and video
decoder 30 may need to determine which of the two equally
distant pictures with the lowest temporal identification value
to select as the second candidate picture. Similar to above, it
should be understood that for there to be two pictures with the
lowest temporal identification value that are equally distant
from the current picture, one picture with the lowest temporal
identification value comes earlier than the current picture in
display or output order and the other picture with the lowest
temporal identification value comes later than the current
picture in display or output order.

In the situation where there are two equally distant pictures
with the lowest temporal identification values, video encoder
20 and video decoder 30 may select the picture, between the
two equally distant pictures with the lowest temporal identi-
fication value, that is in the opposite direction from the first
candidate picture. For example, if the first candidate picture
(e.g., the co-located picture used for TMVP) is earlier than the
current picture in output or display order (as indicated by
respective POC values), video encoder 20 and video decoder
30 may select the picture with the lowest temporal identifi-
cation value that comes after the current picture in output or
display order as the second candidate picture. Similarly, if the
first candidate picture is later than the current picture in output
or display order, video encoder 20 and video decoder 30 may
select the picture with lowest temporal identification value
that comes prior to the current picture in output or display
order. Other techniques to select one picture among two
equally distant pictures with the lowest temporal identifica-
tion value are possible (e.g., selecting the picture in the same
direction as the first candidate picture as the second candidate
picture), and utilizing the location of the first candidate pic-
ture to select one picture among two equally distant pictures
with the lowest temporal identification value is provided for
purposes of illustration only.

As described above, certain pictures in the multiview cod-
ing are random access point view component (RAPVC) pic-
tures as defined by the NAL unit type. The HEVC base
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standard (WD10) defined various types of pictures. The fol-
lowing is an overview of the different types of pictures.

There are four picture types that can be identified by the
NAL unit type in HEVC. These are the instantaneous decod-
ing refresh (IDR) picture, the clean random access (CRA)
picture, the temporal layer access (TLA) picture and the
coded picture that is not an IDR, CRA or TLA picture. The
NAL unit type may be part of a NAL unit header, as described
in more detail with respect to FIG. 5.

The IDR and the coded pictures are picture types inherited
from the H.264/AVC specification. The CRA and the TLA
picture types are new in HEVC and not available in the
H.264/AVC specification. The CRA picture is a picture type
that facilitates decoding beginning from any random access
point in the middle of a video sequence that is more efficient
than inserting IDR pictures.

In HEVC, the bitstream starting from these CRA pictures
may be conforming bitstreams. The TLA picture is a picture
type that can be used to indicate valid temporal layer switch-
ing points. In multiview coding, a RAPVC picture may be
similar to a CRA picture in HEVC. However, a CRA picture
in HEVC may not be inter-predicted, but a RAPVC picture
may be inter-predicted with a picture in another view, and not
inter-predicted with a picture in the same view.

For example, in video applications, such as broadcasting
and streaming, users may want to switch channels or jump to
specific parts of the video with minimum delay. Switching
channels or jumping to specific parts of the video may be
enabled by having random access pictures at regular intervals
in the video bitstreams. For example, a user may be able to
skip to a random access picture or, when a user changes
channels, the video content of the changed to channel may
start at a random access picture.

The IDR picture, specified in both H.264/AVC and HEVC
may be used for random access. However, there may be
limitations with using the IDR picture for random access. For
example, an IDR picture starts a coded video sequence and,
when video encoder 20 and video decoder 30 encoder or
decode, respectively, an IDR picture, video encoder 20 and
video decoder 30 empty (i.e., clean out) respective DPBs.
Because the respective DPBs are empty, video encoder 20 and
video decoder 30 may not be able to use pictures following
the IDR in decoding order to inter-predict picture prior to the
IDR picture (i.e., picture following the IDR in decoding order
cannot use pictures prior to the IDR picture as a reference
picture).

In some cases, bitstreams relying on IDR pictures for ran-
dom access may have significantly lower coding efficiency
(e.g., 6%). To improve the coding efficiency, the CRA pic-
tures in HEVC, which is similar to the RAPVC pictures in
multiview coding (e.g., 3D-HEVC), allows pictures that fol-
low the CRA picture in decoding order, but precede the CRA
picture in output order to use pictures decoded before the
CRA picture as reference.

FIG. 4 is a conceptual diagram illustrating an example of
picture types. For instance, FIG. 4 illustrates pictures identi-
fied by their display order. The display order is identified by
picture order count (POC) values. For example, in FIG. 4, the
picture with POC value 24 is the CRA picture, and belongs to
a Group of Pictures (GOP). The GOP also includes pictures
with POC values 17-23. Pictures with POC values 17-23
follow the CRA picture (i.e., the picture with POC value 24)
in decoding order (i.e., pictures with POC values 17-23 are
inter-predicted by the CRA picture with POC value 24 or
inter-predicted by pictures that were inter-predicted by the
CRA picture with POC value 24). However, the pictures with
POC values 17-23 precede the CRA picture with POC value
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24 in output order (i.e., the pictures with POC values 17-23
are displayed earlier than the CRA picture with POC value
24).

In this example, pictures with POC values 17-23 are
referred to as leading pictures of the CRA with POC value 24,
and can be correctly decoded if video decoder 30 starts decod-
ing from an IDR or a CRA picture before the current CRA
picture (i.e., the picture with POC value 24). However, video
decoder 30 may not be able to properly decode pictures with
POC values 17-23 if video decoder 30 starts decoding from
the CRA picture with POC value 24. In these cases, video
decoder 30 discards the leading pictures (i.e., pictures with
POC values 17-23) during the random access decoding.

Furthermore, to prevent error propagation from reference
pictures that may not be available depending on where video
decoder 30 starts decoding, all pictures in the next GOP that
follow the CRA picture with POC value 24 in both decoding
order and output order do not use any picture that precedes the
CRA picture with POC value 24 either in decoding order or
output order as reference. For example, if video decoder 30
starts decoding from the CRA picture with POC value 24,
video decoder 30 discards pictures with POC values 17-23. In
this case, because pictures with POC values 17-23 are not
available, the pictures that follow the CRA picture with POC
value 24 in both decoding and output order do not use any of
the pictures with POC values 17-23 as a reference picture.

Similar random access functionalities are supported in
H.264/AVC with the recovery point supplemental enhance-
ment information (SEI) message. Not all video decoders that
conform to the H.264/AVC standard may support the recov-
ery point SEI message.

In HEVC, a bitstream starting with a CRA picture is con-
sidered as a conforming bitstream. As described above, when
a bitstream starts with a CRA picture, the leading pictures of
the CRA picture may refer to unavailable reference pictures
and hence cannot be correctly decoded. However, also as
described above, HEVC specifies that the leading pictures of
the starting CRA picture are not output, hence the name
“clean random access.”

For establishment of bitstream conformance requirement,
HEVC specifies a decoding process to generate unavailable
reference pictures for decoding of the non-output leading
pictures. However, video decoder 30 does not necessarily
have to follow that decoding process, as long as video decoder
30 can generate identical output compared to when the decod-
ing process is performed from the beginning of the bitstream.
Moreover, in HEVC, a conforming bitstream may contain no
IDR pictures at all, and consequently may contain a subset of
a coded video sequence or an incomplete coded video
sequence. It should be understood that, in HEVC, a conform-
ing bitstream may contain no IDR pictures at all, and conse-
quently may contain a subset of a coded video sequence or an
incomplete coded video sequence.

Besides the IDR and CRA pictures, there are other types of
random access point pictures (e.g., broken link access (BLA)
pictures). For each of the major types of the random access
point pictures, there might be sub-types, depending on how a
random access point picture could be potentially treated by
systems. Each sub-type of random access point picture has a
different NAL unit type.

In the techniques described this disclosure, a RAPVC pic-
ture for multiview coding may be similar to the CRA picture
in the HEVC standard. However, other examples of RAPVC
picture are possible. For instance, the RAPVC picture may be
similar to a TLA or a BLA picture. It may be possible for the
RAPVC picture to be similar to an IDR picture.
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As described above, if video encoder 20 and video decoder
30 determine that a RAPVC picture is not available, video
encoder 20 and video decoder 30 may select the second
candidate picture based on the temporal identification values.
The following describes the manner in which video encoder
20 indicates the temporal identification values of the pictures,
and the manner in which video decoder 30 determines the
temporal identification values of the pictures. Video encoder
20 and video decoder 30 may store the temporal identification
values of the pictures in respective DPBs along with the
pictures.

FIG. 5 is a conceptual diagram illustrating an example of a
network abstraction layer (NAL) unit header. In HEVC, a
two-byte NAL unit header was introduced with the anticipa-
tion that this design is sufficient to support the HEVC scalable
and 3D Video Coding (3DV) extensions (including
3D-HEVCQ), as well as other future extensions. For instance,
the NAL unitheaderillustrated in FIG. 5 may be applicable to
the HEVC base standard, as well as for multiview extensions
such as 3D-HEVC or 3DV.

As illustrated in FIG. 5, the first byte of NAL unit header is
similar to H.264/AVC NAL unit header. In H.264/AVC, the
nal_ref_idc (NRI) was a two bit fixed code word. These two
bits of nal_ref_idc were used to support different transport
priority signaling for supporting data partitioning. In HEVC
and extensions, the removal of data partitioning allowed the
NRI to be reduced by one 1-bit. Furthermore, indicating a
reference picture is enabled by more NAL unit types. So NRI
is completely removed from the NAL unit header, which, in
turn, allowed the size of the nal_unit_type (NALType) field to
increase from five to six bits, providing for twice as many
NAL unit types compared with H.264/AVC and six reserved
bits for extensibility.

As described above, whether a picture is a RAPVC picture
or not may be based on the NAL unit type. Video encoder 20
may include the NAL unit type in the NAL unit header, and
video decoder 30 may parse the NAL unit header to determine
the NAL unit type. Video decoder 30 may then determine
whether the picture is a RAPVC picture or not based on the
NAL unit type.

As illustrated in FIG. 5, the NALType field is a six bit value
starting from the second bit in the NAL unit header to the
seventh bit in the NAL unit header, and follows the forbid-
den_zero bit (F) which is the first bit in the NAL unit header.
The forbidden_zero (F) bit is generally zero to prevent start
code emulations in MPEG-2 systems legacy environments.

The second part of the NAL unit header includes two
syntax elements: reserved_zero_6 bits (R6 bits, 6 bits) tem-
poral id_plus_1 (TIDP, 3 bits). For example, as illustrated in
FIG. 5, the R6 bits is six bits from the eighth bit to the
thirteenth bit in the NAL unit header. With Temporalld
(TIDP), temporal scalability is supported (with the temporal
identifier ranging from 0 to 6 inclusive). Video coding layer
(VCL) NAL units with can be decoded successfully without
accessing any NAL units that have larger Temporalld values.

As illustrated in FIG. 5, video encoder 20 may include the
temporal identification value (plus one) as the last three bits in
the NAL unit header. Video decoder 30 may determine the
temporal identification value of a picture by parsing the last
three bits in the NAL unit header, and then subtracting one.
The temporal identification values may range from zero to
six, and pictures with higher temporal identification value
cannot be used to inter-predict pictures with a lower temporal
identification value.

In the techniques described in this disclosure, to select the
second candidate picture, video encoder 20 and video
decoder 30 may parse the NAL unit headers associated with
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various pictures such as all pictures in the DPB, all pictures in
the RPS (which is a subset of pictures in the DPB), all pictures
in the RPS that can be used to inter-predict the current picture
(which is a subset of pictures identified in the RPS), or all
pictures in the reference picture lists (e.g., in a reference
picture list other than the reference picture list that includes
the first candidate picture, in the same reference picture list
that includes the first candidate picture, or in both reference
picture lists) to identify RAPVC pictures (i.e., parse the NAL-
Type bits in the NAL unit header). If video encoder 20 and
video decoder 30 identify only one RAPVC picture, video
encoder 20 and video decoder 30 may select that RAPVC
picture as the second candidate picture, and if video encoder
20 and video decoder 30 identify multiple RAPVC pictures,
video encoder 20 and video decoder 30 may identify one of
these RAPVC picture as the second candidate picture based
on relative distances to the current picture, and possibly,
based on the location of the first candidate picture relative to
the current picture, as described above.

Ifvideo encoder 20 and video decoder 30 determine that no
RAPVC picture is available based on the NALType bits in the
NAL unit header, video encoder 20 and video decoder 30 may
parse the NAL unit headers associated with various pictures
to identify pictures with the lowest temporal identification
values (i.e., parse the TIDP bits in the NAL unit headers to
identify pictures with lowest temporal identification values).
If video encoder 20 and video decoder 30 identify only one
picture with the lowest temporal identification value, video
encoder 20 and video decoder 30 may select that picture as the
second candidate picture, and if video encoder 20 and video
decoder 30 identify multiple pictures with the lowest tempo-
ral identification value, video encoder 20 and video decoder
30 may select one of these pictures with the lowest temporal
identification value as the second candidate picture based on
relative distances to the current picture, and possibly, based
on the location of the first candidate picture relative to the
current picture, as described above.

As described above, in some examples, video encoder 20
and video decoder 30 may utilize the determined disparity
vector for the current block of inter-view residual prediction.
In video coding, video encoder 20 signals the difference (i.e.,
residual) between the current block and the block that is to be
used for inter-prediction. Video decoder 30 utilizes the
residual to reconstruct the current block from the block used
for inter-prediction. In some examples, it may be possible to
further reduce the amount of residual information that needs
to be signaled. For example, video encoder 20 may further
subtract the residual values of the block referred to by the
determined disparity vector from the difference between the
current block and the block that is used for inter-prediction.
This additional subtraction may reduce the amount of
residual information that video encoder 20 needs to signal.

For example, video decoder 30 may determine the residual
of'the current block, which is difference in the pixel values of
the current block and the block used for inter-prediction based
on the block referred to by the disparity vector of the current
block (i.e., via inter-view residual prediction). After video
decoder 30 determines the residual for the current block,
video decoder 30 may add the residual values to the pixel
values of the block used to inter-predict the current block to
determine the pixel values of the current block (i.e., inter-
prediction decode the current block).

As also described above, in some examples, video encoder
20 and video decoder 30 may utilize the determined disparity
vector for the current block for inter-view motion prediction.
Inter-view motion prediction refers to identifying the block to
which the determined disparity vector refers, and utilizing the
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motion information of the block to which the determine dis-
parity vector refers as a predictor for predicting the motion
information of the current block. For example, the motion
vector or vectors of the block to which the determined dis-
parity vector refers may be candidates for advanced motion
vector prediction (AMVP) mode or merge/skip mode lists.

In merge/skip mode and AMVP mode, video encoder 20
and video decoder 30 each construct a list of candidate motion
vector predictors. Video encoder 20 and video decoder 30
may implement substantially similar techniques to construct
respective lists of candidate motion vector predictors such
that the candidate motion vector predictors identified in the
list are the same for both video encoder 20 and video decoder
30.

For example, in merge/skip mode and AMVP mode, video
encoder 20 and video decoder 30 construct the list of candi-
date motion vector predictors based on motion information of
spatially and temporally neighboring blocks. In some
examples, video encoder 20 and video decoder 30 may
include the motion information of the block referred to by
determined disparity vector as another candidate in the list of
candidate motion vector predictors. If there is no motion
vector for block referred to by the disparity vector, video
encoder 20 and video decoder 30 may convert the disparity
vector to a disparity motion vector and add the disparity
motion vector the list of candidate motion vector predictors.

For both merge/skip mode or AMVP mode, video encoder
20 signals an index into the list of candidate motion vector
predictors that video decoder 30 receives. Video decoder 30
then identifies the motion information (e.g., reference pic-
tures and motion vector or vectors) from the signaled index
into the list of candidate motion vector predictors, and deter-
mines the motion vector for the current block based on the
identified motion information.

For example, in merge/skip mode, video decoder 30
receives an index into the list of candidate motion vector
predictors and identifies motion information stored in the list
of candidate motion vector predictors based on the signaled
index. Video decoder 30 determines the reference index, the
reference picture list associated with the reference index, and
the motion vector from the identified motion information.
Video decoder 30 then adopts the determined reference index,
the reference picture list associated with the reference index,
and the motion vector from the identified motion information
as the motion information for the current block. In other
words, the current block inherits the motion information of
the block identified by the index into the list of candidate
motion vector predictors.

In some examples, in merge/skip mode, if the block iden-
tified by the index into the list of candidate motion vector
predictors refers to a temporally neighboring block, video
decoder 30 may not adopt the reference index and reference
picture list associated with the reference index. Video decoder
30 may utilize any known technique or any technique that is
to be developed to determine the reference index into the
reference picture list (e.g., select index zero into one or both
of' the reference picture lists).

In this way, video decoder 30 may determine the motion
information for the current block in merge/skip mode. Again,
the motion information for the block identified by the dispar-
ity vector may be one of the candidates in the list of candidate
motion vector predictors that is identifiable by the index into
the list of candidate motion vector predictors. In merge mode,
video decoder 30 may also receive residual data between the
current block and the block referred to by the determined
motion information, and video decoder 30 may utilize the
residual data to determine the pixel values of the current
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block. In skip mode, video decoder 30 may not receive
residual data between the current block and the block referred
to by the determined motion information. In this example,
video decoder 30 may assume the residual data to be zero (i.e.,
set the pixel values of the current block to be equal to those of
the block referred to by the determined motion information).

AMVP mode may be similar to merge/skip mode; how-
ever, in addition to receiving an index to the list of candidate
motion vector predictors, video decoder 30 may also receive
a reference index values for reference picture list(s) from
video encoder 20 and motion vector difference(s). The
motion vector difference may be the difference in the motion
vector between the motion vector of the block identified by
the index into the list of candidate motion vector predictors
and the actual motion vector of the current block.

For example, video decoder 30 may determine the motion
vector of the block identified by the index into the list of
candidate motion vector predictors. Video decoder 30 may
add or subtract the value of the motion vector of the block
identified by the index into the list of candidate motion vector
predictors with the signaled motion vector difference to deter-
mine the motion vector for the current block. In addition,
video decoder 30 may determine the reference picture to
which the determined motion vector refers based on the sig-
naled information indicating the reference picture list and the
signaled index into that reference picture list.

In this way, video decoder 30 may determine the motion
information for the current block in AMVP mode. Similar to
merge/skip mode, video encoder 20 and video decoder 30
may include the motion information for the block identified
by the determined disparity vector of the current block as one
of the candidates in the list of candidate motion vector pre-
dictors.

As described above, for merge/skip mode and AMVP
mode, video encoder 20 and video decoder 30 construct a list
of candidate motion vector predictors. The following
describes example ways in which to construct a list of candi-
date motion vector predictors. As described in more detail,
video encoder 20 and video decoder 30 may evaluate the
motion information of spatially and temporally neighboring
blocks. In some examples, if the motion information of a
spatial neighboring block is used to determine the motion
information for the current block, the motion information of
the spatial neighboring block may be referred to as a spatial
motion vector predictor (SMVP). If the motion information
of a temporal neighboring block is used to determine the
motion information for the current block, the motion infor-
mation of the temporal neighboring block may be referred to
as a temporal motion vector predictor (TMVP). In some
examples, video encoder 20 and video decoder 30 may scale
the motion vector information of the temporally neighboring
block based on the POC value if the motion information of a
temporal neighboring block is to be included in the list of
candidate motion vector predictors.

FIG. 6 shows an example of a current block 601 and five
spatial neighboring blocks (602, 603, 604, 605, and 606). In
single view video coding, motion information of the five
spatial neighbors may be used, for example, to construct an
advance motion vector prediction (AMVP)/merge mode can-
didate list for merge mode or AMVP. Additionally, a temporal
neighbor of block 601 may also be used to construct these
candidate lists. The temporal neighbor (not shown in FIG. 6)
may, for example, be a co-located block in a picture of a
different temporal instance, or a co-located block in a picture
of the same time instance, but in the a different view. To avoid
confusion, the term co-located picture is used to refer to the
picture that includes the temporally neighboring block.
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In multiview coding, the motion information of spatial
neighbors and temporal neighbors can be used to generate the
AMVP/merge mode candidate list as in single view coding,
but in multiview video coding temporal neighboring blocks
may also be found in any reference pictures, including tem-
poral reference pictures of the same view and an inter-view
reference picture of a second view. As mentioned above, these
pictures of the second view can be used to predict blocks of
video data in a first view using a disparity motion vector.
According to the techniques of this disclosure, motion infor-
mation of' the five spatial neighboring blocks shown in FIG. 6
as well as motion information of temporal neighboring blocks
may be used to determine disparity vectors for a current block
of a current picture (e.g. block 601 in FIG. 6).

As will be made clear in the description below, which
spatial neighboring blocks and which temporal neighboring
blocks are used for determining a disparity vector for the
current block can be derived in a flexible manner. A disparity
vector for the current block may also be derived in a fixed
manner for a given multiview codec. The one or more spatial
neighboring blocks may include spatial neighboring blocks
which are to be accessed by existing coding tools in two-
dimensional (2D) video codecs. In some implementations,
the spatial neighboring blocks considered and the order in
which the neighboring blocks are considered may be the same
as the spatial neighboring blocks for deriving a candidate list
as part of an AMVP process defined in HEVC, or be the same
as the spatial neighboring blocks for deriving a candidate list
for as part of a merge process defined in HEVC. As one
example, referring back to FIG. 6 when constructing a can-
didate list for merge/skip or AMVP, video encoder 20 and
video decoder may consider the candidates in the order of
block 605 first, then block 603, then block 602, then block
606, and finally block 604.

In FIG. 6, a luma location (xP, yP) specifies the top-left
luma sample of block 601 relative to the top-left sample of the
current picture that includes block 601. Accordingly, the top-
left luma same of a current block, referred to in this examples
as PU “N”, relative to the top-left sample of the current
picture is (xN, yN). Variables nPSW and nPSH denote the
width and height of block 601 for luma. In this example, (xN,
yN), with N being replaced by 606, 605, 604, 603, and 602 to
identify one of blocks 602-606 is defined as (xP-1,
yP+nPSH), (xP-1, yP+nPSH-1), (xP+nPSW, yP-1), (xP+
nPSW-1, yP-1) or (xP-1, yP-1), respectively. In this man-
ner, video decoder 30 determines the location of the spatially
neighboring blocks. According to the techniques of this dis-
closure, motion information of these spatially neighboring
blocks (e.g. blocks 602-606) can be evaluated as part of
determining a disparity vector for block 601.

The following description explains ways in which video
encoder 20 or video decoder 30 can identify temporal neigh-
boring blocks. If those temporal neighboring blocks were
coded using DCP, then the disparity motion vectors used to
code the temporal neighboring blocks may be used to deter-
mine a disparity vector for the current block. Video encoder
20 and video decoder 30 may identify temporal neighboring
blocks by first identifying temporal pictures, and then within
the identified temporal pictures, identifying co-located or
neighboring blocks. Multiple temporal pictures may be iden-
tified, and thus, multiple temporal neighboring blocks may
also be identified.

However, in accordance with the techniques described in
this disclosure, rather than identifying multiple temporal pic-
tures, video encoder 20 and video decoder 30 may identify
two candidate pictures. As described above, the first candi-
date picture may be a picture whose information is identified
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in the slice header (e.g., the co-located picture used for
TMVP). The second candidate picture may be a RAPVC
picture, potentially from a plurality of RAPVC pictures. If a
RAPVC picture is not available, then the candidate picture
may be the picture with the lowest temporal identification
value, possibly from a plurality of pictures that each has the
lowest temporal identification value.

In one example, the same picture used for temporal motion
vector prediction (TMPV) in HEVC may be used as a first
candidate picture for identifying a temporal neighboring
block in accordance with the techniques of this disclosure. In
HEVC, the picture parameter set (PPS) includes a flag
enable_temporal_mvp_flag. When a particular picture with a
temporal identification value equal to zero refers to a PPS
having enable_temporal_mvp_flag equal to zero, video
encoder 20 and video decoder 30 may mark all pictures in the
DPB as “unused for temporal motion vector prediction,” and
no motion vector from picture before that particular picture in
decoding order would be used as a temporal motion vector
predictor in decoding of the current picture or a picture fol-
lowing the current picture in decoding order.

The co-located picture (which may also be the first candi-
date picture) used for temporal motion vector prediction in
HEVC may be indicated by the collocated_ref idx index
value in one of the reference picture lists for the picture that
includes current block to be inter-predicted. The collocat-
ed_ref idx index value may identify a picture in the same
view as the picture that includes the block to be inter-pre-
dicted, or a picture in a different view as the picture that
includes the block to be inter-predicted. In either of these
examples, the picture identified by the collocated_ref idx
index value may include one or more temporally neighboring
blocks. Video encoder 20 signals a flag (e.g,
collocated_from_10_flag) that indicates whether the co-lo-
cated picture is identified in RefPicList0 or RefPicListl. For
example, if the flag value is 1, then video decoder 30 deter-
mines that the co-located picture is identified in RefPicList0,
and if the flag value is 0, then video decoder 30 determine that
the co-located picture is identified in RefPicList1.

In some examples, for a B slice, video encoder 20 and
video decoder 30 may construct a combined list (RefPi-
cListC) based on the finally constructed reference picture lists
(RefPicList0 and RefPicListl). Video encoder 20 and video
decoder 30 may further modify the combined reference pic-
ture list if the modification syntax is present.

A temporal picture, however, is not limited to being the
same picture used for temporal motion vector prediction in
HEVC. A temporal picture can be any picture in the decoded
picture buffer (DPB). A temporal picture typically refers to a
picture in the reference picture lists ofthe current picture orin
the decoded picture buffer that belongs to the same view as
the current picture. In some cases a temporal picture can also
be an inter-view reference picture of the current picture. For
example, temporal pictures may include all entries or a subset
of entries of reference picture list 0 (RefPicList0) if the cur-
rent slice is inter-coded and may include all entries or a subset
of entries of RefPicList0 and RefPicList1 if the current slice
is coded as a B slice.

Once video encoder 20 and video decoder 30 identify the
temporal pictures (i.e., candidate pictures) using one or more
of the techniques described above, video encoder 20 and
video decoder 30 can identify one or more temporal neigh-
boring blocks in the candidate pictures. Video encoder 20 and
video decoder 30 may, for example, identify as a temporal
neighboring block the co-located block in the temporal pic-
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ture. A co-located block generally refers to ablock that has the
same relative location in a temporal picture as the current
block has in a current picture.

For example, video encoder 20 and video decoder 30 may
determine the location of a co-located largest coding unit
(CLCU) in the candidate picture. The CLCU may encompass
the same area in the candidate picture that the current block
encompasses in the current picture. However, in some
examples, the CLCU may encompass a larger area in the
candidate picture than the area that the current block encom-
passes in the current picture. In other words, the CLCU and
the current block may encompass the same area in respective
pictures, but, in some examples, the CLCU may encompass
additional area in the candidate picture.

In some examples, video encoder 20 and video decoder 30
may determine whether the block that is in the center-bottom-
right of the CL.CU in the candidate picture is inter-predicted
with a disparity motion vector, and if so, set that disparity
motion vector as the disparity vector for the current block. If,
however, the center-bottom-right block of the CLCU in the
candidate picture is not inter-predicted with a disparity
motion vector, video encoder 20 and video decoder 30 may
determine whether a block to the bottom-right of the CLCU is
inter-predicted with a disparity motion vector. If so, video
encoder 20 and video decoder 30 may set the disparity motion
vector as the disparity vector for the current.

In some examples, rather than starting with the center-
bottom-right, video encoder 20 and video decoder 30 may
start with the block on the bottom-right of the CLCU in the
candidate picture, and if the bottom-right block is not inter-
predicted with a disparity motion vector, video encoder 20
and video decoder 30 may proceed with the center-bottom-
right block. Other examples of neighboring blocks may be
possible, and the techniques described in this disclosure
should not be considered limited to center-bottom-right block
and the bottom-right block. In some examples, video encoder
20 and video decoder 30 may evaluate only the center-bot-
tom-right block within the CLCU and the bottom-right block
to the CLCU in the candidate picture.

In some examples, if the neither of these blocks are inter-
predicted with a disparity motion vector, video encoder 20
and video decoder 30 may evaluate the next candidate picture.
For instance, video encoder 20 and video decoder 30 may
start with the first candidate picture and determine whether a
neighboring block (i.e., the center-bottom-right block
encompassed by the CLCU or the bottom-right block of the
CLCU) is inter-predicted with a disparity motion vector. If so,
video encoder 20 and video decoder 30 may set the disparity
motion vector as the disparity vector of the current block. If
not (no disparity motion vector for the neighboring blocks),
video encoder 20 and video decoder 30 may evaluate the
second candidate picture in a substantially similar manner,
where video encoder 20 and video decoder 30 identified the
second candidate picture utilizing the example techniques
described in this disclosure.

In some examples, video encoder 20 and video decoder 30
may evaluate the center-bottom-right block encompassed by
the CLCU of the first candidate picture to determine if the
block is inter-predicted with a disparity motion vector. If the
block is not inter-predicted with a disparity motion vector,
video encoder 20 and video decoder 30 may evaluate the
center-bottom-right block encompassed by the CLCU of the
second candidate picture to determine if the block is inter-
predicted with a disparity motion vector. If the block is not
inter-predicted with a disparity motion vector, video encoder
20 and video decoder 30 may evaluate the bottom-right block
of'the CL.CU of the first candidate picture to determine if the
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block is inter-predicted with a disparity motion vector. If the
block is not inter-predicted with the disparity motion vector,
video encoder 20 and video decoder 30 may evaluate the
bottom-right block of the CLCU of the second candidate
picture.

Other permutations and combinations may be possible. For
example, video encoder 20 and video decoder 30 may start
with the second candidate picture and then proceed to the first
candidate picture. As another example, video encoder 20 and
video decoder 30 may start with the bottom-right block and
then proceed to the center-bottom-right block of the CLCU.
Other examples are possible and are contemplated by the
techniques of this disclosure.

As described above, video encoder 20 and video decoder
30 may construct a list of candidate motion vector predictors
as part of AMVP or merge/skip mode. To construct the list of
candidate motion vector predictors, video encoder 20 and
video decoder 30 may have stored the motion information.
Video encoder 20 and video decoder 30 may apply compres-
sion techniques to reduce the amount of motion information
that needs to be stored, as well as reduce the memory band-
width spent on storing and loading motion information for
merge/skip mode and AMVP mode. The manner in which
video encoder 20 and video decoder 30 store the motion
information for spatially neighboring block is described in
more detail with respect to FIG. 7.

For temporally neighboring blocks, video encoder 20 and
video decoder 30 compress the motion vector by a factor of
16, as one example. For instance, video encoder 20 and video
decoder 30 may downsample the motion vector field by a
factor of four in both the horizontal and vertical direction.
This results in the same motion vector for each 16x16 region.
For example, a block size may be 4x4. With compression by
a factor of 16, each 4x4 block within the 16x16 region is
assigned the same motion vector. In this way, video encoder
20 and video decoder 30 may store one motion vector for the
16 4x4 blocks within a 16x16 region, which results in fewer
information that needs to be stored and fewer information that
needs to be retrieved, as compared storing motion vectors for
all 16 4x4 blocks.

FIG. 7 is a conceptual diagram illustrating a manner in
which motion vector information is stored. FIG. 7 illustrates
line bufter 700. Line buffer 700 stores motion vector for
blocks that spatially located above the current block that is to
be predicted. Blocks 0-15 in FIG. 7 are each 4x4 blocks.

The motion vector information includes the inter-predic-
tion direction, reference picture index, and motion vector
(MV). In some examples, video decoder 30 does not store the
motion vector information for each one of blocks 0-15 in line
buffer 700. Rather, video decoder 30 stores the motion vector
information for two of every four blocks within line buffer
700. This results in 2:1 motion vector information compres-
sion for one line, and results in less information that needs to
be stored in line buffer 700.

For example, the motion vector information for each one of
blocks 0-3 may be different. In this example, although the
motion vector information for block 0 and block 1 is different,
when storing, the block 0 and block 1 share the same motion
vector information, and video decoder 30 stores one set of
motion vector information for both of blocks 0 and 1 in line
buffer 700. In FI1G. 7, the video decoder 30 stores the motion
vector information for block 0 as the motion vector informa-
tion for both block 0 and block 1. In this case, the motion
vector information for block 1 may be lost, and the motion
vector information for block 0 is preserved.

Similarly, in this example, although the motion vectors for
blocks 2 and 3 are different, when storing, blocks 2 and 3
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share the same motion vector information, and video decoder
30 may store one set of motion vector information for both of
block 2 and block 3 in the line buffer. In some examples, video
decoder 30 stores the motion vector information for block 3 as
the motion vector for the both blocks 2 and 3. In this case, the
motion vector information for block 2 is lost, and the motion
vector information for block 3 is preserved.

In other words, for motion vector information compression
for line buffer reduction, video decoder 30 does not store the
motion vector information for both block 0 and block 1 in line
buffer 700. Rather, video decoder 30 stores the motion vector
information of block 1 in line buffer 700, and the motion
vector information of block 0 may be lost. Similarly, video
decoder 30 stores the motion vector information of block 3 in
line buffer 700, and the motion vector information of block 2
may be lost.

In FIG. 7, the darkened blocks indicate the blocks whose
motion vector information is stored. The arrows indicate the
block whose motion vector information is now represented by
the stored motion vector information. As illustrated, because
the motion vector information for half of the blocks is lostand
represented by motion vector information for the other half of
the blocks, only half'the memory is required in line buffer 700
as compared to the case where the motion vector information
for all of the blocks is stored.

In 3D-HEVC, in some cases, deriving the disparity vector
based on the IDV may require memory bandwidth two times
larger than that for the original compressed vectors. The
additional memory bandwidth may be because of the flag of
IDV that needs to be stored for every access unit. Also, if the
1DV is for a previously coded picture, video encoder 20 and
video decoder 30 may need to unnecessarily access the DPB
to retrieve the IDV information. Accordingly, in some
examples, video encoder 20 and video decoder 30 may not
rely on the IDVs of blocks in pictures other than the current
picture for deriving the disparity vector, and may remove the
IDVs of blocks in picture other than current picture from the
DPB.

The techniques described with respect to FIG. 7 are one
way for implementing motion vector information compres-
sion for spatial neighboring blocks, and downsampling is one
way for implementing motion vector information compres-
sion for temporal neighboring blocks. There may be other
ways for implementing motion vector information compres-
sion, and the techniques described in this disclosure are not
limited to any specific way for implementing motion vector
information compression.

As described above, the techniques described in this dis-
closure are directed to the manner in selecting candidate
pictures based on whether a picture is a RAPVC picture
and/or based on the temporal identification value of a picture.
The following describes an example manner in which to
determine the candidate pictures that may require more pro-
cessing than the techniques described in this disclosure.

In these other techniques (i.e., techniques not in accor-
dance with the techniques described in this disclosure), video
encoder 20 and video decoder 30 may construct a candidate
picture list. All the reference picture from the current view
may be treated as candidate pictures, in contrast to the tech-
niques described in this disclosure where two pictures may be
candidate pictures. In these other techniques, video encoder
20 and video decoder 30 may first insert the co-located ref-
erence picture in the candidate picture list, followed by the
rest of candidate pictures in the ascending order of reference
index. When the reference pictures with the same reference
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index in both reference picture lists are available, the one in
the same reference picture list of the co-located picture pre-
cedes the other one.

FIG. 8 is a conceptual diagram illustrating an example of a
candidate picture list construction process in accordance with
techniques that are not necessarily techniques that video
encoder 20 and video decoder 30 implement. As illustrated,
the current picture is located in view V1 at time T2. The
current picture includes the current block to be inter-pre-
dicted. The current picture includes two types of reference
pictures (i.e., temporal reference pictures in view V1, and
inter-view reference picture in view V0). The co-located pic-
ture at time T3, view V1 is denoted by Ref0, List1 (as signaled
by video encoder 20). In these other techniques, the final
candidate picture list will be picture at T3, followed by picture
atT1, followed by picture at T4, and then picture at T0, and all
of them are from view V1.

In these other techniques, for each candidate picture in the
candidate picture list, video encoder 20 and video decoder 30
may evaluate three candidate regions for deriving the tempo-
ral neighboring blocks. The first region is the co-located
region of the current PU or current CU (i.e., of the current
block), and is referred to as CPU. The second region is the
largest coding unit (LCU) covering the co-located region of
the current PU (i.e., of the current block), and is referred to as
CLCU. The third region is bottom-right 4x4 block of the
CPU, and is referred to as BR.

In these other techniques, because smaller blockina 16x16
block share the same motion information as a result of motion
compression, video encoder 20 and video decoder 30 may
evaluate only one sample block for a disparity motion vector
to determine the disparity vector for the current block. If a
region covers more than one 16x16 block, video encoder 20
and video decoder 30 may evaluate all of the 16x16 blocks in
the region in raster scan order.

In some examples, including for the example techniques
described in this disclosure, video encoder 20 and video
decoder 30 may first check spatially neighboring blocks to
determine whether any of the spatially neighboring blocks are
inter-predicted with a disparity motion vector. If no spatially
neighboring blocks are inter-predicted with a disparity
motion vector, video encoder 20 and video decoder 30 may
proceed with temporal neighboring blocks of the picture
identified in the candidate list of pictures. For example, for
each candidate picture in the candidate picture list, video
encoder 20 and video decoder 30 may first check the CPU,
CLCU, and BR for the first non-base view, or BR, CPU,
CLCU for the second non-base view.

In the techniques described in this disclosure, the number
of candidate pictures to evaluate may be limited to two pic-
tures (i.e., the candidate picture list includes two pictures),
which reduces the number of pictures that need to be accessed
and evaluated as compared to some other techniques. More-
over, rather than checking three regions within each of the
candidate pictures, video encoder 20 and video decoder 30
may evaluate two regions (e.g., the center-bottom-right and
bottom-right blocks within the candidate pictures) to deter-
mine whether either is inter-predicted with a disparity motion
vector, which reduces the number of regions to evaluate.

As described above, a disparity motion vector of a spatial
neighboring block that is used to determine the disparity
vector for the current block is referred to as a spatial disparity
vector (SDV), and a disparity motion vector of a temporal
neighboring block that is used to determine the disparity
vector for the current block is referred to as a temporal dis-
parity vector (TDV). As also described above, in some
examples, video encoder 20 and video decoder 30 may utilize
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a derived disparity vector of a neighboring block as the dis-
parity vector for the current block, such a derived disparity
vector is referred to as an implicit disparity vector (IDV). In
general, the techniques for determining the disparity vector
from neighboring blocks are referred to as neighboring block
based disparity vector (NBDV) generation.

As described above, the techniques described in this dis-
closure may be considered as part of the NBDV generation.
For instance, in the NBDV generation, motion vector of
neighboring blocks are accessed and evaluated for purposes
of deriving a disparity vector for a current block of a current
picture by determining whether these blocks are inter-pre-
dicted with disparity motion vectors.

The techniques described in the disclosure may be for the
NBDV generation, but where the candidate pictures that are
accessed and evaluated being limited to two candidate pic-
tures (e.g., a first candidate picture that is the co-located
picture for the TMVP, and a second candidate picture that is
selected using the techniques described in this disclosure).
For example, in applying the NBDV generation process,
video encoder 20 and video decoder 30 may select a candidate
picture to determine if a block in the candidate picture is
inter-view predicted with a block in a view other than a view
that includes the candidate picture of the multiview video
data. The disparity vector for the current block determined
from the techniques described in this disclosure may be part
of'the NBDV generation.

Referring back to the IDV, assume that a block is inter-
predicted with motion compensation prediction (MCP). In
this example, the block may not include an explicit disparity
motion vector generated by disparity compensation predic-
tion (DCP). However, during the inter-prediction of this
block, video encoder 20 and video decoder 30 may have
derived a disparity vector using the techniques described in
this disclosure for inter-view motion prediction or inter-view
residual prediction (as two example coding tools). Video
encoder 20 and video decoder 30 may not discard this derived
disparity vector, which is referred to as the implicit disparity
vector (IDV). Rather, video encoder 20 and video decoder 30
may store the IDV for inter-prediction of subsequent blocks.
However, in some examples, video encoder 20 and video
decoder 30 may discard the IDVs for blocks of a picture other
than the current picture.

In some examples, to determine the disparity vector for the
current block, video encoder 20 and video decoder 30 may
implement the following steps. If in any of the following
steps, video encoder 20 and video decoder 30 determine a
disparity vector, video encoder 20 and video decoder 30 may
cease the steps for determining the disparity vector for the
current block.

Referring to FIG. 4, video encoder 20 and video decoder 30
may first evaluate the five spatial neighboring blocks in order
of blocks 605, 603, 602, 606, and 604 to determine whether
any of these blocks are inter-predicted with a disparity motion
vector. As soon as video encoder 20 and video decoder 30
identify a block that is inter-predicted with a disparity motion
vector, the disparity motion vector is converted to a disparity
vector for the current block. If the spatial neighboring blocks
contain IDVs, video encoder 20 and video decoder 30 may
mark as the IDV flags for these blocks as “IDV used” and may
store the associated values.

If no disparity motion vector is found, video encoder 20
and video decoder 30 may determine whether TMVP is
enabled. When TMVP is enabled, if the current coding mode
is AMVP, the reference picture with the target reference index
(collocated_ref_idx) in the target reference picture list (flag
value of collocated_from_10_flag), as signaled by video
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encoder 20, is used as the co-located picture. Video encoder
20 and video decoder 30 identify two blocks in the co-located
picture (i.e., the bottom right block of the co-located block
(BR) and the center block of the co-located block (CB)).
Video encoder 20 and video decoder 30 evaluate these blocks
in the following order.

Video encoder 20 and video decoder 30 may first evaluate
the BR block to determine whether the BR block is inter-
predicted with a disparity motion vector. If so, the disparity
motion vector is converted to the disparity vector of the cur-
rent block. Otherwise, if the BR block is inter-predicted as the
skip mode and contains an IDV (i.e., the flag of IDV is equal
to 1), video encoder 20 and video decoder 30 mark the BR
block as “IDV used” and store the associated IDV.

If the IDV flag is not equal to 1 for the BR block (and in
some examples, even if the IDV flag is equal to 1 for the BR
block), video encoder 20 and video decoder 30 may evaluate
the CB block to determine whether the CB block is inter-
predicted with a disparity motion vector. If so, video encoder
20 and video decoder 30 convert the disparity motion vector
to the disparity vector of the current block. Otherwise, if the
CB block is inter-predicted as skip mode and contains an IDV
(i.e., the flag of IDV is equal to 1), video encoder 20 and video
decoder 30 mark the CB block as “IDV used” and store the
associated IDV.

If'the current coding mode is skip/merge, video encoder 20
and video decoder 30 may utilize the two co-located reference
pictures in each reference picture list, if applicable, with the
reference index set equal to the one of the left neighboring
block or zero. For each of the co-located picture in the Ref-
PicList0 and RefPicListl, video encoder 20 and video
decoder 30 may perform the above steps in order.

If one of the five spatial neighboring blocks is inter-pre-
dicted as a skip mode and contains an IDV (i.e., the flag
marked as “IDV used”), video encoder 20 and video decoder
30 convert he IDV to the disparity vector of the current block.
The checking order may be blocks 606, 605, 602, 603, and
then 604 (FIG. 6). If TMVP is enabled, there may be one
block in the co-located picture. In this case, video encoder 20
and video decoder 30 may mark the BR or CB block as “IDV
used,” and cover the associated IDV to the disparity vector of
the current block.

In accordance with the techniques described in this disclo-
sure, video encoder 20 and video decoder 30 may implement
an algorithmic process for applying the NBDV generation
process, which includes selecting candidate pictures that
video encoder 20 and video decoder 30 access and evaluate to
determine if a block in the candidate picture is inter-view
predicted with a block in a view other than a view that
includes the candidate picture (e.g., whether a block in these
candidate pictures are inter-predicted with a disparity motion
vector). For example, the first candidate picture may be a
picture whose information video encoder 20 signals to video
decoder 30 in a slice header. Video decoder 30 may include
information of this first candidate picture in a list of candidate
pictures.

Video encoder 20 and video decoder 30 may respectively
implement the techniques described in this disclosure to iden-
tify a second candidate picture. For example, video encoder
20 and video decoder 30 may identify one of a random access
point view component (RAPVC) picture and a picture with a
lowest temporal identification value. In some examples,
video encoder 20 and video decoder 30 may first determine if
a RAPVC picture is available in the DPB, among pictures
identified in a reference picture list, among pictures identified
in a reference picture set (RPS), or among pictures identified
in the RPS that can be used to inter-predict the current picture.
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If one RAPVC picture is available, video encoder 20 and
video decoder 30 may select the RAPVC picture as the sec-
ond candidate picture (e.g., include the RAPVC picture in the
list of candidate pictures). In some examples, video encoder
20 and video decoder 30 may prefer a RAPVC picture that is
inter-predicted.

If more than one RAPVC picture is available, video
encoder 20 and video decoder 30 may determine the relative
distances of the RAPVC pictures to the current picture based
ondisplay or output order, and select the RAPVC picture that
is closest to the current picture as the second candidate pic-
ture. Iftwo RAPVC pictures are equally distant to the current
picture, video encoder 20 and video decoder 30 may select the
picture based on the position of the first candidate picture to
the current picture.

Ifno RAPVC pictures are available, video encoder 20 and
video decoder 30 may select a picture from the DPB, among
pictures identified in a reference picture list, among pictures
identified in the RPS, among picture identified in the RPS that
can be used to inter-predict the current picture with the lowest
temporal identification value, or among picture identified in a
reference picture list. If there is only one picture with the
lowest temporal identification value, video encoder 20 and
video decoder 30 may select that picture as the second can-
didate picture. If there are more than one picture with the
lowest temporal identification value, video encoder 20 and
video decoder 30 may select the picture with the lowest
temporal identification value that is closest to the current
picture in terms of display or output order. If two pictures with
the lowest temporal identification value are equally distance
to the current picture, video encoder 20 and video decoder 30
may select the picture based on the position of the first can-
didate picture to the current picture.

After video encoder 20 and video decoder 30 select the two
candidate pictures, video encoder 20 and video decoder 30
may evaluate the selected candidate pictures to determine
whether a block in the candidate pictures is inter-predicted
with a disparity motion vector. The disparity motion vector
refers to a block in a view other than the view that includes the
selected candidate pictures. For example, video encoder 20
and video decoder 30 may start with the first candidate pic-
ture, and determine whether a block in the first candidate
picture is inter-predicted with a disparity motion vector. If a
block in the first candidate picture is inter-predicted with a
disparity motion vector, video encoder 20 and video decoder
30 may determine the disparity vector for the current block
based on the disparity motion vector (e.g., convert the dispar-
ity motion vector to the disparity vector).

If, from among the blocks that are evaluated, there is no
block in the first candidate picture that is inter-predicted with
a disparity vector, video encoder 20 and video decoder 30
may evaluate blocks in the second candidate picture. If a
block in the second candidate picture is inter-predicted with a
disparity motion vector, video encoder 20 and video decoder
30 may determine the disparity vector for the current block
based on the disparity motion vector (e.g., convert the dispar-
ity motion vector to the disparity vector). In this example,
video encoder 20 and video decoder 30 started with the first
candidate picture, and then proceed to the second candidate
picture if a disparity motion vector was not found.

In some examples, video encoder 20 and video decoder 30
may start with the second candidate picture, and then proceed
to the first candidate picture if a disparity motion vector is not
found. In some examples, video encoder 20 and video
decoder 30 may start with one block in the first or second
candidate picture, and if that block is not inter-predicted with
a disparity motion vector, may proceed to a block in the other
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one of the first or second candidate picture, rather than evalu-
ating all blocks in one of the candidate pictures before pro-
ceeding to the next picture.

In accordance with the techniques described in this disclo-
sure, video encoder 20 and video decoder 30 need not neces-
sarily evaluate every single block within the candidate pic-
tures. Rather, video encoder 20 and video decoder 30 may
evaluate a pre-determined pattern of blocks within the candi-
date pictures to determine whether a block, within the pre-
determined pattern of blocks, is inter-predicted with a dispar-
ity motion vector. In some examples, the search pattern may
be any pattern reduced from all blocks in the largest coding
unit (LCU) covering the co-located region (CLCU) and co-
locate region of the current block (e.g., current PU or CU),
referred to as CPU.

For example, the current block may be encompassed
within an LCU or may be an LCU within the current picture.
The CLCU refers to the portion in the candidate picture that
encompasses the same area in the candidate picture that the
LCU that includes the current picture encompasses in the
current picture. In other words, the CLCU and LCU are
located in the same relative position within respective pic-
tures, where the CLCU is in the candidate picture and the
LCU is in the current picture.

The CPU is similar to the CLCU, but encompasses the
same region in the candidate picture that the current picture
encompasses in the current picture. In some examples, the
CPU may be part of the CLCU similar to the current block
(e.g., acurrent PU or CU) being part of the LCU in the current
picture.

In some examples, video encoder 20 and video decoder 30
may evaluate the four corner blocks of both the CLCU and
CPU in the candidate pictures to determine whether any of
these blocks is inter-predicted with a disparity motion vector.
In some examples, video encoder 20 and video decoder 30
may evaluate the center block of the CLCU and CPU in the
candidate pictures to determine whether any ofthese blocks is
inter-predicted with a disparity motion vector.

In some examples, video encoder 20 and video decoder 30
may evaluate only the top-left and bottom-right blocks (e.g.,
-45 degree diagonal blocks) of the CLCU and CPU in the
candidate pictures to determine whether any ofthese blocks is
inter-predicted with a disparity motion vector. In some
examples, video encoder 20 and video decoder 30 may evalu-
ate only the top-right and bottom-left blocks (e.g., 45 degree
diagonal blocks) of the CLCU and CPU in the candidate
pictures to determine whether any of these blocks is inter-
predicted with a disparity motion vector.

In some examples, video encoder 20 and video decoder 30
may evaluate the 45 degree diagonal blocks of the CLCU, and
evaluate the —45 degree diagonal blocks of the CPU. In some
examples, video encoder 20 and video decoder 30 may evalu-
ate the —45 degree diagonal blocks of the CLCU, and evaluate
the 45 degree diagonal blocks of the CPU. In some examples,
video encoder 20 and video decoder 30 may evaluate only the
bottom-right blocks of the CLCU and the CPU.

In some examples, as illustrated in FIG. 9, video encoder
20 and video decoder 30 may evaluate a center-bottom-right
block (pos. A) in FIG. 9 and a bottom-right block (pos. B) in
FIG. 9. The center-bottom-right block is the block where the
coordinates of the top-left corner of the center-bottom-right
block is the center of the area encompassing the center-bot-
tom-right block, and the bottom-right corner of the center-
bottom-right block extends rightward and downward from
the center of the area encompassing the center-bottom-right
block.
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FIG. 9 is a conceptual diagram illustrating a co-located
region in a candidate picture. The block illustrated in FIG. 9
may be the CLCU or the CPU. In some examples, video
encoder 20 and video decoder 30 may first evaluate the cen-
ter-bottom-right block to determine whether the center-bot-
tom-right block is inter-predicted with a disparity motion
vector. If the center-bottom-right block is not inter-predicted
with a disparity motion vector, video encoder 20 and video
decoder 30 may then evaluate the bottom-right block to deter-
mine whether the bottom-right block is inter-predicted with a
disparity motion vector. In some examples, video encoder 20
and video decoder 30 may first evaluate the bottom-right
block, and then evaluate the center-bottom-right block if the
bottom-right block is not inter-predicted with a disparity
motion vector.

In some examples, video encoder 20 and video decoder 30
may only evaluate the center-bottom-right block and the bot-
tom-right block of a CPU, and not of the CLCU. In these
examples, no further access to the CLCU may be needed.

It should be understood that the above examples of the
blocks that video encoder 20 and video decoder 30 evaluate
are provided for purposes of illustration only, and should not
be considered limiting. For example, the order in which video
encoder 20 and video decoder 30 evaluate the blocks in the
candidate pictures may be a function of various conditions
such as a view_id of the current view, a coding mode, or other
such conditions. Moreover, video encoder 20 and video
decoder 30 may implement any combination or permutation
of the above example techniques. In some examples, video
encoder 20 and video decoder 30 may implement a subset of
the example techniques (e.g., evaluate four corner blocks of
the CPU, but not of the CLCU, or vice-versa, as one example).

Furthermore, as described above, video encoder 20 and
video decoder 30 may first identify the candidate pictures,
and then evaluate blocks within the candidate pictures to
determine whether a block in the candidate pictures is inter-
predicted with a disparity motion vector which can be con-
verted to the disparity vector of the current block. In some
examples, video encoder 20 and video decoder 30 may first
identify blocks that are to be evaluated, and then determine
whether the blocks to be evaluated are blocks within pictures
that meet the criteria of the first and second candidate pic-
tures.

In this way, the techniques described in this disclosure may
be considered as simplifying the process of determining
TDVs for the NBDV generation process. For example, there
may be fewer candidate pictures that video encoder 20 and
video decoder 30 need to identify as compared to some other
techniques. Also, video encoder 20 and video decoder 30 may
need to evaluate a subset of blocks in the selected candidate
pictures to determine whether any of these blocks is inter-
predicted with a disparity motion vector.

In some examples, by implementing the techniques
described in this disclosure, there may be no need for video
encoder 20 and video decoder 30 to consider IDVs for apply-
ing the NBDV generation process, and thus no IDVs need to
be stored and accessed. However, the techniques described in
this disclosure may still be applicable even if IDV's are iden-
tified and stored. In some examples, where IDVs are identi-
fied and stored, the techniques described in this disclosure
may limit the IDVs that need to be stored to only for IDVs for
the current picture or for pictures in the same access unit as
the current picture. In this case, the IDVs may not need to be
stored in any of the pictures or view components in the DPB.
However, the IDVs may be stored for spatial neighboring
blocks.
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Some cases, if the IDV is not used, more TDVs may need
to be checked. In the techniques described in this disclosure,
to limit the number of TDVs that need to be checked, video
encoder 20 and video decoder 30 may access and evaluate up
to two candidate pictures (i.e., a number of candidate pictures
that are accessed and evaluated is limited to two). Moreover,
the above techniques describe the manner in which video
encoder 20 and video decoder 30 select the first and second
candidate pictures. In some examples, video encoder 20 and
video decoder 30 may select the second candidate picture that
is different than the first candidate picture so that different
pictures are accessed and evaluated.

FIG. 10 is a block diagram illustrating an example video
encoder 20 that may implement the techniques described in
this disclosure. Video encoder 20 may perform intra-coding
(i.e., intra-prediction encoding) and inter-coding (i.e., inter-
prediction encoding) of video blocks within video slices.
Intra-coding relies on spatial prediction to reduce or remove
spatial redundancy in video within a given video frame or
picture. Inter-coding relies on temporal prediction to reduce
or remove temporal redundancy in video within adjacent
frames or pictures of a video sequence. For multiview video
coding, inter-coding also relies on prediction across different
views to reduce or remove redundancy in video within frames
or pictures of a video sequence that are displayed at the same
time. Intra-mode (I mode) may refer to any of several spatial
based compression modes. Inter-modes, such as uni-direc-
tional prediction (P mode) or bi-prediction (B mode), may
refer to any of several temporal or view-based compression
modes.

In the example of FIG. 10, video encoder 20 includes a
partitioning unit 35, prediction processing unit 41, reference
picture memory 64, summer 50, transform processing unit 52,
quantization unit 54, and entropy encoding unit 56. Predic-
tion processing unit 41 includes motion and disparity estima-
tion unit 42, motion and disparity compensation unit 44, and
intra-prediction processing unit 46. Reference picture
memory 64 is one example of a decoded picture buffer (DPB)
of video encoder 20.

For video block reconstruction, video encoder 20 also
includes inverse quantization unit 58, inverse transform pro-
cessing unit 60, and summer 62. A deblocking filter (not
shown in FIG. 10) may also be included to filter block bound-
aries to remove blockiness artifacts from reconstructed video.
If desired, the deblocking filter would typically filter the
output of summer 62. Additional loop filters (in loop or post
loop) may also be used in addition to the deblocking filter.

As shown in FIG. 10, video encoder 20 receives video data,
and partitioning unit 35 partitions the data into video blocks.
This partitioning may also include partitioning into slices,
tiles, or other larger units, as wells as video block partitioning,
e.g., according to a quadtree structure of LCUs and CUs.
Video encoder 20 generally illustrates the components that
encode video blocks within a video slice to be encoded. The
slice may be divided into multiple video blocks (and possibly
into sets of video blocks referred to as tiles). Prediction pro-
cessing unit 41 may select one of a plurality of possible
coding modes, such as one of a plurality of intra-coding
modes or one of a plurality of inter-coding modes, for the
current video block based on error results (e.g., coding rate
and the level of distortion). Prediction processing unit 41 may
provide the resulting intra- or inter-coded block to summer 50
to generate residual block data and to summer 62 to recon-
struct the encoded block for use as a reference picture.

Intra-prediction processing unit 46 within prediction pro-
cessing unit 41 may perform intra-predictive coding of the
current video block relative to one or more neighboring
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blocks in the same frame or slice as the current block to be
coded to provide spatial compression. Motion and disparity
estimation unit 42 and motion and disparity compensation
unit 44 within prediction processing unit 41 perform inter-
predictive coding and/or interview coding of the current
video block relative to one or more predictive blocks in one or
more reference pictures and/or reference views to provide
temporal or view compression.

Motion and disparity estimation unit 42 may be configured
to determine the inter-prediction mode and/or interview pre-
diction mode for a video slice according to a predetermined
pattern for a video sequence. The predetermined pattern may
designate video slices in the sequence as P slices, or B slices.
Motion and disparity estimation unit 42 and motion and dis-
parity compensation unit 44 may be highly integrated, but are
illustrated separately for conceptual purposes. Motion and
disparity estimation, performed by motion and disparity esti-
mation unit 42, is the process of generating motion vectors,
which estimate motion for video blocks. A motion vector, for
example, may indicate the displacement of a PU of a video
block within a current video frame or picture relative to a
predictive block within a reference picture. Disparity estima-
tion, performed by motion and disparity estimation unit 42, is
the process of generating disparity motion vectors, which
may be used to predict a currently coded block from a block
in a different view.

A predictive block is a block that is found to closely match
the PU of the video block to be coded in terms of pixel
difference, which may be determined by sum of absolute
difference (SAD), sum of square difference (SSD), or other
difference metrics. In some examples, video encoder 20 may
calculate values for sub-integer pixel positions of reference
pictures stored in reference picture memory 64. For example,
video encoder 20 may interpolate values of one-quarter pixel
positions, one-eighth pixel positions, or other fractional pixel
positions of the reference picture. Therefore, motion and
disparity estimation unit 42 may perform a motion search
relative to the full pixel positions and fractional pixel posi-
tions and output a motion vector with fractional pixel preci-
sion.

Motion and disparity estimation unit 42 calculates a
motion vector (for motion compensated prediction) and/or a
disparity motion vector (for disparity compensated predic-
tion) for a PU of a video block in an inter-coded or interview
predicted slice by comparing the position of the PU to the
position of a predictive block of a reference picture. The
reference picture may be selected from a first reference pic-
ture list (RefPicList0) or a second reference picture list (Ref-
PicListl), each of which identify one or more reference pic-
tures stored in reference picture memory 64. Motion and
disparity estimation unit 42 sends the calculated motion vec-
tor and/or disparity vector to entropy encoding unit 56 and
motion compensation unit 44.

Motion compensation and/or disparity compensation, per-
formed by motion and disparity compensation unit 44, may
involve fetching or generating the predictive block based on
the motion vector determined by motion estimation and/or
disparity estimation, possibly performing interpolations to
sub-pixel precision. Upon receiving the motion vector and/or
disparity for the PU of the current video block, motion and
disparity compensation unit 44 may locate the predictive
block to which the motion vector and/or disparity vector
points in one of the reference picture lists. Video encoder 20
forms a residual video block by subtracting pixel values of the
predictive block from the pixel values of the current video
block being coded, forming pixel difference values. The pixel
difference values form residual data for the block, and may
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include both luma and chroma difference components. Sum-
mer 50 represents the component or components that perform
this subtraction operation. Motion and disparity compensa-
tion unit 44 may also generate syntax elements associated
with the video blocks and the video slice for use by video
decoder 30 in decoding the video blocks of the video slice.

In some examples, prediction processing unit 41 may be
configured to generate the reference picture set (RPS) or
reference picture list(s) for the current picture. As described
above, the RPS includes pictures that can be used to inter-
predict the current picture and the pictures following the
current picture in decoding order. Also, among the pictures in
the RPS, some pictures may be used to only inter-predict
pictures following the current picture in decoding order, and
the other pictures may be used to inter-predict the current
picture and the pictures following the current picture in
decoding order.

As described above, the techniques described in this dis-
closure may be utilized as part of inter-view motion predic-
tion and inter-view residual prediction based on the disparity
vector determined in accordance with the techniques
described in this disclosure. In some examples, prediction
processing unit 41 may be configured to implement the inter-
view motion prediction and inter-view residual prediction
techniques described in this disclosure. For example, predic-
tion processing unit 41 may construct the list of candidate
motion vector predictors for AMVP and merge mode.

For some blocks, prediction processing unit 41 may select
an intra-prediction mode instead of an inter-prediction mode.
Intra-prediction processing unit 46 may intra-predict a cur-
rent block, as an alternative to the inter-prediction performed
by motion and disparity estimation unit 42 and motion and
disparity compensation unit 44, as described above. In par-
ticular, intra-prediction processing unit 46 may determine an
intra-prediction mode to use to encode a current block. In
some examples, intra-prediction processing unit 46 may
encode a current block using various intra-prediction modes,
e.g., during separate encoding passes, and intra-prediction
processing unit 46 may select an appropriate intra-prediction
mode to use from the tested modes. For example, intra-pre-
diction processing unit 46 may calculate rate-distortion val-
ues using a rate-distortion analysis for the various tested
intra-prediction modes, and select the intra-prediction mode
having the best rate-distortion characteristics among the
tested modes. Rate-distortion analysis generally determines
an amount of distortion (or error) between an encoded block
and an original, unencoded block that was encoded to pro-
duce the encoded block, as well as a bit rate (that is, a number
of bits) used to produce the encoded block. Intra-prediction
processing unit 46 may calculate ratios from the distortions
and rates for the various encoded blocks to determine which
intra-prediction mode exhibits the best rate-distortion value
for the block.

In any case, after selecting an intra-prediction mode for a
block, intra-prediction processing unit 46 may provide infor-
mation indicative of the selected intra-prediction mode for the
block to entropy encoding unit 56. Entropy encoding unit 56
may encode the information indicating the selected intra-
prediction mode in accordance with the techniques of this
disclosure. Video encoder 20 may include in the transmitted
bitstream configuration data, which may include a plurality of
intra-prediction mode index tables and a plurality of modified
intra-prediction mode index tables (also referred to as code-
word mapping tables), definitions of encoding contexts for
various blocks, and indications of a most probable intra-
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prediction mode, an intra-prediction mode index table, and a
modified intra-prediction mode index table to use for each of
the contexts.

After prediction processing unit 41 generates the predictive
block for the current video block via either inter-prediction or
intra-prediction, video encoder 20 forms a residual video
block by subtracting the predictive block from the current
video block. The residual video data in the residual block may
be included in one or more TUs and applied by transform
processing unit 52. Transform processing unit 52 transforms
the residual video data into residual transform coefficients
using a transform, such as a discrete cosine transform (DCT)
or a conceptually similar transform. Transform processing
unit 52 may convert the residual video data from a pixel
domain to a transform domain, such as a frequency domain.

Transform processing unit 52 may send the resulting trans-
form coefficients to quantization unit 54. Quantization unit 54
quantizes the transform coefficients to further reduce bit rate.
The quantization process may reduce the bit depth associated
with some or all of the coefficients. The degree of quantiza-
tion may be modified by adjusting a quantization parameter.
In some examples, quantization unit 54 may then perform a
scan of the matrix including the quantized transform coeffi-
cients. Alternatively, entropy encoding unit 56 may perform
the scan.

Following quantization, entropy encoding unit 56 entropy
encodes the quantized transform coefficients. For example,
entropy encoding unit 56 may perform context adaptive vari-
able length coding (CAVLC), context adaptive binary arith-
metic coding (CABAC), syntax-based context-adaptive
binary arithmetic coding (SBAC), probability interval parti-
tioning entropy (PIPE) coding or another entropy encoding
methodology or technique. Following the entropy encoding
by entropy encoding unit 56, the encoded bitstream may be
transmitted to video decoder 30, or archived for later trans-
mission or retrieval by video decoder 30. Entropy encoding
unit 56 may also entropy encode the motion vectors and the
other syntax elements for the current video slice being coded.

Inverse quantization unit 58 and inverse transform process-
ing unit 60 apply inverse quantization and inverse transfor-
mation, respectively, to reconstruct the residual block in the
pixel domain for later use as a reference block of a reference
picture. Motion compensation unit 44 may calculate a refer-
ence block by adding the residual block to a predictive block
of one of the reference pictures within one of the reference
picture lists. Motion compensation unit 44 may also apply
one or more interpolation filters to the reconstructed residual
block to calculate sub-integer pixel values for use in motion
estimation. Summer 62 adds the reconstructed residual block
to the motion compensated prediction block produced by
motion compensation unit 44 to produce a reference block for
storage in reference picture memory 64. The reference block
may be used by motion and disparity estimation unit 42 and
motion and disparity compensation unit 44 as a reference
block to inter-predict a block in a subsequent video frame or
picture.

In this manner, video encoder 20 represents an example of
a video encoder that encodes a bitstream that includes multi-
view video data that includes multiple views. For example,
video encoder 20 may apply a neighboring block based dis-
parity vector (NBDV) generation process for purposes of
deriving a disparity vector for a current block of a current
picture. The NBDV generation process may rely on motion
vectors of neighboring blocks for deriving the disparity vec-
tor for the current block of the current picture relative to
another view of the multiview video data.
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Video encoder 20 may construct a list of candidate pic-
tures. The first candidate picture in the list may be a picture
whose information video encoder 20 signals in the slice
header of a slice of the current picture that video decoder 30
can use to identify the first candidate picture. The second
candidate picture in the list may be a picture that video
encoder 20 selects utilizing the techniques described in this
disclosure.

For example, to apply the NBDV generation process, video
encoder 20 may select a candidate picture to determine if a
block in the candidate picture is inter-view predicted with a
block in a view other than a view that includes the candidate
picture of the multiview video data. The candidate picture
may be from one of one or more random access point view
component (RAPVC) pictures, and one or more pictures hav-
ing a lowest temporal identification value. This candidate
picture may be one of two candidate pictures, where video
encoder 20 generates for output (i.e., signals) information
indicative of the other candidate picture in a slice header (e.g.,
the co-located picture used for TMVP as part of AMVP or
merge/skip mode). These two candidate pictures may be pic-
tures in a list of candidate pictures, and may be different from
one another. For instance, a number of candidate pictures may
be limited to no more than two candidate pictures including
the first candidate picture and the second candidate picture.

In some examples, video encoder 20 may select the candi-
date picture from one of the one or more RAPVC pictures
identified in at least one of a decoded picture butfer (DPB), a
reference picture set (RPS), pictures among the RPS that can
be used to inter-predict the current picture, and a reference
picture list of the current picture (e.g., in a reference picture
list other than the reference picture list that includes the first
candidate picture, in the same reference picture list that
includes the first candidate picture, or in both reference pic-
ture lists). In some examples, video encoder 20 may select the
candidate picture from one of the one or more pictures having
the lowest temporal identification value identified in at least
one of the DPB, RPS, the pictures among the RPS that can be
used to inter-predict the current picture, and the reference
picture list of the current picture (e.g., in a reference picture
list other than the reference picture list that includes the first
candidate picture, in the same reference picture list that
includes the first candidate picture, or in both reference pic-
ture lists).

Video encoder 20 may determine whether a video block in
the selected candidate picture is inter-predicted with a dispar-
ity motion vector. Video encoder 20 may determine a dispar-
ity vector for a current block of a current picture, as part of the
NBDYV generation, based on the disparity motion vector if the
video block in the selected candidate picture is inter-predicted
with the disparity motion vector.

Video encoder 20 may inter-prediction encode the current
block based on the determined disparity vector. For example,
video encoder 20 may inter-prediction encode the current
block as part of inter-view motion prediction, or part of inter-
view residual prediction.

In some examples, to select the candidate picture, video
encoder 20 may determine whether one or more RAPVC
pictures are available (e.g., available in a first or second ref-
erence picture list). Video encoder 20 may select the candi-
date picture from the one or more RAPVC pictures if the one
ormore RAPVC pictures are available. Video encoder 20 may
select the candidate picture from one or more pictures having
the lowest temporal identification value in the first or second
reference picture list if the one or more RAPVC pictures are
not available.
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If there is only one RAPVC picture or only one picture
having the lowest temporal identification value, video
encoder 20 may select that RAPVC picture or that picture
having the lowest temporal identification value as the candi-
date picture. If there are a plurality of RAPVC pictures or a
plurality of pictures having the lowest temporal identification
value, video encoder 20 may selecta RAPVC picture from the
plurality of RAPVC pictures or a picture having the lowest
temporal identification value from the plurality of pictures
having the lowest temporal identification value, as the candi-
date picture, that is closest in distance based on display or
output order to the current picture.

Ifthere are two RAPVC pictures or two pictures having the
lowest temporal identification value that are equally distant
from the current picture, video encoder 20 may select the
RAPVC picture from the two RAPVC pictures or select the
picture having the lowest temporal identification value from
the two pictures having the lowest temporal identification
value based on a position of another candidate picture relative
to the current picture. For example, if the other candidate
picture is after the current picture in display or output order,
video encoder 20 may select the RAPVC picture or the pic-
ture having the lowest temporal identification value that is
before the current picture in display or output order as the
candidate picture (or alternatively, that is after the current
picture in display or output order). If the other candidate
picture is before the current picture in display or output order,
video encoder 20 may select the RAPVC picture or the pic-
ture having the lowest temporal identification value that is
after the current picture in display or output order as the
candidate picture (or alternatively, that is before the current
picture in display or output order).

In some examples, video encoder 20 may not rely on the
temporal identification value to select the second candidate
picture, and may instead select the picture from the reference
picture list (e.g., the first or second reference picture list) that
is closest to the current picture based on the POC values. If
two pictures are equally close, video encoder 20 may select
the picture to the left of the current picture as the candidate
picture. Alternatively, video encoder 20 may select the picture
to the right of the current picture as the candidate picture.

FIG. 11 is a block diagram illustrating an example video
decoder 30 that may implement the techniques described in
this disclosure. In the example of FIG. 11, video decoder 30
includes an entropy decoding unit 80, prediction processing
unit 81, inverse quantization unit 86, inverse transform pro-
cessing unit 88, summer 90, and reference picture memory
92. Reference picture memory 92 is one example of the
decoded picture buffer (DPB) of video encoder 30.

Prediction processing unit 81 includes motion compensa-
tion unit 82 and intra-prediction processing unit 84. Video
decoder 30 may, in some examples, perform a decoding pass
generally reciprocal to the encoding pass described with
respect to video encoder 20 from FIG. 10.

During the decoding process, video decoder 30 receives an
encoded video bitstream that represents video blocks of an
encoded video slice and associated syntax elements from
video encoder 20. Entropy decoding unit 80 of video decoder
30 entropy decodes the bitstream to generate quantized coef-
ficients, motion vectors, and other syntax elements. Entropy
decoding unit 80 forwards the motion vectors and other syn-
tax elements to prediction processing unit 81. Video decoder
30 may receive the syntax elements at the video slice level
and/or the video block level.

When the video slice is coded as an intra-coded (I) slice,
intra-prediction processing unit 84 of prediction processing
unit 81 may generate prediction data for a video block of the
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current video slice based on a signaled intra-prediction mode
and data from previously decoded blocks of the current frame
or picture. When the video frame is coded as an inter-coded
(i.e., B or P) slice or interview predicted slice, motion and
disparity compensation unit 82 of prediction processing unit
81 produces predictive blocks for a video block of the current
video slice based on the temporal motion vectors, disparity
motion vectors and other syntax elements received from
entropy decoding unit 80. The predictive blocks may be pro-
duced from one of the reference pictures within one of the
reference picture lists. Video decoder 30 may construct the
reference frame lists, RefPicList0 and RefPicListl, using
default construction techniques based on reference pictures
stored in reference picture memory 92.

Motion and disparity compensation unit 82 determines
prediction information for a video block of the current video
slice by parsing the motion vectors and other syntax elements,
and uses the prediction information to produce the predictive
blocks for the current video block being decoded. For
example, motion and disparity compensation unit 82 uses
some of the received syntax elements to determine a predic-
tion mode (e.g., intra- or inter-prediction) used to code the
video blocks of the video slice, an inter-prediction or inter-
view prediction slice type (e.g., B slice or P slice), construc-
tion information for one or more of the reference picture lists
for the slice, motion vectors and/or disparity vectors for each
inter-encoded video block of the slice, inter-prediction status
for each inter-coded video block of the slice, and other infor-
mation to decode the video blocks in the current video slice.

In some examples, motion and disparity compensation unit
82 may determine the signaled syntax elements indicating
motion vectors using a motion vector prediction process. The
motion vector prediction processes may include an AMVP
mode and a merge mode. Motion and disparity compensation
unit 82 may also perform interpolation based on interpolation
filters. Motion compensation unit 82 may use interpolation
filters as used by video encoder 20 during encoding of the
video blocks to calculate interpolated values for sub-integer
pixels of reference blocks. In this case, motion compensation
unit 82 may determine the interpolation filters used by video
encoder 20 from the received syntax elements and use the
interpolation filters to produce predictive blocks.

Inverse quantization unit 86 inverse quantizes, i.e., de-
quantizes, the quantized transform coefficients provided in
the bitstream and decoded by entropy decoding unit 80. The
inverse quantization process may include use of a quantiza-
tion parameter calculated by video encoder 20 for each video
block in the video slice to determine a degree of quantization
and, likewise, a degree of inverse quantization that should be
applied. Inverse transform processing unit 88 applies an
inverse transform, e.g., an inverse DCT, an inverse integer
transform, or a conceptually similar inverse transform pro-
cess, to the transform coefficients in order to produce residual
blocks in the pixel domain.

After motion and disparity compensation unit 82 generates
the predictive block for the current video block based on the
motion vectors and other syntax elements, video decoder 30
forms a decoded video block by summing the residual blocks
from inverse transform processing unit 88 with the corre-
sponding predictive blocks generated by motion and disparity
compensation unit 82. Summer 90 represents the component
or components that perform this summation operation. If
desired, a deblocking filter may also be applied to filter the
decoded blocks in order to remove blockiness artifacts. Other
loop filters (either in the coding loop or after the coding loop)
may also be used to smooth pixel transitions, or otherwise
improve the video quality. The decoded video blocks in a
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given frame or picture are then stored in reference picture
memory 92, which stores reference pictures used for subse-
quent motion compensation. Reference picture memory 92
also stores decoded video for later presentation on a display
device, such as display device 32 of FIG. 1.

In this manner, video decoder 30 represents an example of
a video decoder for multiview coding configured to imple-
ment the example techniques described in this disclosure. For
example, video decoder 30 may decode a bitstream that
includes multiview video data that includes multiple views.

Video decoder 30 may construct a list of candidate pic-
tures. The first candidate picture in the list may be a picture
whose information video encoder 20 signals in the slice
header of a slice of the current picture that video decoder 30
can use to determine the first candidate picture. The second
candidate picture in the list may be a picture that video
decoder 30 selects utilizing the techniques described in this
disclosure.

For example, to apply the NBDV generation process, video
decoder 30 may select a candidate picture to determine if a
block in the candidate picture is inter-view predicted with a
block in a view other than a view that includes the candidate
picture of the multiview video data. The candidate picture
may be from one of one or more random access point view
component (RAPVC) pictures, and one or more pictures hav-
ing a lowest temporal identification value. This candidate
picture may be one of two candidate pictures, where video
decoder 30 receives information indicative of the other can-
didate picture in a slice header (e.g., the co-located picture
used for TMVP as part of AMVP or merge/skip mode). These
two candidate pictures may be pictures in a list of candidate
pictures, and may be different from one another. For instance,
a number of candidate pictures may be limited to no more
than two candidate pictures including the first candidate pic-
ture and the second candidate picture.

In some examples, video decoder 30 may select the candi-
date picture from one of the one or more RAPVC pictures
identified in at least one of a decoded picture butfer (DPB), a
reference picture set (RPS), pictures among the RPS that can
be used to inter-predict the current picture, and a reference
picture list of the current picture (e.g., in a reference picture
list other than the reference picture list that includes the first
candidate picture, in the same reference picture list that
includes the first candidate picture, or in both reference pic-
ture lists). In some examples, video decoder 30 may select the
candidate picture from one of the one or more pictures having
the lowest temporal identification value identified in at least
one of the DPB, RPS, the pictures among the RPS that can be
used to inter-predict the current picture, and the reference
picture list of the current picture (e.g., in a reference picture
list other than the reference picture list that includes the first
candidate picture, in the same reference picture list that
includes the first candidate picture, or in both reference pic-
ture lists).

Video decoder 30 may determine whether a video block in
the selected candidate picture is inter-predicted with a dispar-
ity motion vector. Video decoder 30 may determine a dispar-
ity vector for a current block of a current picture, as part of the
NBDV generation, based on the disparity motion vector if the
video block in the selected candidate picture is inter-predicted
with the disparity motion vector.

Video decoder 30 may inter-prediction decode the current
block based on the determined disparity vector. For example,
video decoder 30 may inter-prediction decode the current
block as part of inter-view motion prediction, or part of inter-
view residual prediction.
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In some examples, to select the candidate picture, video
decoder 30 may determine whether one or more RAPVC
pictures are available (e.g., available in a first or second ref-
erence picture list). Video decoder 30 may select the candi-
date picture from the one or more RAPVC pictures if the one
ormore RAPVC pictures are available. Video decoder 30 may
select the candidate picture from one or more pictures having
the lowest temporal identification value in the first or second
reference picture list if the one or more RAPVC pictures are
not available.

If there is only one RAPVC picture or only one picture
having the lowest temporal identification value, video
decoder 30 may select that RAPVC picture or that picture
having the lowest temporal identification value as the candi-
date picture. If there are a plurality of RAPVC pictures or a
plurality of pictures having the lowest temporal identification
value, video decoder 30 may selecta RAPVC picture from the
plurality of RAPVC pictures or a picture having the lowest
temporal identification value from the plurality of pictures
having the lowest temporal identification value, as the candi-
date picture, that is closest in distance based on display or
output order to the current picture.

If'there are two RAPVC pictures or two pictures having the
lowest temporal identification value that are equally distant
from the current picture, video decoder 30 may select the
RAPVC picture from the two RAPVC pictures or select the
picture having the lowest temporal identification value from
the two pictures having the lowest temporal identification
value based on a position of another candidate picture relative
to the current picture. For example, if the other candidate
picture is after the current picture in display or output order,
video decoder 30 may select the RAPVC picture or the pic-
ture having the lowest temporal identification value that is
before (or after) the current picture in display or output order
as the candidate picture. If the other candidate picture is
before the current picture in display or output order, video
decoder 30 may select the RAPVC picture or the picture
having the lowest temporal identification value that is after (or
before) the current picture in display or output order as the
candidate picture.

In some examples, video decoder 30 may not rely on the
temporal identification value to select the second candidate
picture, and may instead select the picture from the reference
picture list (e.g., the first or second reference picture list) that
is closest to the current picture based on the POC values. If
two pictures are equally close, video decoder 30 may select
the picture to the left of the current picture as the candidate
picture. Alternatively, video decoder 30 may select the picture
to the right of the current picture as the candidate picture.

FIG. 12 is a flowchart illustrating an example operation in
accordance with one or more example techniques described
in this disclosure. The techniques described with respect to
FIG. 12 may be implemented by video encoder 20 and/or
video decoder 30. For ease of description, the term video
coder is used to generically refer to video encoder 20 and
video decoder 30. For example, the video coder may be
configured to apply a neighboring block based disparity vec-
tor (NBDV) generation process for multiview video. In these
examples, the term code or coding may refer to encode or
encoding, when being performed by video encoder 20, or
may refer to decode or decoding, when being performed by
video decoder 30.

The video coder may determine whether one or more
RAPVC pictures are available (100). For example, the video
coder may determine whether RAPVC pictures are available
in the DPB, in the RPS, among pictures in the RPS that can be
used to inter-predict the current picture, or among pictures in
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reference picture lists (RefPicList0 and/or RefPicListl) (e.g.,
in a reference picture list other than the reference picture list
that includes the first candidate picture, in the same reference
picture list that includes the first candidate picture, or in both
reference picture lists).

Ifone ormore RAPVC pictures are available (YES 0£100),
the video coder may determine whether there are a plurality of
RAPVC pictures that are available (102). If only one RAPVC
picture is available (NO of 102), the video coder may select
that RAPVC as a candidate picture. If there are a plurality of
RAPVC pictures that are available (YES of 102), the video
coder may determine whether there are two RAPVC pictures
that are equally distant from the current picture (106). If there
are not two RAPVC pictures that are equally distant from the
current picture (NO of 106), the video coder may select the
RAPVC picture that is closest to the current picture as a
candidate picture (108). If there are two RAPVC pictures that
are equally distant from the current picture (YES 0f106), the
video coder may select the RAPVC picture as the candidate
picture based on the position of another candidate picture
(e.g., the co-located picture used for TMVP as part of AMVP
or merge/skip mode) to the current picture (110).

If one or more RAPVC pictures are not available (NO of
100), the video coder may determine whether there are a
plurality of pictures having the lowest temporal identification
value (e.g., in a first or second reference picture list) (112). If
there is only one picture having the lowest temporal identifi-
cation value (NO of 112), the video coder may select that
picture having the lowest temporal identification value as a
candidate picture. If there are a plurality of pictures having the
lowest temporal identification value (YES of 112), the video
coder may determine whether there are two pictures having
the lowest temporal identification value that are equally dis-
tant from the current picture (116). If there are not two pic-
tures having the lowest temporal identification value that are
equally distant from the current picture (NO of 116), the
video coder may select the picture having the lowest temporal
identification value that is closest to the current picture as a
candidate picture (118). If there are two pictures having the
lowest temporal identification value that are equally distant
from the current picture (YES of 116), the video coder may
select the picture having the lowest temporal identification
value as the candidate picture based on the position of another
candidate picture (e.g., the co-located picture used for TMVP
as part of AMVP or merge/skip mode) to the current picture
(120).

In some examples, the video coder may not rely on the
temporal identification value to select the second candidate
picture, and may instead select the picture from the reference
picture list that is closest to the current picture based on the
POC values. Iftwo pictures are equally close, the video coder
may select the picture to the left of the current picture as the
candidate picture. Alternatively, the video coder may select
the picture to the right of the current picture as the candidate
picture.

Once the video coder selects a candidate picture, the video
coder may determine whether a block in the selected candi-
date picture is inter-predicted with a disparity motion vector.
The video coder may determine a disparity vector for the
current block, as part of the NBDV generation, based on the
disparity motion vector if the block in the selected candidate
picture is inter-predicted with the disparity motion vector.

The video coder may inter-prediction code the current
block based on the determined disparity vector. In examples
where the video coder is video encoder 20, video encoder 20
may inter-prediction encode the current block based on the
determined disparity vector. In examples where the video



US 9,319,657 B2

61

coder is video decoder 30, video decoder 30 may inter-pre-
diction decode the current block based on the determined
disparity vector.

FIG. 13 is a flowchart illustrating an example operation of
a video encoder in accordance with one or more example
techniques described in this disclosure. For purposes of'illus-
tration, the techniques described with respect to video
encoder 20. For example, FIG. 13 illustrates an example for
encoding a bitstream that includes multiview video data that
includes multiple views. In these examples, video encoder 20
may apply a neighboring block based disparity vector
(NBDV) generation process for purposes of deriving a dis-
parity vector for a current block of a current picture. The
NBDYV generation process relies on motion vectors of neigh-
boring blocks for deriving the disparity vector for the current
block of the current picture relative to another view of the
multiview video data.

To apply the NBDV generation process, video encoder 20
may select a candidate picture to determine if a block in the
candidate picture is inter-view predicted with a block in a
view other than a view that includes the candidate picture of
the multiview video data. The candidate picture is from one of
one or more RAPVC pictures or one or more pictures having
a lowest temporal identification value (122). For example,
video encoder 20 may implement the example technique
illustrated in FIG. 12 to select the candidate picture.

Video encoder 20 may determine whether a video block in
the selected candidate picture is inter-predicted with a dispar-
ity motion vector (124). The disparity motion vector refers to
the block in the view other than the view that includes the
selected candidate picture of the multiview video data. Video
encoder 20 may determine the disparity vector for a current
block of a current picture, as part of the NBDV generation,
based on the disparity motion vector if the video block in the
selected candidate picture of the multiview video data is
inter-predicted with the disparity motion vector (126). Video
encoder 20 may inter-prediction encode the current block
based on the determined disparity vector (128).

FIG. 14 is a flowchart illustrating an example operation of
a video decoder in accordance with one or more example
techniques described in this disclosure. For purposes of'illus-
tration, the techniques described with respect to video
decoder 30. For example, FIG. 14 illustrates an example for
decoding a bitstream that includes multiview video data that
includes multiple views. In these examples, video decoder 30
may apply a neighboring block based disparity vector
(NBDV) generation process for purposes of deriving a dis-
parity vector for a current block of a current picture. The
NBDYV generation process relies on motion vectors of neigh-
boring blocks for deriving the disparity vector for the current
block of the current picture relative to another view of the
multiview video data.

To apply the NBDV generation process, video decoder 30
may select a candidate picture to determine if a block in the
candidate picture is inter-view predicted with a block in a
view other than a view that includes the candidate picture of
the multiview video data. The candidate picture is from one of
one or more RAPVC pictures or one or more pictures having
a lowest temporal identification value (130). For example,
video decoder 30 may implement the example technique
illustrated in FIG. 12 to select the candidate picture.

Video decoder 30 may determine whether a video block in
the selected candidate picture is inter-predicted with a dispar-
ity motion vector (132). The disparity motion vector refers to
the block in the view other than the view that includes the
selected candidate picture of the multiview video data. Video
decoder 30 may determine a disparity vector for a current
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block of a current picture, as part of the NBDV generation,
based on the disparity motion vector if the video block in the
selected candidate picture is inter-predicted with the disparity
motion vector (134). Video decoder 30 may inter-prediction
decode the current block based on the determined disparity
vector (136).

In some examples, the techniques may be for coding a
current picture in a first view which depends on at least one of
a set of reference views of bitstream that includes coded
picture from multiview views. In this example, the tech-
niques, being performed by video encoder 20 or video
decoder 30, may apply a neighboring block based disparity
vector (NBDV) generation process for purposes of deriving a
disparity vector for a current block of the current picture,
wherein the NBDV generation process relies on motion vec-
tors of both spatial neighboring blocks and temporal neigh-
boring blocks for deriving the disparity vector for the current
block ofthe current picture relative to at least one of the set of
reference views. The NBDV generation process further com-
prises determining one or more candidate pictures including
the temporal neighboring blocks, wherein selecting at least a
first candidate picture from a group of pictures to determine if
a temporal neighboring block in the candidate picture con-
tains a disparity motion vector that refers to an inter-view
reference picture belonging to one of the set of reference
views based on the properties of each of the picture of the
group of pictures, wherein the properties further consisting at
least one of the following: whether the picture is a random
access picture, the temporal level of the picture, and the
display order of the picture.

The techniques may also include determining whether a
neighboring block contains a disparity motion vector that
refers to an inter-view reference picture belonging to one of
the set of reference views, and determining the disparity
vector for a current block of a current picture, as part of the
NBDV generation, based on the disparity motion vector if at
least one neighboring block contains a disparity motion vec-
tor. In some examples, if a picture which is a random access
picture is chosen to be the first candidate picture and if no
picture is a random access picture, a picture with the lowest
temporal level is chosen to be the first candidate picture. In
some examples, if two pictures are both random access pic-
tures or with lowest temporal level values and are being
considered to be chosen to be the first candidate picture, the
one with a smaller picture order count distance to the current
picture is chosen.

In some examples, the group of pictures can be the pictures
of'the same view in DPB, or the pictures in a union of refer-
ence picture subsets of the current picture or the pictures in
the reference picture lists of the current picture. In some
examples, the temporal neighboring blocks only to up to two
candidate pictures in the first view, and the two pictures
include the first candidate picture. The second candidate pic-
ture comprises a co-located picture used for determining a
temporal motion vector predictor (TMVP) as part of
advanced motion vector prediction (AMVP) mode or merge/
skip mode.

In some examples, the techniques, being implemented by
video encoder 20 and video decoder 30, include determining
whether at least one block in the one of the candidate pictures
is inter-predicted with a disparity motion vector, and if none
of the blocks in the one of the candidate pictures is not
inter-predicted with the disparity motion vector, determining
whether at least one block the other picture of the candidate
pictures is inter-predicted with a disparity motion vector.

In some examples, determining a disparity vector may
include checking implicit disparity vectors from the spatial
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neighboring blocks without checking the implicit disparity
vectors from temporal neighboring blocks. In some
examples, no implicit disparity vectors need to be stored with
any picture in the DPB.

The following disclosure describes some example ways in
which to implement the example techniques described in this
disclosure. The following is meant to assist with understand-
ing and should not be considered limiting.

As described above, video encoder 20 and video decoder
30 may evaluate blocks in the selected candidate pictures to
determine whether any of these blocks are inter-predicted
with a disparity motion vector. The following pseudo code
provides one example manner in which to evaluate blocks in
the selected candidate pictures.

Four corners and the center index of a CPU, denoted as
5BlockCPU.

for(i=0;i<5;i++){
if(5BlockCPUJi] contains a disparity motion vector dmv)
{
the disparity vector is set to dmv
return ;

Four corners and the center index of a CLCU, denoted as 5BlockCLCU.
for(i=0;i<5;i++){
if(5BlockCLCU[i] contains a disparity motion vector dmv )
{
the disparity vector is set to dmv
return ;

The following pseudo code is directed for the example
illustrated in FIG. 9. In some examples, the checking order
can be varied with a coding condition (e.g., a view ID). Also,
in this example, video encoder 20 and video decoder 30 may
evaluate only blocks within the CPU.

If (the center block, i.e., pos. A shown in FIG. 9, contains a
disparity motion vector dmv)

the disparity vector is set to dmv
return ;

If (the bottom right block, i.e., pos. B shown in FIG. 9,
contains a disparity motion vector dmv)

the disparity vector is set to dmv
return ;

The following describes example implementations for the
1DV of the current view component. If the a block of the five
spatially neighboring blocks (FIG. 6) contains an implicit
disparity vector and it is coded as the skip mode, video
encoder 20 and video decoder 30 may return the implicit
disparity vector as the final disparity vector for the current
block.

The blocks of these five positions (FIG. 6) are denoted as
5BlocksIDV, and, idmv_flag[i] remarks existence of an IDV
for each block position. Ifa position contains an IDV, the flag
is signaled to true. Otherwise, it is false.

The following pseudo code applies to search out the dis-
parity vector, done jointly together with the SDV process in
FIG. 6. The order may be same as that of FIG. 6 or different.

for (i = 0; i<5; i++)
if (idmv__flag[i]) {

10

15

20

25

30

35

40

45

50

55

60

65

64

-continued

the disparity vector is set equal to the implicit disparity
vector of 5BlocksIDV[i]
return;
¥

In some examples, the checking of five implicit disparity
vectors may be same as above. However, the checking of the
five implicit disparity vectors is invoked right after the check-
ing of disparity motion vectors in the spatial neighboring
blocks and before checking of the disparity motion vectors in
the candidate list of pictures. Alternatively, the checking of
the five IDVs in the spatial neighboring blocks may be
invoked after all the checking of disparity motion vectors in
the spatial neighboring blocks and the blocks in the candidate
pictures identified in the candidate list of pictures.

In some examples, the techniques may be similar to the
above example, however, video encoder 20 and video decoder
30 may check for the implicit disparity vectors in the spatial
neighboring blocks jointly with the checking of the disparity
motion vectors in the spatial neighboring blocks.

The blocks of these five positions are denoted as 5Spatial-
Blocks, and, idmv_flag[i] remarks existence of an IDV for
each block position. If a position contains an 1DV, the flag is
signaled to true. Otherwise, it is false.

The following pseudo code applies to search out the dis-
parity vector, done jointly together with the SDV process in
FIG. 6.

for (i =0; i<5; i++) {
if (5SpatialBlocks [i] contains a disparity motion vector dmv) {
the disparity vector is set equal to the dmv
return;

¥
else if (idmv__flag]i]) {
the disparity vector is set to the implicit disparity vector of
5SpatialBlocks [i]
return;
¥

In one or more examples, the functions described may be
implemented in hardware, software, firmware, or any combi-
nation thereof. If implemented in software, the functions may
be stored on or transmitted over, as one or more instructions
or code, a computer-readable medium and executed by a
hardware-based processing unit. Computer-readable media
may include computer-readable storage media, which corre-
sponds to a tangible medium such as data storage media, or
communication media including any medium that facilitates
transfer of a computer program from one place to another,
e.g., according to a communication protocol. In this manner,
computer-readable media generally may correspond to (1)
tangible computer-readable storage media which is non-tran-
sitory or (2) a communication medium such as a signal or
carrier wave. Data storage media may be any available media
that can be accessed by one or more computers or one or more
processors to retrieve instructions, code and/or data structures
for implementation of the techniques described in this disclo-
sure. A computer program product may include a computer-
readable medium.

By way of example, and not limitation, such computer-
readable storage media can comprise RAM, ROM,
EEPROM, CD-ROM or other optical disk storage, magnetic
disk storage, or other magnetic storage devices, flash
memory, or any other medium that can be used to store
desired program code in the form of instructions or data
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structures and that can be accessed by a computer. Also, any
connection is properly termed a computer-readable medium.
For example, if instructions are transmitted from a website,
server, or other remote source using a coaxial cable, fiber
optic cable, twisted pair, digital subscriber line (DSL), or
wireless technologies such as infrared, radio, and microwave,
then the coaxial cable, fiber optic cable, twisted pair, DSL, or
wireless technologies such as infrared, radio, and microwave
are included in the definition of medium. It should be under-
stood, however, that computer-readable storage media and
data storage media do not include connections, carrier waves,
signals, or other transient media, but are instead directed to
non-transient, tangible storage media. Disk and disc, as used
herein, includes compact disc (CD), laser disc, optical disc,
digital versatile disc (DVD), floppy disk and Blu-ray disc,
where disks usually reproduce data magnetically, while discs
reproduce data optically with lasers. Combinations of the
above should also be included within the scope of computer-
readable media.

Instructions may be executed by one or more processors,
such as one or more digital signal processors (DSPs), general
purpose microprocessors, application specific integrated cir-
cuits (ASICs), field programmable logic arrays (FPGAs), or
other equivalent integrated or discrete logic circuitry. Accord-
ingly, the term “processor,” as used herein may refer to any of
the foregoing structure or any other structure suitable for
implementation of the techniques described herein. In addi-
tion, in some aspects, the functionality described herein may
be provided within dedicated hardware and/or software mod-
ules configured for encoding and decoding, or incorporated in
a combined codec. Also, the techniques could be fully imple-
mented in one or more circuits or logic elements.

The techniques of this disclosure may be implemented in a
wide variety of devices or apparatuses, including a wireless
handset, an integrated circuit (IC) or a set of ICs (e.g., a chip
set). Various components, modules, or units are described in
this disclosure to emphasize functional aspects of devices
configured to perform the disclosed techniques, but do not
necessarily require realization by different hardware units.
Rather, as described above, various units may be combined in
a codec hardware unit or provided by a collection of interop-
erative hardware units, including one or more processors as
described above, in conjunction with suitable software and/or
firmware.

Various examples have been described. These and other
examples are within the scope of the following claims.

What is claimed is:

1. A method for decoding a bitstream that includes multi-
view video data that includes multiple views, the method
comprising:

applying a neighboring block based disparity vector

(NBDV) generation process for purposes of deriving a
disparity vector for a current block ofa current picture of
the video data, wherein the NBDV generation process
relies on motion vectors of neighboring blocks for deriv-
ing the disparity vector for the current block of the
current picture relative to another view of the multiview
video data,

wherein applying the NBDV generation process com-

prises:

determining whether one or more random access point
view component (RAPVC) pictures are available;

selecting a candidate picture from the one or more
RAPVC pictures based on the determination that at
least one of the RAPVC pictures is available, or
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selecting the candidate picture from one or more pic-
tures having a lowest temporal identification value
based on the determination that no RAPVC picture is
available;

determining whether a video block in the selected can-
didate picture is inter-predicted with a disparity
motion vector, wherein the disparity motion vector
refers to a block in a view other than a view that
includes the selected candidate picture of the multiv-
iew video data; and

determining the disparity vector for the current block of
the current picture, as part of the NBDV generation,
based on the disparity motion vector based on the
video block in the selected candidate picture of the
multiview video data being inter-predicted with the
disparity motion vector; and

inter-prediction decoding the current block based on the

disparity vector.

2. The method of claim 1, wherein the candidate picture
comprises a second candidate picture, the method further
comprising:

receiving information indicative of a first candidate pic-

ture,

wherein selecting the candidate picture comprises select-

ing the second candidate picture different from the first
candidate picture, and

wherein a number of candidate pictures is limited to no

more than two candidate pictures including the first can-
didate picture and the second candidate picture.

3. The method of claim 2, wherein the first candidate pic-
ture comprises a co-located picture used for determining a
temporal motion vector predictor (TMVP) as part of
advanced motion vector prediction (AMVP) mode or merge/
skip mode.

4. The method of claim 2, further comprising:

determining whether a block in the first candidate picture is

inter-predicted with a disparity motion vector,
wherein determining whether the video block in the
selected candidate picture is inter-predicted with the
disparity motion vector comprises determining whether
the video block in the second candidate picture is inter-
predicted with the disparity motion vector based on the
block in the first candidate picture not being inter-pre-
dicted with a disparity motion vector.
5. The method of claim 1, wherein determining whether
one or more RAPVC pictures are available comprises deter-
mining whether one or more RAPVC pictures are available in
a first or second reference picture list.
6. The method of claim 1, wherein selecting the candidate
picture from one or more pictures having the lowest temporal
identification value comprises:
based on there being only one picture having the lowest
temporal identification value in a first or second refer-
ence picture list, selecting that picture having the lowest
temporal identification value as the candidate picture; or

based on there being a plurality of pictures having the
lowest temporal identification value in the first or second
reference picture list, selecting a picture having the low-
est temporal identification from among the plurality of
pictures having the lowest temporal identification value,
as the candidate picture, that is closest in distance based
on display order to the current picture.

7. The method of claim 6, further comprising:

receiving information indicative of another candidate pic-

ture,
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wherein selecting the candidate picture from the one or
more pictures having the lowest temporal identification
value comprises:
based on two pictures having the lowest temporal iden-
tification value being equally distant to the current
picture and being closest in distance to the current
picture from among the pictures having the lowest
temporal identification value, selecting a picture from
between the two pictures having the lowest temporal

one or more pictures having the lowest temporal identi-
fication value identified in at least one of the DPB, RPS,

68

applying a neighboring block based disparity vector
(NBDV) generation process for purposes of deriving a
disparity vector for a current block ofa current picture of
the video data, wherein the NBDV generation process
relies on motion vectors of neighboring blocks for deriv-
ing the disparity vector for the current block of the
current picture relative to another view of the multiview
video data,

wherein applying the NBDV generation process com-

identification value, as the candidate picture, basedon 10 .
aposition of the other candidate picture relative to the grlses. .. .
current picture. etgrmlmng whether one or more random access point
8. The method of claim 1, wherein selecting the candidate view componept (RAPVC) pictures are available;
picture from the one or more RAPVC pictures comprises: selecting a gandldate picture from the one or more
based on only one RAPVC picture being available in a first 15 RAPVC pictures based on the de.terrm.natlon that at
or second reference picture list, selecting that RAPVC least one of the RAPVC pictures is available, or
picture as the candidate picture; or selecting the candidate picture from one or more pic-
based on a plurality of RAPVC pictures being available in tures having a lowest temporal identification value
the first or second reference picture list, selecting an based on the determination that no RAPVC picture is
RAPVC picture from among the plurality of RAPVC 20 available;
pictures, as the candidate picture, that is closest in dis- determining whether a video block in the selected can-
tance based on display order to the current picture. didate picture is inter-predicted with a disparity
9. The method of claim 8, further comprising: motion vector, wherein the disparity motion vector
receiving information indicative of another candidate pic- refers to a block in a view other than a view that
ture, 25 includes the selected candidate picture of the multiv-
wherein selecting the candidate picture from the one or iew video data; and
more RAPVC pictures comprises: . determining the disparity vector for the current block of
based on two RAPVC pictures being equally distant to the current picture, as part of the NBDV generation,
the current picture and being close.:st in distance to the based on the disparity motion vector based on the
current picture from among available RAPVC pic- 30 video block in the selected candidate picture of the
:uwrssfiril’i/cgr;%c?uﬁpa\;?hslccﬁg dg;n;il;ff]?;eigstgg multiview video data being inter-predicted with the
on a position of the other candidate picture relative to . dlspgrlty motion Yector; and
the current picture. 1nteF-pre(.hct10n encoding the current block based on the
10. The method of claim 1, 35 disparity vector. . . . .
wherein selecting the candidate picture from the one or 14. The method ofclalm 13. Whereln the candidate picture
more RAPVC pictures comprises selecting the candi- comprises a second candidate picture, the method further
date picture from the one or more RAPVC pictures Comprising:
identified in at least one of a decoded picture buffer signaling information indicative of a first candidate pic-
(DPB), areference picture set (RPS), pictures among the 40 ture,
RPS that can be used to inter-predict the current picture, wherein selecting the candidate picture comprises select-
and a reference picture list of the current picture and ing the second candidate picture different from the first
wherein selecting the candidate picture from the one or candidate picture, and
more pictures having the lowest temporal identification wherein a number of candidate pictures is limited to no
value comprises selecting the candidate picture from the 45 more than two candidate pictures including the first can-

didate picture and the second candidate picture.
15. The method of claim 14, wherein the first candidate

the pictures among the RPS that can be used to inter-
predict the current picture, and the reference picture list
of the current picture.

11. The method of claim 1, wherein inter-prediction decod-

picture comprises a co-located picture used for determining a
temporal motion vector predictor (TMVP) as part of

50 advanced motion vector prediction (AMVP) mode or merge/
skip mode.

ing the current block based on the disparity vector comprises
one of:
inter-prediction decoding the current block as part of inter-

16. The method of claim 13, further comprising:
signaling information indicative of another candidate pic-
ture,

view motion prediction; or 55 wherein selecting the candidate picture from the one or
inter-prediction decoding the current block as part of inter- more pictures having the lowest temporal identification
view residual prediction. value comprises:
12. The method of claim 1, further comprising: based on there being only one picture having the lowest
removing implicit disparity vectors from a decoded picture temporal identification value in a first or second ref-
buffer (DPB) for all blocks that are not in the current 60 erence picture list, selecting that picture having the
picture, lowest temporal identification value as the candidate
wherein applying the NBDV generation process comprises picture;
determining the disparity vector for the current block based on there being a plurality of pictures having the
without considering any of the implicit disparity vectors lowest temporal identification value in the first or
for blocks that are not in the current picture. 65 second reference picture list, selecting a picture hav-

13. A method for encoding multiview video data that
includes multiple views in bitstream, the method comprising:

ing the lowest temporal identification from among the
plurality of pictures having the lowest temporal iden-
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tification value, as the candidate picture, that is closest
in distance based on display order to the current pic-
ture; or
based on two pictures having the lowest temporal iden-
tification value are equally distant to the current pic-
ture and are closest in distance to the current picture
from among the pictures having the lowest temporal
identification value, selecting a picture from between
the two pictures having the lowest temporal identifi-
cation value, as the candidate picture, based on a
position of the other candidate picture relative to the
current picture.
17. The method of claim 13, further comprising:
signaling information indicative of another candidate pic-
ture,
wherein selecting the candidate picture from the one or
more RAPVC pictures comprises:
based on there being only one RAPVC picture that is
available in a first or second reference picture list,
selecting that RAPVC picture as the candidate pic-
ture;
based on a plurality of RAPVC pictures being available
in the first or second reference picture list, selecting an
RAPVC picture from among the plurality of RAPVC
pictures, as the candidate picture, that is closest in
distance based on display order to the current picture;
or
based on two RAPVC pictures being equally distant to
the current picture and being closest in distance to the
current picture from among available RAPVC pic-
tures, selecting a RAPVC picture from between the
two RAPVC pictures, as the candidate picture, based
on a position of the other candidate picture relative to
the current picture.
18. The method of claim 13, further comprising:
removing implicit disparity vectors from a decoded picture
buffer (DPB) for all blocks that are not in the current
picture,
wherein applying the NBDV generation process comprises
determining the disparity vector for the current block
without considering any of the implicit disparity vectors
for blocks that are not in the current picture.
19. A device for coding video data for multiview video, the
device comprising:
a memory unit configured to store the video data of a
current picture;
a video coder configured to:
apply a neighboring block based disparity vector NBDV)
generation process for purposes of deriving a disparity
vector for a current block of the current picture, wherein
the NBDV generation process relies on motion vectors
of neighboring blocks for deriving the disparity vector
for the current block of the current picture relative to
another view of the multiview video data,
wherein, to apply the NBDV generation process, the video
coder is configured to:
determine whether one or more random access point
view component (RAPVC) pictures are available;
select a candidate picture from the one or more RAPVC
pictures based on the determination that at least one of
the RAPVC pictures is available, or
select the candidate picture from one or more pictures
having a lowest temporal identification value based
on the determination that no RAPVC picture is avail-
able;
determine whether a video block in the selected candi-
date picture is inter-predicted with a disparity motion
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vector, wherein the disparity motion vector refers to a
block in a view other than a view that includes the
selected candidate picture of the multiview video
data; and

determine the disparity vector for the current block of
the current picture, as part of the NBDV generation,
based on the disparity motion vector based on the
video block in the selected candidate picture of the
multiview video data being inter-predicted with the
disparity motion vector, and

wherein the video coder is configured to inter-prediction

code the current block based on the disparity vector.

20. The device of claim 19, wherein the candidate picture
comprises a second candidate picture, and wherein the video
coder is configured to:

code information indicative of a first candidate picture,

wherein, to select the candidate picture, the video coder is

configured to select the second candidate picture differ-
ent from the first candidate picture, and

wherein a number of candidate pictures is limited to no

more than two candidate pictures including the first can-
didate picture and the second candidate picture.

21. The device of claim 20, wherein the first candidate
picture comprises a co-located picture used for determining a
temporal motion vector predictor (TMVP) as part of
advanced motion vector prediction (AMVP) mode or merge/
skip mode.

22. The device of claim 20, wherein the video coder is
configured to:

determine whether a block in the first candidate picture is

inter-predicted with a disparity motion vector,

wherein, to determine whether the video block in the

selected candidate picture is inter-predicted with the
disparity motion vector, the video coder is configured to
determine whether the video block in the second candi-
date picture is inter-predicted with disparity motion vec-
tor based on the block in the first candidate picture not
being inter-predicted with a disparity motion vector.

23. The device of claim 19, wherein, to determine whether
one or more RAPVC pictures are available, the video coder is
configured to determine whether one or more RAPVC pic-
tures in a first or second reference picture list are available.

24. The device of claim 19, wherein the video coder is
configured to code information indicative of another candi-
date picture, and wherein, to select the candidate picture from
the one or more pictures having the lowest temporal identifi-
cation value, the video coder is configured to:

based on there being only one picture having the lowest

temporal identification value in a first or second refer-
ence picture list, select that picture having the lowest
temporal identification value as the candidate picture;
based on there being a plurality of pictures having the
lowest temporal identification value, select a picture
having the lowest temporal identification from among
the plurality of pictures having the lowest temporal iden-
tification value, as the candidate picture, that is closest in
distance based on display order to the current picture; or
based on two pictures having the lowest temporal identifi-
cation value being equally distant to the current picture
and being closest in distance to the current picture from
among the pictures having the lowest temporal identifi-
cation value, select a picture from between the two pic-
tures having the lowest temporal identification value, as
the candidate picture, based on a position of the other
candidate picture relative to the current picture.

25. The device of claim 19, wherein the video coder is

configured to code information indicative of another candi-
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date picture, and wherein, to select the candidate picture from
the one or more RAPVC pictures, the video coder is config-
ured to:

based on only one RAPVC picture being available, select

that RAPVC picture as the candidate picture;

based on a plurality of RAPVC pictures being available,

select an RAPVC picture from among the plurality of
RAPVC pictures, as the candidate picture, that is closest
in distance based on display order to the current picture;
or
based on two RAPVC pictures being equally distant to the
current picture and being closest in distance to the current
picture from among available RAPVC pictures, select a
RAPVC picture from between the two RAPVC pictures, as
the candidate picture, based on a position of the other candi-
date picture relative to the current picture.

26. The device of claim 19,

wherein, to select the candidate picture from one or more

RAPVC pictures, the video coder is configured to select
the candidate picture from the one or more RAPVC
pictures identified in at least one of a decoded picture
buffer (DPB), a reference picture set (RPS), pictures
among the RPS that can be used to inter-predict the
current picture, and a reference picture list of the current
picture, and

wherein, to select the candidate picture from one or more

pictures having the lowest temporal identification value,
the video coder is configured to select the candidate
picture from the one or more pictures having the lowest
temporal identification value identified in at least one of
the DPB, RPS, the pictures among the RPS that can be
used to inter-predict the current picture, and the refer-
ence picture list of the current picture.

27. The device of claim 19, wherein the video coder is
configured to:

inter-prediction code the current block as part of inter-view

motion prediction; or

inter-prediction code the current block as part of inter-view

residual prediction.

28. The device of claim 19, wherein the video coder is
configured to:

remove implicit disparity vectors from a decoded picture

buffer (DPB) for all blocks that are not in the current
picture,

wherein, to apply the NBDV generation process, the video

coder is configured to determine the disparity vector for
the current block without considering any of the implicit
disparity vectors for blocks that are not in the current
picture.

29. The device of claim 19, wherein the device comprises
at least one of: a microprocessor, an integrated circuit (IC), a
wireless communication device, a digital television, a device
in digital direct broadcast system, a device in wireless broad-
cast system, a personal digital assistants (PDA), a laptop
computer, a desktop computer, a tablet computer, an e-book
reader, a digital camera, a digital recording device, a digital
media player, a video gaming device, a video game console,
a video teleconferencing device, and a video streaming
device, a camera to capture the current picture, or a display to
display the current picture.

30. A non-transitory computer-readable storage medium
having instructions stored thereon that when executed by one
or more processors of a device for video coding for multiview
video cause the one or more processors to:

apply a neighboring block based disparity vector NBDV)

generation process for purposes of deriving a disparity
vector for a current block of a current picture, wherein
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the NBDV generation process relies on motion vectors
of neighboring blocks for deriving the disparity vector
for the current block of the current picture relative to
another view of the multiview video data,
5 wherein the instructions that cause the one or more proces-
sors to apply the NBDV generation process comprise
instructions that cause the one or more processors to:
determine whether one or more random access point
view component (RAPVC) pictures are available;

select a candidate picture from the one or more RAPVC
pictures based on the determination that at least one of
the RAPVC pictures is available, or

select the candidate picture from one or more pictures
having a lowest temporal identification value based
on the determination that no RAPVC picture is avail-
able;

determine whether a video block in the selected candi-
date picture is inter-predicted with a disparity motion
vector, wherein the disparity motion vector refers to a
block in a view other than a view that includes the
selected candidate picture of the multiview video
data; and

determine the disparity vector for the current block of
the current picture, as part of the NBDV generation,
based on the disparity motion vector based on the
video block in the selected candidate picture of the
multiview video data being inter-predicted with the
disparity motion vector, and

wherein the instructions cause the one or more processors

to inter-prediction code the current block based on the
disparity vector.

31. The non-transitory computer-readable storage medium
of'claim 30, further comprising instructions that cause the one
Or mMore processors to:

remove implicit disparity vectors from a decoded picture

buffer (DPB) for all blocks that are not in the current
picture,

wherein the instructions that cause the one or more proces-

sors to apply the NBDV generation process comprise
instructions that cause the one or more processors to
determine the disparity vector for the current block with-
out considering any of the implicit disparity vectors for
blocks that are not in the current picture.

32. A device for coding video data for multiview video, the
45 device comprising:
means for applying a neighboring block based disparity

vector (NBDV) generation process for purposes of
deriving a disparity vector for a current block of a cur-
rent picture, wherein the NBDV generation process
relies on motion vectors of neighboring blocks for deriv-
ing the disparity vector for the current block of the
current picture relative to another view of the multiview
video data,

wherein the means for applying the NBDV generation

process comprises:

means for determining whether one or more random

access point view component (RAPVC) pictures are
available;
means for selecting a candidate picture from the one or
more RAPVC pictures based on the determination
that at least one of the RAPVC pictures is available, or

means for selecting the candidate picture from one or
more pictures having a lowest temporal identification
value based on the determination that no RAPVC
picture is available;

means for determining whether a video block in the

selected candidate picture is inter-predicted with a
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disparity motion vector, wherein the disparity motion
vector refers to a block in a view other than a view that
includes the selected candidate picture of the multiv-
iew video data; and
means for determining the disparity vector for the cur-
rent block of the current picture, as part of the NBDV
generation, based on the disparity motion vector
based on the video block in the selected candidate
picture of the multiview video data being inter-pre-
dicted with the disparity motion vector, and
the device further comprising means for inter-prediction
coding the current block based on the disparity vector.
33. The device of claim 32, further comprising:
means for removing implicit disparity vectors from a
decoded picture buffer (DPB) for all blocks that are not
in the current picture,
wherein the means for applying the NBDV generation
process comprises means for determining the disparity
vector for the current block without considering any of
the implicit disparity vectors for blocks that are not in the
current picture.
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